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P.G. DYNAMIC 


BRINGS STUDIO QUALITY 
TO ORDINARY P.A, JOBS 


© UNI-DIRECTIONAL. new 


SUPERIOR ELIPSOID PICKUP PATTERN 


e ELIMINATES FEEDBACK 
TROUBLE BECAUSE IT HAS LOWEST 
FEEDBACK POINT OF ALL DIAPHRAGM 
‘TYPE MICROPHONES 
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STUDIO-QUALITY REPRODUCTION. 
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[MODEL DCH (HGL, $08 sfepaad, Benliet Sr high Bdenr PA. installations, broadcast studio, and professional recording. With 
_ twitch, cable cable. Chrome finish, LIST (40-10000CPS.) | 
__MODEL PGAH (PGAL, 200 ohms). For speech and music. 70-8000 CPS. Switch, cable connector. 12° cable. Chrome, LIST $25.00 


COMBINATION VELOCITY-DYNAMIC AMPERITE KONTAK MIKE a 


ACHIEVED WITH ; 
ACOUSTIC COMPENSATOR Puts Musical Instruments Across 


An exclusive Amperite feature: By mov- 
ing up the Acoustic Compensator you 
change the AMPERITE VELOCITY to a 
DYNAMIC microphone without peaks. At 
the same time you reduce the back pick- 
up, making the microphone practically 











WRITE FOR FREE SALES AIDS 


UNI-DIRECTIONAL. 
WITH ACOUSTIC COMPENSATOR: 
MODEL RBHk; RBMk (200 ohms) with 


switch, cable connector. 
Chrome, LIST $42.00 


RSHk; RBSk (200 ohms). Switch, cable 
connector, Acoustic Compensator. 
Chrome or Gunmetal. LIST $32.00 


So beautiful is the tone produced with the Kontak 
Mike, that it was used in the Philadelphia Symphony 
to amplify a mandolin solo. Gives excellent results 
with any amplifier, radio sets, and record players. 
MODEL SEH (hi-imp) LIST $12.00 
MODEL KKH, with hand volume control. .LIST 18.00 
Plug extra List 1.50 
FOOT PEDAL, for making beautiful 
crescendos 


AMPERITE (@. 561 BROADWAY.N.Y. U.S.A. 
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BILL, YOURE ALWAYS LL TRY, MARY, 
FOOLING WITH RADIO—= ILL TAKE IT 
HOME TONIGHT 


WORK — WILL ee 


YOU FIX JT? 
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WHAT'S WRONG — TOUGH ONE YOU BEEN LATELY— | “/TH THE NATIONAL RADIO INSTITUTE. YOU DID YOU LEARN 


OUGHT TO TAKE THEIR COURSE. VE GOT \\ THAT TEST? ITS 
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FOOL OF ! LET ME LEARN CIRCUIT DISTURBANCE TEST~ STARTING WITH \ ~——————-—~ 
MYSELF ( HELP You // ANYTHING y ZED THE AUDI OUTPUT STAGE 
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WITH MARY ABOUT {y 
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YOU CERTAINLY KNOW THANKS! (T CERTAINLY (S 
RADIO. SOUNDS AS EASY TO LEARN RADIO THE 


é ill d L 7 , GOOD AS THE DAY N.R.1. WAY. 1 STARTED ONLY 
| will send you a Lesson on oa 
e @ 
Radio Servicing Tips FREE 


TO SHOW HOW PRACTICAL IT Is 
TO TRAIN AT HOME FOR 


GOOD JOBS IN RADIO | 


Every man who works on a Radio Receiver, men who have been in Radio before enrolling J. €. SMITH, President Zz 
‘ ~ - or . * 

tare. a. copy, Of tay Free ‘Sample’ Lesson, ore, money, win success. fvtrainyou™tos National Radio Institute | OH GILL- I'M SO OUR WORRIES ARE OVER. 
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sons are—give you a real idea of the vast Professional Radio Industry than any THINKING ABOUT FoR us iN 
&mount of information my Course gives you. Radio one else RADIO AS A CAREER, 


j Servicing AND NOW YOU'RE 
Why Many Radio Technicians I Train ‘ Instrument ba 


: > as part 
Make $30, $40, $50 a Week Course to 
‘.R.I. trained Radio Technicians hold_ good ‘ you make 
jobs in practically every branch of Radio, > s money, do better S .= 
vicing, installing, repairing, pome 7 ~ Radio work. For © z 
sets. N.R.I. train adio ; = full details, mail = 
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ic heory and En- 








| training to show you how to 

start cashing in on these opportunities early 
=instea ” a You’ get io parts and instructions for 
ability to —s n 2 building test equipment, for conducting ex 
& few e periments that give you valuable, 

experience. My 50-50 method of tr: 
half with Radio rts I send you, half study- 
ing my Lesson exts—makes learning Radio 
at home interesting, fascinating, practical. 


J. E. Smith, President, Dept. INX, 

National Radio Institute, Washington, D. C 

Mail me FREE without obligation. Sample Lesson and 64-page book ‘‘Rich 
Rewards in Radio,”’ which tells about Radio’s opportunities and explains your 
50-50 method of training men at home. (No salesman will call. Write plainly.) 
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SPRAYBERRY RADIO TRAINING 
Gives You FULL EQUIPMENT to 


Do Over 100 Practice-Giving Experiments! 


You Get PRE-EXPERIENCE .... Right At HOME! 


Sprayberry Training is specially designed to help you make fast progress. 
It starts right at the beginning of Radio . . . unfolds each subject in a 
simplified, logical, understandable style. You easily learn Television, Fre- 
quency Modulation, Signal Tracing, Mobile Radio (Auto-Tank), Aviation 
Radio, Electronics, Facsimile Radio, Radio Set Repair and Installation Work. 
You learn quickly in your spare hours . . . AT HOME OR AT CAMP. 


Training Prepares You for a Business of Your Own 
- » « or Good Radio Jobs at Excellent Pay! 


The great, fascinating and progressive field of Radio and Television offers 
limitless opportunities to the man who wants to get ahead. There is good 
money to be made. My Training is designed to give you quick access to 
these opportunities. SPRAYBERRY Methods are thorough and practical. 


Your Training will not interfere with your present work 


YOU GET PROFESSIONAL TEST EQUIPMENT 
««« PLUS EXPERIMENTAL OUTFITS 


- - Includes 146 RADIO PARTS for building a complete Receiver, RADIO TOOLS 
and a modern TESTER-ANALYZER. You also receive 8 BIG SHIPMENTS OF RADIO 
EQUIPMENT for conducting actual experiments with your own hands. I show you how 


to create Radio defects . . . how to correct them. ALL EQUIPMENT BECOMES YOUR 
PERSONAL PROPERTY! 


NO PREVIOUS EXPERIENCE NEEDED .. . EARN WHILE YOU LEARN 


It makes no difference what your education has been. I can fit you 
quickly for a good-paying Radio job. I make it easy for you to grasp 
Radio principles and remember them. Your success is my full responsi- 
bility. My BUSINESS BUILDERS will show you how to put your 
Equipment to actual use in handling money-making Radio Service Jobs 
shortly after you begin Training. 


RAYBERRY COURSE IS SO 
REMEMBER— yus.vtacoemy conse sm 


MONEY-BACK AGREEMENT 


LEARN MORE ABOUT THE 
SPRAYBERRY METHOD .. . com- 


plete details of my Fundamental Te THIS COUPON FREE 
Course and Advanced Training Course 
—all features are fully described in R for BIG | feTe) 4 


my new, valuable 52-pare FREE Book. 
Send for your copy. No obligation. SPRAVBERRY ACADEMY OF RADIO 
L. Sporayberry, res 


S20. -M University Place, N. W. 
READ What These Fellows Say wiPlease send hd FREE copy of “HOW TO MAKE MONEY 
About the Practical Sprayberry Training! 
“GROSSED BETWEEN $i50 AND $200” “SALARY HAS INCREASED” 


IN RADIO 

“Since finishing your training I’ve “Your Radio training has made it pos- 

tarted in the Radio repair business. I sible for me to make more money. My 
ha « ny all us work I can, take Fer salary has increased from $40.00 to 
of have grossed between $150 and $200 “9, $ “ m 
in the last few months in my spare time. 4 around $50.00 per week. I now Bannon 
I think your Course is ‘tops’.” W , about all the Radio repair work I can 
Francis Waseka, Fountain City, Wis- handle.” Asa Smith, P. O. Box 528, 
consin. Fort Leavenworth, Ky 


Address 


City .. 


Tear off this. coupon, ‘mail in envetepe or paste on penny 
postcard 
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The young fellow just out of High 
School finds himself in a unique po- 
sition today. Employers, for the past 
six months, have been asking for 
YOUNG radio technicians—fellows 
of High School age. Normal expan- 
sion in the radio industry, coupled to 
the needs of the national emergency, 
have created a serious shortage of ra- 
dio men. The young fellow is being 
sought by the radio industry! 

The High School graduate today is 
faced with the tempting prospect of 
high wages in factory and shop; plans 
of higher education may take a back 
seat for the immediate attraction of 


704 MONROE ST. 





QUICK, EASY WAY 
TO TRAIN FOR 


RADIO 


in 8 WEEKS 


PLL FINANCE Your TRAINING 
Mail the Coupon T 
not only tell you B ney vol bey 
easy way to train for a good pa 
$0: in Radio, Television and Soun 
UT, I'llalso 7 how you can 
get it and pay for it, in Eas 
monthly ymentes starting 
days after 8 weeks’ training pe: 


LEARN BY oom? 
oh ye ge 





pares you for a job in service and ~ 
repair work—we also offer radio 

rating training. Full details of 
this training will also be sent you 
when you send coupon 

EARN WHILE LEARNING, 
w —_ Help After one duation = ee 

t rt k to with ing — | 
: eo ead then Give yeu employment corvies af after gradua' 


“MAN TO MAN TALK-- 


TO THE RECENT HIGH SCHOOL ‘GRAD’ ” 


DODGE’S TELEGRAPH & RADIO INSTITUTE 





H. C, LEWIS, President, 
Radio Division, Coyne Electrical Schoo! 
500 S. peyias St., Dept. 91-8H, anest I. 
Dear Mr. a 

Please sen one our Big FREE Book, and details 
of your ae Seand RADUATION-PLAN. 














RADIO TECHNOLOGY 


RCA Institutes offer an intensive course of high 
standard embracing all phases of Radio and 


Television. 
equipment at New York and Chicago schools. 
Also specialized courses in Aviation Communi- 
cations, Radio Servicing and Commercial Oper- 
ating. For Free Catalog Write Dept, RC-4l. 


RCA INSTITUTES, Inc. 
A Radio Corporation of America Service 


75 Varick St., New York, 1154 Merchandise Mart, Chicago 


Practical training with modern 





RADIO: TELEVISION 


| age largest Radio-Television school in West trains you 
good pay job. Complete instruction including Radio 


| and Service, Broadcast Operating, Sound, 
Talking Pictures, Television, Public Address, ete. Flexi- 
ble plan to meet specific needs of thos 
jobs. Transportation allowed to L.A 
while learning. Request Free Catalog. 


NATIONAL SCHOOLS 
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Dept. 12-RC 
Los Angeles 


© with or without 
. Earn room and board 





more “spending money.” Such em- 
ployment cannot lead to desirable 
permanent positions, however, and 
the young man who does desire some- 
thing better would do well at this 
time to pass by such transitory work. 

For those considering Commercial 
Radio as a career, we urge a careful 
study of the courses offered at the 
Dodge Institute. Compare them with 
any other offered anywhere. Contact 
our graduates for their opinion; or, 
best of all, visit our school. We in- 
vite comparison! 

Next class organized Jan. 5. A 
postal card brings our catalog. 


VALPARAISO, IND. 


“ARE SERVICEMEN 
GYPS? 


The Editorial in our September issue en- 
titled, “64% of the Radio Servicemen Are 
Gyps,” caused no end of comment, pro and 
con. Of the hundreds of letters received 
we have chosen one which we give you 
below. It will be noted that not even Serv- 
icemen themselves are agreed on the con- 
troversy.—EbIToR 


IS THE SERVICEMAN 
DISHONEST? 
Dear Editor: 

I was completely dumbfounded to read 
Mr. Gernsback’s September editorial. To 
think that a man of his experience and in- 
telligence would be duped into turning 
against the people who keep him in business, 
and flash across the face of the earth such 
an unwarranted charge as set forth in this 
editorial. It simply points out what this 
writer has long contended—people who pub- 
lish radio magazines know nothing about 
the radio business. 

If Readers’ Digest or any other person 
or company says 64% of the radio service- 
men are gyps, they are liars! And anyone 
who would use the pages of supposedly un- 
biased publications to defame the character 
of an industry in any such way, is no better 
than the Fifth Columnists this country is 
busy fighting. 

Readers’ Digest has gone through the 
industries one by one and has shown that 
everybody is a crook! It published the same 
thing on the automotive industry. Their in- 
vestigations are set up to give them the 
results they want. They are unfair, unscru- 
pulous, and they are everything but unbiased. 
Their objective is to show up the people 
they investigated, and this is exactly what 
they do. It is an easy matter to find fault, 
and it is still easier to twist words and cir- 
cumstances to suit the writer or speaker. 
That is why celebrities are compelled to 
shun “news” people. Their most simple re- 
marks are often distorted until they are not 
even recognizable. 

Taking up the complaints of Readers’ 
Digest one by one, let’s see the other side of 
the story. (Remember, we have only heard 
one side.) One of the chief complaints was 
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replacing of tubes that were not needed, 
Now, who said they were not needed? Any- 
one who has experience in radio servicing 
will testify that a majority of their work 
in recent months is on new sets. And a 
majority of new set work is on those of the 
type used by Readers’ Digest investigators, 
And, still a majority of the defects found in 
these “tin-can” portables are tubes. (I defy 
Readers’ Digest to make this survey and 
get any “<i result, even in their own 
biased way.) 

Walter Jones of Hygrade Sylvania (t 
manufacturers) spent years traveling aro = 
the country telling radio servicemen ion 
sorry tube-checkers are. Yet, this is the 
only way a radio man has of telli ing the 
condition of tubes. Your magazine, along 
with all others, carries page after page of 
advertising telling the merits of tube-check- 
ers. When a serviceman puts a tube in a 
nationally advertised tube-checker (even 
Superior) and it tells him that tube is bad 
in plain everyday English, he has a clear 
conscience to sell his customer a new tube. 
And when anybody’s portable with hair-line 
filament tubes is used for any length of time 
and the tubes still read into the grecn, it 
is a miracle! 

The condition is even worse than that. 
There are few times when any two tube- 
checkers will check the same tube with the 
same results. The conglomeration of tubes 
on the market make it impossible for the 
manufacturers to make a decent tube- 
checker that will be portable, or within the 
buying power of the serviceman. 

Which all boils down to this: Is the sery- 
iceman dishonest who sells his customer a 
new tube when his instruments tell him 
that the customer needs one? Emphatically 
no! No more so than the doctor who X- 
rayed my wife and put her to bed on a 
wrong type of diet and caused her condi- 
tion to grow worse. 

Another charge was taking out good tubes 
and installing inferior ones. Who said they 
were inferior? What is an inferior tube? 
Surely the serviceman is in a better posi- 
tion than anyone else to say what make tube 
gives him the best service, and the one 
that does this is the best tube to him, re- 
gardless of whose name it has on it. I have 
never yet seen a serviceman continue to 
use parts that did not hold up and give the 
proper service. There simply isn’t enough 
difference in the price to justify the trouble 
caused by them. 

And, now we come to the point of the 
serviceman telling the customer that he did 
this and that to the set. It makes no differ- 
ence what a radioman tells his customer 
what is wrong with the set—it all sounds 
alike to him. As a result, a majority of 
servicemen tell them the first thing they 
think of, in as flowery terms as possible 
and think no more of it. This is not meant 
to deceive, it is simply a trick of the trade. 
If servicemen spent the time required to 
explain the exact trouble in each set, he 
would have little time for anything else and 
would be wasting a lot of time. When he 
has finished, the customer knows exactly 
as much as before he started. Many service- 
men have hunted hours for a cold solder 
joint that came out of the factory, and then 
explained it to the customer as a bad con- 
denser. If he were to even attempt to charge 
the customer $5.00 for spending three hours 
running down a cold joint, the customer 
would want to have him arrested! Yet, he 
has to charge for such work, and he is justly 
entitled to pay for it. 

The little “white lies” the serviceman 1s 
forced to tell his customer in such instances 
is not dishonest. He could probably avoid 
them by simply stating what he did to the 
set was his business, but he could hardly 
keep his customers. 
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40 
MACHINES FOR RENT OR SALE 


instructograph Code 
Therally takes the place 
ope 


for f par 
Ke soe a 


INSTRUCTOGRAPH COMPANY 


4713 Sheridan Rd., Chicago, tlinois 
Representatives for Canada 
Radio College of Canada, 54 Bloor St. West. Toronto. 


LEARN RADIO 


TELEVISION 


500 LICENSED graduates placed in 
past 7 years in shipping, broadcasting, 
aviation, police, etc.; we also teach radio 
servicing and repairing; new beginners’ 
class now forming; 60-page catalog 
free; oldest, largest and best equipped. 


MASS. RADIO SCHOOL 


18 BOYLSTON ST., BOSTON, Mass., Est. 1899 








AMATEUR RADIO LICENSES 


Study for your licenses the “rhythm” way, 
the A.R.I. way. Acquire code proficiency in 
from 3% to 8 weeks. Theory taught in un- 
derstandable, non technical language. Class- 
room courses in New York, home study 
courses for outside students. Write for list 
of calls of hundreds of licensed students 
now on the air. 


AMERICAN RADIO INSTITUTE 
1123 BROADWAY, EW YORK, N. Y. 





——e OPERATOR 





Thie New Course shows how to get a License to Operate 
Television, Facsimile, Radiotelephone and Broadcasting 
Stations. ietest, Inexpensive, Short-Cut Course by A. 
Binneweg, Jr., B. Se. Includes 150-page Book with Dia- 
gtams! Answers 700 Actual Questions! We answer any 
her Questions by Mail. NO CODE NECESSARY! Send 
$4.00 Now for Self-Study Book and Complete Study 
Course. No More to Pay! 


RADIO-TELIO INSTITUTE 


524 Fairbanks Ave., Oakland, California 








a %2 RADIO SERVICE EXPERT 
y, 2 LEARN AT HOME IN SPARE TIME 


The demand for radio experts grows 

every day. Learn this paying profession 

» under personal guidance of qualified en- 

gineer and educator. Clear, fascinating in- 

struction and experimental kits make learning easy. 

Leaders in the radio industry endorse R.T.A. methods. 

Spare time —— soon di bd training. 

Fi EE p00 telli RTA. training can do for you. 
RADIO TRAININ ASS N. OF AMERICA 

1559 Devon Ave. Dept. RC- 4 Chicago, Ul. 


COMMERCIAL RADI() INSTITUTE 


Ay radio training center for over twenty years. 
Well equipped. Excellent faculty. Practical resi- 
dent courses in Radio Telegraphy, Broadcast, 
Servicing, Industrial, Television, Aeronautical, 
Drafting, Mathematics and Studio Technique. 
Placement bureau. Classes now forming for mid- 
year term Feb. 9th. Catalog upon request. 


Dept. D, 38 West Biddle Street, fected _ 





Get good grasp 
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ure. ern. age 
tibio ENGINEERING 
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technician. Esey 
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LINCOLN ENGINEERING SCHOOL Ger 931-035. LINCOIN, NEBR 
COMPLETE HOME- 


tails and illustrated 72. 
catalog FREE. Write today! 
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Another reason why a serviceman has to 
tell his customers little white lies, is be- 
cause he cannot tell them, as doctors do, 
that any time they bring work into his 
shop, they must pay—regardless of results. 
A serviceman can spend 30 minutes check- 
ing tubes for a customer and only get 
“thank you.” He cannot live on that, and 
he is compelled in self-defense to offset on 
one customer what he loses on another. 
This is common business practice in every 
industry. A contractor, for instance, will 
lose money on one job and make it up on 
another. Merchants lose money on articles 
they call “leaders,” but make it up on other 
sales. Firms operate branch offices at a loss 
to fight competition, but make enough on 
others to offset it. Now, why in the name 
of common sense is it dishonest for service- 
men to follow an accepted practice in busi- 
ness? If the contractor and merchant told 
their customers that they had lost money 
in a previous transaction, and were going 
to make it up on the customer, how much 
business would they do? A little far-fetched, 
perhaps, but it is logical. 

A radio owner is not gyped or cheated 
so long as he comes in with a dead radio 
and goes out with it playing! The service- 
man performed some professional service, 
got results and is entitled to pay, and be- 
damned with Readers’ Digest or anyone 
else who says differently. 

here is one simple fact that will prove 
that 64% of the servicemen are not gyps. 
There never was a racket that didn’t make 
money. If radio servicing is a racket, radio 
servicemen should be making money. They 
are not! I have never heard of anyone in 
the radio service business making any real 
money. Few even make a decent living with- 
out supplemental sales of radios or other 
merchandise. I have never heard of a 
serviceman drawing over $50.00 per week 
salary. Few in business for themselves 
achieve this much. No, radio service is not 
a racket. If it was, there would be more 
money in it. 

Radio service is one of the most difficult 
of trades. It can be compared more closely 
to the medical doctor’s work than any other. 
Everything that a radio serviceman does 
is based on experience or interpretation of 
instruments. There are few instances where 
a serviceman can look at a part and tell 
if it is good or bad. He must interpret this 
from a meter. A condenser may be bad 
one instant and good the next. A tube checks 
good in a tube-checker and refuses to play! 
One checks bad and plays perfectly. An 
I-F absorbs moisture and refuses to pass a 
signal, yet checks perfectly on all routine 
tests. A set quits playing for no reason at 
all, and starts back just as readily. Y ou can 
cut out many of the parts without impairing 
its performance. It plays bad in the home 
and good in the shop. It is the most senti- 
mental conglomeration ever concocted by 
man. 

I do not wish to make believe that I do 
not know there are some dishonest servicé- 
men. Of course there are. There are dis- 
honest every kind of men—doctors, lawyers, 
politicians (with capital “P”), mechanics, 
and so on. But 64% of the radio servicemen 
are not dishonest! They are simply the most 
under-paid, under-rated, least understood 
and least helped people of all the trades. 

Sincerely, 
Haron Davis, 
Jackson, Mississippi. 








DON’T MISS ‘EM!! 
More Vital and Interesting 
Letters from Servicemen in 

Next Issue! 
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Founded in 1909 


ORT ARTHUR COLLEGE, a non-profit 
making educational institution, offers a 
practical radio operator's course at the low- 
est tuition price in its history. Each radio 
graduate receives two months’ actual oper- 
ating experience at the college’s commercial 
broadcasting station KPAC. This station is 
equipped with the latest type 1000 watt high 
fidelity RCA transmitter—1250 ke.—direc- 
tional antenna system. KPAC operates in 
new modern studios located on the campus. 
The college has never advertised jobs or 
positions in lieu of education. Today it is 
well known there is a shortage of radio 
operators in every branch of radio; there- 
fore, we believe it is good common sense 
to mention that Port Arthur College is the 
sole radio school in America which owns 6 
commercial broadcasting station with com- 
mercial advertising representatives in New 
York, Chicago, San Francisco, and many of 
America’s leading cities, with active mem- 
bership in the National Association of 
Broadcasters, and Broadcast Music Incor- 
porated. Through these contacts the college 
receives from the broadcast industry alone 
a great many more calls for student radio 
operators than it is possible to supply. 
Authorized to teach RCA texts. 


If interested, write for Bulletin R-41 


PORT ARTHUR COLLEGE 


PORT ARTHUR (World-Known Port) 
TEXAS 
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HERE! 


-++esif you wanta 
BETTER radio job! 


Technical ability is 
the only thing that 
stands between you 
and a better job... . 
CREI can’ prepare 
you NOW with juat 
the training you need! 


Yes, YOUR opportunity is here, NOW! Our 
home study courses are “made to order’ for 
this opportunity. CREI trained men are in 
demand throughout the radio industry .. . 
and the demand will increase as the months 
go by. If the lack of technical training is s your 
stumbling block 

about it now—if you will. Your radio experi- 
ence backed by CREI modern training will 
equip you to share in the better, good-paying 
jobs that await trained men. 5000 radiomen 
can’t be wrong! 

WRITE FOR’ FACTS 

TODAY! Our FREE 

BOOKLET and persona! 
recommendations may 

hold the answer to your 

future success. Write to- 

day and please state brief- 

ly your background, edu- 

cation and present posi- 

tion. 


CAPITOL RADIO 
ENGINEERING INSTITUTE 


Dept. RC-12, 3224 16th St.. N. W., Wash., 








RADIO COURSES 


Start January 
RADIO OPERATING—BROADCASTING 
@ RADIO SERVICING—a practical course 
@ RADIO AMATEUR CODD @ TELEVISION 
@ ELECTRONICS—1 yr. day course 2 yrs. eve 
Day and Evening Classes. Booklet Upon Request. 


New York Y.M.C.A. Schools 


4 W. G4th Street New York City 





Thanks to Radio Research 


Thousands now Look as 


On the New York air, these nights 
at 8:30 0’clock, it’s television curtain 
time. It is estimated that 5,000 tele- 
vision receivers—all front-row seats 

are lined up, mostly in homes and 
public places, to see the shows—the 
matinees and evening performances 

15 hours of entertainment a week 
from the NBC studio stage and from 
fields of sport. 

Study of statistics gathered by 
the NBC pioneer television station 
WNBT, which began commercial 
programs July 1, reveals that the 
video audience in the Metropolitan 
area already numbers about 18,000 
in the afternoon and 30,000 in the 





evening. On the average, more than 
55% of the sets are turned on in the 
daytime and 80% at night. Seeing 
by radio is as simple as listening, as 
far as the receiver manipulation is 
concerned, 

The programs range from fashion 
shows to prize fights, from spelling 
bees to a Wild West rodeo, from 
baseball to travelogues, and from 
football to illustrated news; while 
songsters, dancers, magicians, dram- 
atists and bands add to the variety. 
That people can sit sixty miles away 
and look in on Madison Square Gar- 
den to watch the rodeo. To see a 
bucking bronco throw its cowboy 


they Listen! 


rider across the wavelengths is one 
of the wonders of this age. 

Electronic research in RCA 
Laboratories has put the television 
shows into space. Electronics—that 
science which makes miraculous use 
of infinitesimal bits of electricity — 
is continuing radio’s advance across 
the threshold of the “Television 
Age.” 

The main gateway through which 
television has emerged to become a 
service to the public is RCA Labora- 
tories. It is from this magic realm 
that new wonders in radio sightseeing 
will come to give this and future gener- 
ations new and dramatic visions. 


RCA LABORATORIES 


A Service of the Radio Corporation of America, Radio City, New York. 
Other RCA Services: RCA Manufacturing Co., Inc. * Radiomarine Corporation of America * RCA Institutes, Inc. 
National Broadcasting Company, Inc. « R.C.A. Communications, Inc. 
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Announcing er 


ADIO-CRAFT (established 1929) and RADIO & TELE- 
VISION (established 1930) are merged into a single 
magazine beginning with this issue. 

So that our readers may understand why this important 
step was undertaken, let us state here what prompted this far- 
reaching decision. 

It is no longer news that the entire world is in a turmoil at 
present and that the United States is marching forward with giant 
strides in its re-armament program. 


It has become apparent for some time past that non-essential 
industries, in order to conserve resources, must of necessity co- 
operate with the National Defense Program. Inasmuch as the 
two magazines, RADIO-CRAFT and RADIO & TELEVISION, 
were published by the same management, it was felt that for the 
duration of the present emergency, it would be best to publish one 
magazine instead of two. 


From an economic standpoint, there was also to be considered 
aconstantly shrinking market while the emergency lasted. Many 
radio manufacturers who formerly patronized both magazines as 
well as other radio magazines, were forced to withdraw their 
advertising or curtail it severely, on account of priorities. 


Many concerns were thus affected, and others will be severely 
affected as time goes on. For these reasons it became economically 
unsound to continue publishing two magazines at a loss, whereas 


it is possible to publish one magazine without a severe loss to its 
publishers. 


While a few large radio manufacturers,—who have defense 
orders on hand,—continue to advertise, many of the smaller firms 
have not been able to do so; and being unable to obtain substitutes 
for the materials they need in their business, had to go into other 
endeavors, or cease operation altogether. 


There was also a further reason which prompted our move, 
namely a realistic viewpoint of Television as it is today. RADIO & 
TELEVISION magazine for many years pioneered in television, 
but when it became increasingly clear that as long as the present 
emergency lasts, television would remain at a virtual stand-still, 
there was, of course, no further necessity to devote a large part 
of an expensive magazine to the subject. 
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RADIO & TELEVISION 


By the Publisher—HUGO GERNSBACK 


While it is true that the Federal Communications Commission 
“has given the green light” to the television industry, making it 
possible for television broadcasting to accept commercial advertis- 
ing now, it is also unfortunately true that all manufacturers have 
practically ceased building television equipment for the duration, 
due to lack of materials. Under such circumstances, it is clear that 
a magazine largely devoted to television becomes pointless at the 
present time. 


On the other hand, RADIO & TELEVISION devoted the 
balance of its space to Amateur Radio. While American amateur 
radio has not been drastically affected up to now, the amateur radio 
industry is also face to face with a difficult materials problem on 
account of Defense priorities. And while radio amateurism has 
practically stopped completely in most of the countries of the world, 
it is still bravely carrying on in the United States, in spite of serious 
handicaps; and as long as this country is not officially at war, the 
radio amateur will not be suppressed. Most of the section devoted 
to radio amateurism that appeared in RADIO & TELEVISION 
regularly, will continue intact in RADIO-CRAFT, beginning 
with this issue. 


It should be understood by our readers that the consolidation of 
the two magazines is not to be considered as a final step. When 
the World War is at an end, when business returns once more to a 
peacetime basis, when television is freed from its war-time shackles, 
and when radio amateurs all over the world are free once more 
to communicate with each other, RADIO & TELEVISION will 


be published as a separate magazine again. 


In the meanwhile, RADIO-CRAFT will continue its regular 
policy of publishing the same type of articles which it always 
published, PLUS a Radio Amateur and Ham section. And what- 
ever advances are made in television will also be recorded in 


RADIO-CRAFT, as before. 


For the remainder of the present emergency, we promise to 
keep RADIO-CRAFT the same important magazine it always was 
and, indeed, we hope to better it from month to month. 


The publishers would be happy to receive your letters com- 
menting upon the present merger of the two magazines. 
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strument from 50 to 100 times more pow- 

erful than the strongest optical microscope. 
Dr. Zworykin has won international re- 

nown for his invention of the Icono 

the “eye” of television, and the Kine 

the screen-tube used in television re 

sets. It was these developments that 

television electrical scanning, simp! 

and freeing the art from the limitati 

mechanical scanning, which neces 

motors and whirling disks. In additi 

Zworykin thhas made numerous cont 

tions in the field of photo-electric cells 

the electron multiplier. His inventions 

appropriately described as projectin;: 

tronic beams far into the future to 

new vision to generations to come, fi 

inventions are the foundation upon 


The “‘radio news’’ paper for busy radio men. An 
illustrated digest of the important happenings 
of the month in every branch of the radio field. 


The award specifically recognizes Dr. 
Zworykin’s research work in development 
of the Electron Microscope. 

Using electrons—infinitesimal bits of 
electricity—instead of light rays, and mag- 
netic or electrostatic fields instead of glass 
lenses, the electron microscope enables 
man’s eyes to see deeply into the sub-mi- 
croscopic world. The electronic super-eye of 
this microscope sees far beyond the range 





of light waves. Magnifications up to 100,000 
diameters are obtainable, making the in- 


HE WAITS FOR LIGHTNING TO HIT 


Oddest job in all New York City is that of Ingolf 
Berger Johnson, young General Electric engineer. 
He had the assignment of making pictures of 
lightning striking the Empire State Building. Oscil- 
lograph equipment in the Empire State Building 
recorded the strength of the strokes and a remotely 
controlled camera on the roof of the Printing Crafts 
Building, several blocks distant, snapped pictures 
of the bolts at right-angles to those made from 
Fifth Avenue. These enabled scientists to make three- 
dimensional models of bolts. Photo data: Aug. II, 
1937, 9:52 P.M., MSB-46, Lens openings, still F.15 
ROT. F.8, SS Pan film. Multiple stroke consisting of 
long-continuing low-current discharge followed by 6 
noncontinuing discharges. Arrow indicates point at 
which the oscillograph started to record. 


ZWORYKIN GETS AWARD 


Presentation of the Rumford Award by 
the American Academy of Arts and Sci- 
ences on October 8, to Dr. Vladimir K. 
Zworykin, Associate Director of RCA 
Laboratories, brings honor to one of Ameri- 
ca’s outstanding scientists in the field of 
radio, television and electronics. 





CAMP WHEELER, GEORGIA, BROADCASTS TO THE HOME FOLKS! 


Private Thomas F. Hanlon of the Public Relations Office monitors a transcrip- 

tion on his Presto Model Y recorder at Camp Wheeler, Georgia. He uses 

glass-base record blanks and runs them on a lateral pickup at 33 1/3 r.p.m. 

In the picture he is using an auxiliary mixer and a Gates amplifier in conjunc- 

tion with his own equipment. The cutting head used is a I-C Presto. His 
microphone is an RCA 88-A pressure type. 
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television and other devices for harnessing 
electrons to useful purposes, are built. 
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GROUND BROKEN FOR RCA LABORATORIES AT PRINCETON 


Ground was broken recently at Princeton, New Jersey, for the Research Laboratories of the Radio 
Corporation of America. When completed, the buildings to be erected on a site of more than 250 acres 
will constitute the world's outstanding center for radio and electronic research. The most immediate 
requirement of the new RCA Laboratories will be to increase the usefulness of radio to national defense. 
It is expected that the main building will be completed and occupied by the RCA research organization 


early next spring. 


New Singapore 
Radio Station 


The British Gov- 
ernment has com- 
pleted a large, mod- 
ern and thoroughly 
equipped broadcast- 
ing station in Sin- 
gapore that will 
serve both to com- 
bat the propaganda 
of the Axis powers 
and to spread that 
of Britain in the 
Far East. 

The station, built 
by the Malayan 
Broadcasting Cor- 
poration, will be 
operated along the 
same lines as mod- 
ern British and 
American stations, 
with speeches, 
dramas and musical 
programs. 
Courtesy of the 
New York Times. 
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STATION TO SERVE FAR EAST 


A new international »Sroadcast station t 
serve the Far East has been ini 
through the cooperation of various | 
casters, the Defense Communicat 
Board, the Coordinator of Informatio: 
the Federal Communications Commission 

The latter has authorized The Associate: 
3roadcasters, Inc., licensee of stand 
broadcast station KSFO at San Fra 
to construct an international statior 
to broadcast to the Orient and Aust1 
For 16 to 20 hours a day news and ¢1 
tainment will be sent in English, French, 
Dutch, Spanish, Portuguese, Japanes 
possibly, Chinese, Thai, Russian and Kor 
an, Frequencies of 6060, 9570, 11,870,15.350 
17,760 and 21,610 kilocycles will be us 
some instances this will mean sharin 
with other domestic international | 
cast stations. 

Though about a dozen _ inter 
broadcast stations now operate in the 
ed States, only one—KGEI, licens: 
General Electric—is on the West 
(near Belmont, Calif.). The other stat 
being located in the eastern part « 
country, cannot serve the Orient. Th 
fense Communications Board urged 
tional facilities, and the Coordinator of | 
formation has arranged for delivery 
100-kilowatt transmitter from the Genera 
Electric Company to speed this new service 
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FIRST TELEVISION FASHION SHOW 


The first regular series of "commercial" television 
programs made its debut over WNBT in September, 
with a fashion show telecast from the NBC Tele- 
vision studios in Radio City, New York. The pro- 
grams, sponsored by Bloomingdale's and Abraham 
and Straus’ department stores. The first program, 
“Five O'Clock Party,"" a complete play with music, 
worked out a combination entertainment-plus- 
fashion-show type of presentation, centered around 
the leading lady's birthday. Tags and credit cards 
were flashed on the screen and occasional fashion 
commentary gave prices and described colors and 
details of the costumes. (NBC Photo.) 


RCA LABS. FIND REPLACEMENT 
MATERIALS 


As a result of the research necessitated by 
national defense for alternate materials in 
radio sets, RCA Laboratories has developed 
more than forty replacement materials. One 
item alone has saved 148,000 pounds of 
aluminum in the plants of the RCA Manu- 
facturing Company. 

Twenty of the newly developed materials 
are being used in RCA’s radio production, 
as the result of its broad, long-term pro- 
gram of conservation. A dozen more alter- 
nates have been approved and scheduled for 
early use; many others are available for 
production as necessity arises, while the 
process of development continues promising 
additional alternates. 

In every RCA Victor radio set, an alumi- 
num can was employed to protect interme- 
diate transformer coils. Four millions of 
these cans had been used in 1940; therefore, 
if they could be replaced by using an alter- 
nate, a tremendous saving ‘in aluminum 
would result. 

The engineering department suggested 
that a fabricated cardboard tube, coated 
with a moisture-resisting substance and a 
sheet of copper foil, be used instead of the 
aluminum can. This was done with marked 
success. The aluminum saved has amounted 
to seventy-four tons. Another important 
saving of aluminum by RCA was effected 
by using a plastic in the record changer con- 
trol segment of radio phonographs. 

Plastics are under consideration to re- 
place the metal housing that protects loud- 
speaker cones in radio receivers. They 
can also be used in making dial faces and 
a number of other parts in both radio and 
phonograph equipment. Their possible field 
ot application is extremely wide. But even 
plastics are likely to meet curtailment, be- 
cause defense needs have created a short- 
age in the supply of formaldehyde, required 
to manufacture the synthetic resin used 
as a base in some plastics. 

Thereupon, the job of finding an alter- 
nate for an alternate was started. The an- 
swer was a felted substance made from 
shredded wood, cardboard paper scraps, 
and sulphite pulp. Moulded into required 
lorms and treated with a moisture-resisting 
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impregnant, it proved to be as tough as 
either wood or plastic. It can be covered 
with fabricoid or other surfacing. By the 
use of thermofusion, metals can be bond- 
ed to it. 


Experiments also are being conducted 
with Lignin, a by-product of paper mills, 
as a proxy for plastics. Treated with a 
felting process, it provides a workable, hard, 
durable and lasting material. 

In another instance, RCA chemists have 
found a replacement for the phenol-for- 
maldehyde resins used in radio manufacture 
to impregnate paper tubes upon which wire 
coils are wound. 



































PORTABLE BROADCAST UNIT 


Faced with the problem of broadcasting recordings 
from Manhattan Beach (New York) station, WMCA 
engineers designed and built a portable unit which 
weighs less than 100 pounds and which can be 
transported for any similar job. The equipment, con- 
structed according to specifications by Frank Marx, 

CA chief engineer, is pictured in use at Man- 
hattan Beach in the photo. Picture number one 
shows the turntables with the top of the waterproof 
carrying case removed for the program. They are 
heavy duty constant speed motors, adjusted for 
either 33 and 1/3 or 78 R.P.M. The amplifier and 
mixer is packed in a special case; this unit has a 
three-position mixer, giving contro! over either of 
the turntables and the microphone or all three si- 
multaneously. The amplifier is high gain and feeds 
the program over special radio telephone lines 
to the master control in the WMCA studios. In 
this broadcast, the program is also fed to more 
than 100 loudspeakers situated throughout the Beach. 






































MESSERSCHMITT RADIO 
William P. Lear, designer and builder of aircraft 
radio for U.S. and Allied Air services, tests the 
Messerschmitt 109 radio apparatus at Lear Avia's 
engineering laboratories at Piqua, Ohio. Mr. Lear's 

investigation disclosed that: 

(1) The Germans have apparently "frozen" their 
military radio design since 1933, and standardized 
their tubes and components for ease of mass produc- 
tion servicing. 

(2) Shortages of war materials are indicated by 
the use of ceramics instead of plastics, fibre instead 
of rubber and special alloys instead of aluminum. 

(3) The extremely limited range of the transmitter 
(around 5 miles), and the provision for higher 
power output, indicate that most German warplanes 
in a given squadron can talk only to one another, 
while the leader only can talk to his base. 

(4) German aircraft radio apparatus found in 
the Messerschmitt cannot pass U.S. Government test 
for even commercial radio equipment and weighs 

more than comparable American apparatus. 
(Lear Avia Photo.) 


At the rate of twenty a week, upwards of 
300 radio transmitters, designed for 
ground-to-plane communication, are rolling 
off the assembly lines at Western Electric’s 
Kearny, N. J., works for delivery to Pan- 
American Airways, Inc. These transmitters 
will form a vital part in Pan-American’s 
far-flung communications system which 
links the flying Clippers to terminals in the 
U’. S.. Alaska, and other distant lands. 








24-HOUR LISTENING POST 
America's most sensitive ear to Europe's violent war of words was formally opened recently in the 
presence of 150 newspaper and radio men. Twenty-four foreign language experts and engineers 
“cruise the world's radio waves throughout the day's twenty-four hours for news at the Bellmore, 
Long Island, location, forty miles from New York City. The post, at which Rome, Moscow, Berlin and 
London are heard as clearly as a "local" station, occupies the most favorable site on the Atlantic 
seaboard, according to Jules Van Item, NBC chief of the listening post. Foreign news broadcasts, 
addresses by military and political leaders and official communiques are recorded by electrically 
operated devices for translation. The news is relayed to NBC's Radio City headquarters by teletype- 


writer circuit. 
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(NBC Photo.) 
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on motorcycle 2-way set. 
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How Mobile flimy Sot 
GAVE ENEMY “HOT” INFO 


This article written by an army officer, 
ception of important military information by an 


on mobile set in Scout Car. 


“enemy” 


Photos courtesy U. S. Army Signal Corps. 


relates the story of an actual inter- 


radio station 


within the lines! Jt actually happened during U.S. Army maneuvers and 
demonstrated the importance of radio in modern warfare. 


T four o'clock in the morning I was 
leading the forward elements of the 
Regimental Command Post into posi 
tion. The Enemy were known to in- 

fest the far bank of the river just 1000 
yards to our front. Our immediate mission 
was, of course, to get into the new position 
without being detected. As there was no 
moon, and all vehicles were moving with- 
out lights, the entire movement was shroud- 
ed by darkness—that depth of darkness 
that can be provided only by a bleak, cold, 
rainy winter night. 

Following close behind me as I ran 
stumbling through the mud, was a column 
of vehicles consisting of two medium tanks 
and four armored scout cars, all destined 
to play their part in a determined attack 
on the Qth Hostile Infantry. Not having 
had the benefit of good old Dough Boy 
training for some years now, the passing 
of this entire night afoot on reconnaissance 
and other missions had brought me to that 
point of fatigue where it seemed that each 
step must be my last. But in a narrow defile 
with the tanks bearing down upon me in the 
darkness, I found a supreme inspiration 
which kept me moving in a lively and will- 
ing manner. 

All of the above mentioned vehicles go- 
ing into position were equipped with the 
latest model of two-way radio sets in use 
with our army, and each radio set except 
one—a spare set—was assigned to a specific 
“net” in which it operated. All sets were 
silent on this secret move, as any transmis- 
sion of rz adio traffic intercepted by the enemy 
would give him some indication as to our 
movements. With transmitters silent, each 
two way set had its receiver tuned to the 
assigned frequency with the operator lis 
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tening in. The operator of the extra set 
was searching the frequency bands in which 
it was believed that the Enemy was work- 
ing, in hopes of picking up something worth 
while. 

As soon as the vehicles were all in place 
and dispersed to the extent that a well- 
placed Artillery shell could not put more 
than one vehicle out of action, the operator 
of the extra set t suddenly made a surprising 
report to me. “Captain,” he said, “the 
enemy is getting reports by radio as to every 
one of our actions. I just heard one station 
reporting to another the exact number of 
vehicles, the number of light tanks and the 
number of medium tanks going into one 
position, and in the last few minutes I have 
heard several reports as to our activities.” 

I listened to the radio. The amount of 
information passing over this net, an enemy 
net, relative to our dispositions was unbe- 
lievable! And all that I could verify was 
absolutely accurate. In fact I soon realized 
that if I listened to this net as the reports 
came in from Enemy Intelligence units, I 
could learn a lot myself as to the exact 
locations of certain of our own forces. Sud- 
denly I heard, “JP8 from C44, JP8 from 
C44, JP8 from C44,—Vehicles, including 
two Medium Tanks and some scout cars, 
probably a Medium Armored Command 
Post, moved into the Turkey Ford Trail 
junction 1000 yards south of Turkey Ford 
at 4:00 am.” 

This was the last straw—an accurate 
enemy report on our own headquarters. But 
I had now learned a couple of Enemy call 
signs, JP8 and C44. I listened about five 
minutes longer, and picked up certain other 
call signs, including DK6, P89, TK6, and 
FK6. 
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I was especially curious as to the location 
of C44, the station that had sent that last 
accurate message. So. in desperation, | took 
a chance. Checking with my operator t 
see that he had his receiver tuned accuratel) 
on the frequency of C44, I had him zero 
beat the transmitter to the receiver, and | 
took the microphone. “C44 from JP8, C44 
from JP8, C44 from JP8—What is your 
location now? Regiment wants to know 
your immediate location. Important to get 
the answer at once. Answer in the clear 
Do not take time to encode, as Enemy will 
not have time to act on your answer. An- 
swer!” Then I listened. 

But the operator was not so dumb. He 
came right back, “JP8 from C44,—Who is 
the operator asking for this informati: 

I am not familiar with your voice. W ho 
are you, and what organization do you want 
to know the location of ? Answer!” 

I was bluffing, but the stakes were heavy! 
The operator probably thought that if this 
were an enemy station interfering, he would 
hush up when challenged. I, however 
realized that with frequent crew replace- 
ments, the operator probably did not know 
all of the operators with each station 
Also, from the information just reported 
I assumed that C44 was an_ intelligence 
unit. I gave a quick reply: “C44 from JP8 
What is your immediate location? 
your location at once. Do not take time t 
encode, as enemy will not have time t 
on your answer. Regiment wants to kn 
the location of Intelligence | ple atoon. TI 
is Smith speaking. Answer!’ 

Somewhat to my surprise, the answer 
came right back in the clear. The exact 
location was given. It was no wonder that 
information had been flowing so fast fron 
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our side to the enemy. The reporting 
enemy” station was in a concealed position 
ur own territory, getting reports on all 

f our actions and reporting them to their 
Headquarters. Here was certainly an ex- 

ple of nerve of the first order. I made 
a report to our Intelligence Officer as to 
what I had just learned. The result was 
that a strong patrol was sent out to locate 
the enemy radio station, and in an attempt 
to escape in the darkness, the enemy scout 
car in which the radio was located eventu- 
ally ran into the river. 

—eN Tr by a slight degree of suc- 
cess, | took advantage of another opportu- 
nity that presented itself when I heard, 
“FK6 from JP8, FK6 from JP8, FK6 from 
JP8,—Commanding Officer desires further 
a rmation as to composition of Enemy 
1 Forces located south of Turkey Ford. 
Fein: 

| wrote out a message which I had my 
radio operator transmit a few minutes later. 
It was, “JP8 from FK6, JP8 from FK6, 
JP8 from FK6,—Enemy tank forces pre- 
viously reported south of Turkey Ford are 
now withdrawing down Turkey Trail to the 
south. Answer.” JP8 receipted for the 
message. 

Occasionally various stations of the 
encniy net attempted to transmit messages 
to the net control station or other stations 
of the net. Each time, however, as soon as 
the transmitting station was ready to start 
the text of the message, my operator, tuned 
in on the enemy frequency, would turn on 
his transmitter and put out such a continu- 
ous blast of tone signal that no station on 
that frequency had a chance to receive the 
message. Then he would sometimes listen 
to the station to whom the message was 
addressed as the operator of that station 
asked for a repeat of the message, and 
finally complained that too much interfer- 
ence prevented his receiving it. At other 
times my operator would deceive the enemy 
operator sending the message, after inter- 
fering with it to the extent that it could not 
he received, by receipting to the transmit- 
ting station for the message, using the call 
signs of the station to whom the message 
was addressed. This action may appear to 
be the same as hitting below the belt, but 
remember that all is fair in war, and at- 
tempting to deceive the enemy is one of the 
oldest tricks of the trade. 
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Suddenly 
J P8, indicating that he had an urgent mes- 


I heard station FK6 calling 


sage. I listened as the message was started, 
and I saw that it was a report as to the 
location of certain of our forces. My oper- 
ator killed it at the critical point. Immedi- 
ately on completion of the message, my 
operator sent FK6 a receipt for the message, 
using the call sign of JP8. Apparently the 
real JP8 did not know what to do, as there 
was silence for a few minutes. Soon, how- 
ever, he called FK6 asking for a repeat 
of the last message, and FK6 started to 
repeat. As the operator again came to the 
critical part of the message, my operator, 
as ‘before, blotted out the transmission 
with a continuous blast of tone signal, and 
immediately on completion of the message, 
sent a receipt to the transmitting station 
as before. The same thing happened again, 
and on the fourth time, my operator, tired 
of receipting for the same message so many 
times, decided to stop that message once 
and for all. “FK6 from JP8, I have re- 
ceipted for this message three times al- 
ready. Why do you keep sending that mes- 
sage so many times? Some station in this 
net does not know its call signs. This net 
had better get straightened out. Answer.” 

“JP8 from FK6,—ugh—but you called— 
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or some one using your call signs called 

—and asked for a repeat of the —% 
That is why | have kept repeating it. Did 
you not ask for a repeat? toener” 

“FK6 from JP8,—I also heard a call for 
a repeat of that message. However, it may 
have been an enemy station asking for a 
repeat. I believe that was an enemy Inter- 
cept station getting you to repeat the mes 
sage as many times as possible to give then 

better chance to intercept it. Do not re 
peat this message any more. The more you 
repeat it, the more chance the enemy has of 
receiving it. Answer.” My operator was 
doit ig some quick thinking. 

“JP8 from FK6,—O. K. I will not repeat 
that message any more. That is all. End of 
Communication.” 

So actually my intercept station was do- 
ing such good work that the subordinate 
stations in the enemy net were accepting it 
as their net control station, and were being 
led to believe that their real M. C. S. was 
the cnemy station. I later learned that on 
the basis of my message about Enemy Tank 
forces withdrawing to the south down Tur- 
key Trail, the Enemy had pulled out his 
reserves and several of the Anti-Tank guns 
in the vicinity of Turkey Ford and had 
moved them elsewhere. So when the attack 
actually jumped off, the resistance at the 
point where the main forces crossed thx 
river was comparatively light. The cross 
ing was well coordinated and accomplished 
with very few losses, and the attack was 
carried on into enemy territory. 

All of your agencies of defense are now 
exercising every means available to then 
to learn the ways and means whereby an 
ironclad defense may be set up against the 
successful operation of those who would de 
ceive us. And it is the duty of every citizen 
of these United States to cooperate in ever 
possible way toward achieving the same 
goal. I particularly appeal to all students 
and designers of radio, and to those who 
think that they might have something new 
or secret in theory or practice pertaining 
to radio communication to contact the Sig- 
nal Corps, U. S. Army for a check-up as 
to the practicability of their ideas. 

A year ago the nerve centers of a great 
European nation were poisoned by the 
interjection of venomous elements against 
which that nation had no antidote. And for 
the French they spelled DEFAITE! 





well armed, on its 





way. 
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Photo at left shows American Youths receiving radio set assembly training in New York City laboratory. Right-hand photo shows NYA student checking a 


receiver. 


HOW NYA TRAINS RADIO MEN 


The New York City branch of the NYA has set up a very elaborate shop 
and laboratory, where hundreds of young men are being trained for radio 
jobs, including preparation for “Amateur” as well as “Commercial” radio 


jobs in the radio technical field is an 

important task in these days of national 

emergency, and the National Youth 
Administration Radio Communications 
Work Experience Center is certainly doing 
more than its bit to fill the gap. 

Occupying three floors of a modern, fire- 
proofed, factory building at 422 Eleventh 
Avenue in New York City, this on-the-job 
experience project is part of the NYA 
Youth Work Defense Program which has 
been designated by the Office of Production 
Management in Washington as an official 
training agency for the national defense 
program. 

Already considered the most unique unit 
of its kind in the country, the plant offers 
its youth workers 160 hours of combined 
work experience and related theoretical 
training each month, for which they receive 
a stipend of $25 per month to keep them 
going during their period of preparation. 
The center plans also to provide one meal 
a day for each worker without charge. 

Under the direction of competent tech- 
nicians, engineers and supervisors, the 
young operators and servicemen build and 
recondition wired communications systems, 
including public address equipment and 
wireless radiotelephones. Facilities are 
available for work on frequency as well as 
amplitude modulation receivers and trans- 
mitters. Particular emphasis is placed on 
the construction and maintenance of porta- 
ble and mobile two-way sets. 

Employing 375 young people in its vari- 
ous shops, the center expects to turn out 
workers equipped to obtain jobs in private 
industry and the government service in from 
four to twelve months, depending upon the 
type of work they are doing. 

The plant operates on a three shift basis, 
with 125 workers on each shift. Each youth 
works 90 hours a month, and attends classes 
conducted by the Vocational Division of the 


268 


Pci in the young people for defense 


operating licenses. 


Board of Education for 70 hours a month. 
The young people are kept busy in the 
shops and classrooms for eight hours a day, 
five days a week, and four weeks a month, 
making a total of 160 hours. 

During each shift, 57 youth workers are 
employed in the radio technical shop, which 
has set itself a twelve months training 
period ; 28 men in the radio production shop, 
where it is expected to turn out competent 
workers in four months; and 40 men in the 


electrical shop, on a 4 months training course. 


The shop is equipped with light lathes, 
drill presses, punch machines, grinders, 
paint and spray booth, and electric oven. 
Duplicating the layout of a mass produc- 
tion industrial plant, the center is replete 
with machine shop, assembly line, drafting 
department, testing division, research lab- 
oratory, and transoceanic code rooms. 

What is more, the boys can go from one 
shop to another if they prove to be up to 
par. This enables them to acquire a well- 
rounded grounding in physics, code, me- 
chanical drafting, and radio servicing. The 
youths take courses in these subjects in the 
school located in the building. Occupying 
a full floor of 7,400 square feet, this is the 
only resident school operated by the Board 
of Education in an NYA work center in 
New York. 

All units in the project are organized to 
give the youths a full program covering all 
phases of radio physics and electronics, ex- 
plained Morris Segal, Director of the 
Center. 

“The wide scope of our program will 
take NYA youths well above the level of the 
average radio mechanic to a point where 
they will be ready to follow a career in the 
radio field, whether it is in marine operat- 
ing, broadcast work, manufacturing, or in 
the armed services,” Mr. Segal said. “Every 
phase of our work is designed to equip and 
encourage youth to be of value to the 
radio industry. 
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“The new defense set-up, utilizing 90 
hours per month of work experience and 
70 hours of required related training, in- 
stead of the previous 60 hours of work and 
optional training, places the Radio Com- 
munications Center on a very firm basis.” 

The young people at the Center receive 
their work experience on sponsored mate 
rials, on transmitters and receivers belong- 
ing to city, state and federal government 
agencies. Thus they tackle real work prob 
lems on jobs that actually need to be done. 

Youths at the center are also given the 
opportunity of preparing for commercial 
radiotelephone, radio telegraph and ‘ham’ 
licenses. When the youth workers receives 
his amateur rating he automatically be- 
comes a member of the radio club which 
operates the NYA built transmitter of Sta- 
tion WNYA located at the center. 

The station, whose official call letters are 
W2NKY, operates on 500 watt power out: 
put. This station is a link in the chain o 
more than 46 NYA operated transmitters 
located throughout the country. Affording 
nation-wide coverage, this network is ready 
to be put into service as a communication 
line in the event of a national emergency 

Before they can be assigned to the Radio 
Communications Center, the youths are re- 
quired to take 18 tests at the NYA's Apti 
tude Testing Unit. These tests, measuring 
general levels of ability, code aptitude, 
radio trade information, and work sample 
practice, make it possible to select in ad- 
vance those workers who are most likely to 
be suited to work in the radio field. After 
adaptability to production or technical work 
is determined, the boys are given the type 
of job they can do best. 

Altogether, the Center boasts of a 22 per 
cent turnover into private industry every 
month, with much greater prospects as the 
defense program develops and the 160 hours 
schedule begins to raise the level of training. 


NOV.-DEC., 1941 


for 














More Than Ever-— 


YOU NEED THIS 1942 
ALLIED RADIO CATALOG! 


Everything in Radio at Lowest Prices 








FOR SERVICEMEN - DEALERS - SOUND MEN - AMATEURS - BUILDERS 


Today, more than ever, ALLIED is the one name that means Everything in 
Radio. Today, more than ever, you can always depend on ALLIED for vast, 
212 PAGES! complete stocks of the leading makes of diversified equipment in every field 
* of radio and electronics. You can always depend on ALLIED for quality mer- 
a BIGGEST chandise that’s “tops,” for rush-service direct to you on all orders, for those 
ES extra values you'll not find equalled anywhere in radio today. There’s never 
EVER! been so complete, so value-packed a catalog as the new 1942 ALLIED book— 
= the FREE 212-page Catalog you'll need to keep up with radio. Servicemen, 
Dealers, Amateurs, Sound Men, Experimenters—send for your copy of Radio’s 

Greatest Catalog with the lowest prices in the entire field. 















































































”) - 60 NEW SET MODELS KNIGHT SETS PA PACE BIG SERVICE SECTION BOOK HAMS LIKE BEST 
d You'll _want to see the 1942 There’sabignewsection devoted The most complete catalog in all fae Ser esmnen because hae 
1- KNIGHT “Radio Hit” models— 100% to PA. New Systems—7 to radio’s history—nothing like it 1% ene Catalog is packed 
id more than 50ofthem—featuring 60 watts ; new biased-power am- ever before. Page after page of Moti the most — Amateun 
the newest styling, latest devel- plifiers; new-type “Bantam” the very latest quality Test th ings in our long history. Al} 
n- opments, low prices that can’t PortableSystems. Everythingin Equipment—all the leading ‘he new ; nama ti ions 
be challenged. There's a radio microphone, speaker and phono makes—all the newest gadgets, €TS+ new x-mitter kits; tubes; 
: key cess : replace 
ve for every room—New FM-AM accessories; valuable data and _ tools, books, tomakeservice work ee oe mek re a acement 
. models; luxurious Phono-Radio charts on how to select the right easier, faster, and far more Parts; —_— as a electronics 
€ Period Models ; new continental- soundsystem. Getfactsaboutour profitable. And more than 50 oe tee a —everyt ing - radio 
g- style plastics; Table Models; 15-Day Trial Offer and Easiest pages devoted exclusively to re- 40F the ow ome d 4 combined in 
nt portables, recorder-radios;farm Time Payment Plan in PA! placement parts for repairing nr exclusive and clearly tab- 
b sets; auto radios—radios for Write for FREE competent ad- any make and model radio. It’s © 4 may use 
; every purse and purpose! vice regarding PA problems. the Serviceman’s Buying Guide! ©UF liberal time payment plan. 
1e. 
he 
ial ; 
m’ j es ' 
- “2 A Lit} 
ves . 4. ‘ y a — i “oe 
be- . . =. 
ich Pe et) «= FLUORESCENT LIGHTING 
ta- “ee For those extra profits, and extra 
‘ a — tp savings, see our completely new 
SS > Fluorescent Lighting rotogravure 
are os _— a wide ae 
¢ s iow priced easy-to-install new fix- 
wt : BUILDERS’ GUIDE MORE THAN 15,000 PARTS low priced easy-to-install new fix- 
of & | Nothing like it for the Builder Today, more than ever, you can count cial, industrial and home lighting 
ters { and Experimenter has been pub- on ALLIED’S vast stocks for every- applications—at new low prices 
te lished before. After page of new thing you need in radio. Our experi- that will amaze you. It will pay 
ling a ey rits; the popu- enced staff of merchandising specialists you large dividends to investigate 
ady ey St Fy x nore, spent months =, wanes } ed this profitable new field! Clip the 
tion \ chanics” Kits; dozens of new Market to maintain and build up the coupon below for the most reliable 
; \ diagrams, circuits; everything most complete stock in radio’s history. fluorescent guide to complete 
y. for the Radio Builder and Ex- All the famous makes are offered; 8 . 
silo periment! (Wo'l sonlt FREE complete listings ‘in every feld are : 
y 7 scribed in magazine construction available—and all. at lowest prices. ot 
re articles. You'll want this great Don’t miss the big special Bargain  ‘reeenaeaianmcaicss SsSouuEvrw- 
\pti | 1942 Catalog—send for it now! Section that sets new value records ; 
ring for 1942! * ALLIED RADIO CORP. : 
tude, | y 833 W. Jackson Bivd., Dept. 2-M-1 4 
mple g CHICAGO, ILL. : 
ad- ' ” 
ly to g Rush me a copy of your FREE 212 page Complete Radio §@ 
\ fter , Catalog for 1942. ‘ 
work 4 
. . + 
v 
vas! : Name 5 
o POPP PERE ERP SEPP Cee Pee eee ee ee eee eee eee eee | ' 
2 per t 1 
every ; AAATEES cccccccccccccce PWYTTTITITITIT TTT TTT Tir TTT ee . 
is the 833 W. JACKSON BLVD. CHICAGO 5 ' 
hours MMS City weeeeseeceseeeeeeeeseeeeeceees OS piinscevinieneics . 
ining. SQeeeance eee ee BB Bee Bee ee eee ee 





RADIO-CRAFT for NOV.-DEC, 1941 269 





eSERVICING® 








2£.5V, 
PILOT LIGHT 


‘ 
wF/G.L~ Al LUST VOLTAGE TO CORRESPOND JO 
BEING TESTED WITH FILAMENT 
OUUSTER SWITCH ON TUBE CHECKER 





70 
A FILAMENT 
PRONGCS 
ON TUBE 
CHECKER 


v4 ge GS FROM 
OLD TUBE 





~fF/G,2~ 





p> _______@ 90 


JE 
VARIABLE St-—e 5 


‘QUICK TEST" CONDENSER BOX. 








VOLTAGE — —« 


LINE 
TRANSFORMER Gp ® 125 


oa 
MFI GC.Z~ 0/50 








e 








wF/G.4~ FLASH VOLTAGE PACK 











Several methods which will help to speed up servicing are shown above and explained in the text. 


SPEEDY SERVICING 


SPEED! SPEED! SPEED! 


HAROLD DAVIS 


HE ability to go places faster and do 
things quicker. 


The keynote of a war-crazed world. 

An absolute necessity in the successful 

management of a modern competitive 
business. 

And—radio servicing is a modern com- 
petitive business! 

The need for specd in radio servicing has 
long been recognized by those who have 
seen a volume of radio business move 
through the larger shops. Since the début 
of the small midgets, a majority of all 
servicing has been of this type. For years 
the question has been, “How are we going 
to make money servicing midgets?” The 
answer is and always has been—turn out 
more of them! 


HOW? 

This statement brings on the natural ques- 
tion—HOW ? And, the answer to this one- 
word inquiry requires careful attention and 
consideration. 

Looking at the rosy side of the picture, 
there are several things in favor of the 
midget, First, it is usually brought in by 
the customer, thereby eliminating the neces- 
sity of making a call. Few servicemen real- 
ize what it costs them to make calls. 
the actual time lost, there is the question 
of automohile expense. It costs money to 
sit and wait on a red light, and it is your 
time that is wasted when you stand in the 
doorway and listen to a customer jabher 
about something that doesn’t mean a thing 
to you. It is almost impossible to charge 
enough for service calls to break even on 
them. 

Second, since the customer brings the set 
in, he usually returns for it, and it is a 
well-known fact that customers pay better 
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Jesides 


SPEED is probably the most important word in Radio 


Servicing. Mr. 


Davis points out several ways in which 


you can speed up your servicing. He explains how to speed 


up the locating of “‘Intermittents,” 


along with many other 


valuable hints. 


when they come to the shop for their sets. 
The more cash business a serviceman can 
get, the less time he has to spend in book- 
keeping and collecting. And, it might, be 
mentioned that getting the customer into 
the store or shop affords the alert service- 
man an opportunity to show or sell him 
additional merchandise. 

Getting right down to technicalities, the 
little sets are far easier to service than the 
hig sets—that is, if you know your stuff! 

All servicemen will agree, I think, that 
in the majority of cases defective tubes are 
the cause of midget set failure. In a ma- 
jority of these cases, it is the power tube. 
In approximately half of the power tube 
cases there is filter condenser trouble. 

Accordingly a simple routine for servicing 
midgets is to first check the tubes. Since 
tube failure is pr actically always caused by 
open filaments, if some simple means is used 
to check filaments without the necessity of 
placing each tube in a checker and waiting 
for it to heat, considerable time can be 
saved. There are several ways to do this, 
the simplest being to utilize the ohmmeter. 
If a low scale is used open filaments can 
usually be detected without removing the 
tube from the socket. However, occasionally 
the circuit will afford a round-about read- 
ing that is misleading. A simple gadget for 
checking filaments quickly can be rigged up 
with the aid of an old tube-checker. A pair 
of test leads are rigged with tube prongs 
on one end so that they can be inserted in 
the filament positions of one of the sockets 
on the tube checker (Fi ig. 1). A pilot lamp 
of the 2.5 volt variety is wired in series. 
The proper voltage is fed from the tube- 
checker through the pilot lamp and to the 
tube as the test prods are touched across 
the filaments. If the filament of the tube 
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being tested is out, the pilot lamp will not 
burn or will burn very dimly. 


“FILTER CONDENSER" TROUBLES 

On midget sets, filter condensers are 
found open more often than shorted! If the 
power tube is okay but voltage is low or 
insufficient to read, one or both of the 
filters are usually open or have lost their 
capacity. All servicemen are accustomed to 
placing another filter across the various 
sections to locate the defective one. This 
is usually a tedious job, between trying to 
make connection and keep from getting 
shocked. However, if a few minutes are 
given to installing a series of condensers 
with a switching arrangement in a box 
which has provisions for plugging in a pair 
of test leads, not only will this job be 
speeded up, from the standpoint of locating 
the proper condenser, but also in determ in- 
ing the proper value to use in the replace- 
ment (Fig. 2). ; 

A few precautions are in order here. If 
one section of the pack only is replaced, the 
other should be checked thoroughly for 
hoth leakage and capacity. The section re- 
placed should always be removed from the 
circuit as defective low-capacity condensers 
are low power factor, and cause an unneces- 
sary drain on the circuit, even if they do 
not become heated and short. 

Some servicemen are of the opinion that 
the only requirement for the replacement 
of a filter is to get enough capacity. This 
is not always correct, especially in the case 
of close cathode rectifiers such as the 25Z6 
and 6X5. If too high capacity condensers 
are used immediately following these types, 
the condensers can pull enough current om 
quick charges such as occurs when the set 
is turned off and on rapidly or during line 
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interruptions, to completely melt the cathode. 
This is what happens when a filter shorts 
and often happens when the serviceman 
shorts around in the set with a screw-driver 
to see if he has any voltage. 

However, it is safe to use 16-20 mf. and 
if this amount eliminates the hum, no in- 
crease should be made unless the proper 
value is known. 

Other common defects with the little 
“midget” sets are the general run of trouble, 
shorted bi-passes, open fields and output 
transformers and I-F’s. However, these 
troubles are scattered and easily isolated, 


ALIGNMENT 

Very frequently the serviceman will neg- 
lect aligning the “little fellows,” because 
he does not feel justified in wasting the 
required time to do the job right. Excellent 
alignment can be obtained in only a few 
minutes with the following procedure, Con- 
nect the oscillator to the antenna and ground 
connection through a 100,000 ohm resistor 
or .0001 or .00025 mf. condenser. Feed in 
an I-F signal and stop the oscillator by 
placing a finger on the oscillator section of 
the tuning condenser. This stopping of the 
oscillator is not always necessary but is 
advisable. Adjust I-F’s to maximum signal 
with set volume control “wide open” but 
oscillator turned down to where the signal 
is barely audible. If a low signal is used, 
the set can be peaked by ear, without hook- 
ing up an output meter. 

When the I-F’s have been aligned, the 
R.F. and Oscillator trimmers can be adjusted 
by switching the signal generator to 1400 
kc. or by removing it entirely and tuning 
in a weak signal in the vicinity of 1400 kc. 
The latter method is preferred. 

Loop Sets: On sets using loops as both 
antenna and antenna transformer, coupling 
is best accomplished by feeding the signal 
generator into a loop of similar size and 
number of turns, and holding this loop near 
the one in the set. Such a loop is easily 
made by winding a few turns of wire on 
four nails correctly spaced on a piece of 
ply-wood, and will serve for testing prac- 
tically all loop sets. 


SPEEDING UP THE INTERMITTENTS 

Nothing slows up service work more than 
intermittents, And there is no known system 
that will solve intermittents consistently. 
The busy service man can save himself 
much trouble and time by proceeding cau- 
tiously when he is called to service an inter- 
mittent receiver. If the set is cutting out 
only occasionally and if there is nothing 
that can be done to make it cut out, it can 
best be left alone. The customer should be 
told to use the set until it quits for good! 
Many unprofitable hours can be saved, even 
though it may seem at the time that business 
is being lost. 

_If, however, the intermittent is fairly con- 
sistent and of a definite nature, it is up to 
the serviceman to find this trouble in the 
least possible time. The most successful way 
to do this that this writer has found is to 
break the defective part down. This is done 
by applying high voltage to the parts sus- 
pected of causing the trouble. 

The best way to do this is to have a 
power-supply capable of delivering a flash 
voltage of 800-1000 volts. This can be probed 
across condensers, resistors and coils, and 
while not high enough to short a good con 
denser or open a good resistor or winding, 
will often break down defective parts. In 
the case of AC-DC sets, the voltage has 
to be reduced accordingly. 

High voltage not only breaks down de- 
ective parts, but will also show up loose 
connections and intermittent grounds. Re- 
cently the writer had a Philco 610 that had 
4 scratching noise like a defective output 
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or driver transformer, All ordinary checks 
revealed nothing. The trouble was isolated 
to the plate circuit of the first audio, but 
a substitute of parts did not clear it up. 
However, high voltage touched on the plate 
with the set off, stopped the noise imme- 
diately and although several months have 
passed it has not returned. No cause for it 
was ever found. 

Another case was an RCA that tuned in 
a station on 850 kc. at 600 on the dial and 
would pick up nothing on the high frequency 
end. Hours were spent checking. It was 
found that the oscillator was far off fre- 
quency, but no cause could be established. 
Finally, the high voltage was applied and an 
arcing was observed under the tuning con- 
denser. It was found that the bond from 
the tuning condenser to chassis was a cold 
joint. The high voltage arced across, show- 
ing it up. 

Sets can be operated on the high voltage 
by removing the power tube and feeding the 
external high voltage onto the filament or 
cathode. When the set becomes good and 
hot, the intermittent will usually show up. 

Some intermittents are allergic to low 
voltages instead of high. A variable line 
transformer, Fig. 3, which can be bought 
for a nominal sum, will serve to vary the 
line voltage both above and below the nor- 
mal value. Low voltage will cause a weak 
oscillator to cut out or it will cause dis- 
tortion and drifting. 

When the set is checked on high voltage 
it not only raises the D.C. supply, but also 
increases the filament voltage, causing the 
tubes to get hotter and thereby breaking 
down internal shorts, weak filaments and 
other troubles. 

A pack for supplying the high flash volt- 
age is shown in Fig. 4. This is built with 
parts that can usually be found lying 
around. The gadget will save many hours, 
and if used to final check all sets that go 
through the shop, the number of kick-backs 
will be reduced to a minimum. The parts 
lost in the application of the high voltage 
that might otherwise get by are negligible. 


CONSERVING SKILLED LABOR 


Not only must the modern serviceman 
apply every known trick to turn out his 
work faster, but as more and more men are 
called into the Government service, a con- 
servation of skilled labor is going to be 
found necessary. This can be done by 
diverting into the hands of others that part 
of the service work that does not require 
technical knowledge. This represents remov- 
ing sets from cabinets, cleaning, checking 
tubes, installing parts, etc. 

A simple and effective routine is to have 
the non-skilled man remove the chassis, 
clean it and check the tubes. He then passes 
it to the serviceman, who diagnoses the 
trouble. While the set is being diagnosed, 
the helper cleans and polishes the cabinet 
and removes the second chassis. The service- 
man passes the diagnosed set back for the 
installation of the defective part. While 
the helper installs the part, the serviceman 
diagnoses set number 2. He then passes set 
number 2 to the helper for installation of 
part, and takes set number 1 for final check. 
No time is lost and maximum efficiency is 
obtained from both serviceman and helper. 


Careful diagnosis of the job from the 
standpoint of how long it will take and how 
much can be realized for it, will save the 
busy serviceman much time and trouble. 
Jobs that are not routine should be avoided 
whenever possible. Or at least they should 
be on a time plus material basis. The service- 
man must get at least $3.00 per hour for 
his time and facilities. He should get $5.00, 
which is the price charged for work at 
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In these and similar batteries and elec- 
tric ovens every Triplett Instrument is 
subjected to scientific heat treating dur- 
ing several stages of assembly process. 
Pre-curing of molded parts and heat 
treatment of all assembled materials is 
a precaution to eliminate strains and 
stresses which otherwise would develop 
after the instrument is in the hands of 
the user. This is one of the many 
Triplett methods of insuring your con- 
tinued satisfaction with Triplett Pre- 
cision Instruments and Testers. Accu- 
rate alignment for dependable perform- 
ance is thus assured under all normal 
conditions and usage.” 


THE TRIPLETT ELECTRICAL INSTRUMENT CO. 
Bluffton, Ohio 
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TESLA-OUDIN COILS 


20c Ea. in order for 10 
(Data and Drawings only.) 
36” Sp’k Tesla-Oudin Coil 40¢ 
(1 K.W, Exc. Trf. Data incl.) 
8” Sp’k Tesla-Oudin Coil 40c¢ 
(% K.W. Exc. Trf. Data incl.) 

8” Sp’k Oudin; 110 Vt. 

“Kick Coil” type...... 40c 
3” Tesla Works on Ford 

SD sevcesdensiense onus 40c 
1” Sp’k Vibrator Hi-F req. Coil 40¢ 































































































PPPPPITTT TTT TTT Tri rit 5e 
Induction PIPE & 
ORE LOCATOR 

Induction Type, Data . 40¢ 

Radio Type ..c.c.ssscscees 40¢ 























More DATAPRINTS 40c each! 








6 Meter Superhet. 

% Meter Tr. & Rec. 
20 A.C. Probs. & Ans. 
20 Telephone Hook-ups 
100 Mech. Movements 
20 Motor Hook-ups 
Television Hook-up 
20 Elec. Party Tricks 
Solenoids and Magnets 

—get list. 

Fry Eggs on Ice! 
Experimental Photo- 


phone 
Radio Contro) for 
Models 
Diathermy Apparatus 
Inductor Organ 


Electric Refrigerator 
Wheatstone Bridge 
Weld. Transf. 2 K.W. 
Rewinding Armatures 
String Galvanometer 
20 Simple Bell Circuits 
Steel Wire Recorder! 
Water Wheels 

Water Turbines 
Photo Cell and Relay 
Ring 4 bells: 2 Wires 
20 Tesla Tricks 
Polarized Relay 
Induction Balance 
Electric Pipe Thawer 





Single, 40c each. 


Special Prices: 4 prints $1.00; 10 for $2.00; 
Get New Catalog 100 A. 








machine shops, sheet metal shops, etc. 
1946 





The DATAPRINT Co. 
Lock Box 322D, Ramsey, N. J. 
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OPERATING AND SERVICE 
INSTRUCTIONS 
Model 200 Series 

FM, AM RECEIVER 


SPECIFICATIONS 

Voltage Rating — 110- 125 volts, 
cycles AC 

Combination Frequency Modulated and 
Broadcast and shortwave amplitude 
modulated receiver — provision for 
microphone and phono pickup or tele- 
vision converter provided. 


TUNING RANGE 
FM: 41.8 to 50.3 me 
AM: Broadcast—535 to 1720 ke or 561 
to 174 m. 
Shortwave—5.6 to 19.8 mec or 53.6 
to 15.2 m. 


NUMBER OF TUBES 
FM—R.F. No.1 
FM—R.F. No. 2 
FM—detector 


50-60 


AND TYPES 
-~6AC7/1852 
-6AC7/1852 
-6SA7 





PILOT MODEL 200 SERIES FM-AM RECEIVER 


FM—oscillator 
AM—R.F. 
AM—converter 
FM—AM Ist LF. 4.3 me— 
455 ke 
FM—AM 2nd I.F. 4.8 me— 
455 ke 
FM—4.3 limiter 
F M—detector 
FM—tuning rectifier -6H6 
AM—detector & FM QAVC -6SQ7 
FM—AM Voltage Amplifier -6SJ7 
FM—AM Cathode loaded 
driver -6I55 
FM-AM Push Pull AB2 amp. -6L6 
FM-AM Push Pull AB2 amp. -6L6 
Rectifier -5U4G 
Tuning Beacon -6U5/6G5 


-655 
-6SK7 
-6SA7 


—6AC7/1852 


-6AC7/1852 
-6SJ7 
-6H6 


FEATURES 

This Pilot dual superheterodyne using 
two tuned R.F. stages for FM and one 
tuned R.F. for AM, provides static-free 
full-fidelity reception by the Armstrong 
wide-band Frequency Modulated system 





LF = AM 4FSEAT. 
FIAE3 MC. 


as well as superior reception of the AM 

broadcast and shortwave bands. One dial 

and one set of controls are -used for all 
services. Five controls are provided from 
left to right; they are: 

1. The volume control with low-level bass 
and treble compensation. 

2. Tone Color control which provides ad- 
justable bass and treble compensation 
at higher audio levels. The knob for 
the tone color control operates a 
pointer which indicates on the dial 
seale the tone color positions, which 
are: 

a. Bass—this position provides 
high bass & lowered trebl 
tone 

b. Music—high bass & high treble 
tone 

c. Voice—lower bass & lower treb!: 
tone 

d. Treble—lowered 
treble tone 

38. The Harmonic Control & QAVC 
switch: This control provides a very 


bass & high 
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sharp cut-off of the higher audio fre- 
quencies and operates in an inverse 
feed-back circuit. 
It will usually be desirable to keep 
this control at less than maximum 
setting when listening to recorded and 
live programs on AM and phono. 
Rotating the harmonic control to the 
extreme left until a click is heard cuts 
out the QAVC on FM and this posi- 
tion is meant to be used on very weak 
FM signals. These must be tuned 
very carefully as the tuning beacon 
cannot function properly on very small 
signals. The higher harmonics are 
automatically removed in order to re- 
duce external noises introduced with 
extremely low signals. The tuning 
buttons should not be set on any sta- 
tion which can only be received with- 
out the QAVC 
. Band Selector: This control selects 

the type of service desired. The knob 
for the Band Selector operates a 
pointer which indicates on the dial 
scale the Band Selector positions 
which are: 

a. Short Wave—AM 

b. Broadcast AM external Antenna 

c. Broadcast AM internal loop 

antenna 

d, FM external antenna 

e. Phono-Television accessories 
In the phono-models the phono pickup 
is built in and connected in this posi- 
tion. 
A Television adapter connected to the 
pin-jacks provided at the rear of the 
chassis will permit the user to use the 
same audio system and dual loud- 
speakers for Television Sound, and 
this can be controlled with the Service 
Selector. 
Tuning Control: This control operates 
the FM-AM, broadcast and shortwave, 
and should be rotated very carefully 
to provide maximum reception. Care- 
less tuning will not permit the auto- 
matic volume control to function prop- 
erly and distortion and poor tone will 
result. 


OPERATION OF PUSHBUTTONS 
This set is provided with eight push- 
buttons which mechanically operate the 
dual 3-gang tuning condenser. These 
may be set on AM and FM in any com- 
bination, that is, 5 for AM, 3 for FM, etc. 
To set up these buttons pull off the 
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bakelite caps and .loosen the locking 
screw. Tune in the stations with the 
tuning knob and push the flat piece of 
the control all the way in. Then tighten 
the locking screw. A careful check with 
the tuning eye should immediately as- 
certain the exactness of the setting. 


On very weak signals it may be neces- 
sary to retune the station very slightly 
with the tuning knob. It is recommended, 
however, that the left buttons be set 
on AM locals and the right buttons be 
set on FM locals. 

Slight misadjustments due to continu- 
ous use will cause little effect on the 
tone as this FM-AM I.F. system is ex- 
pressly designed for push-button use. 


ANTENNA 


A good antenna system cannot be 
overemphasized and should the receiver 
be used in the locality of any vertically 
polarized FM transmitter, best reception 
from that station at a slight sacrifice of 
the reception of the usual horizontally 
polarized transmitters can be secured by 
tilting the dipole to about a 45° angle. 
The whole array should then be rotated 
for best average reception of all the lo- 
cal stations. 

Maximum pickup from a given trans- 
mitter is usually secured when the broad- 
side of the dipole antenna faces the 
transmitter and is in line of sight of 
said transmitter. 


SERVICE NOTES 


This receiver has been correctly 
aligned at the factory and no further 
adjustments to either the trimmers or 
iron cores are recommended. 

The minimum requirements for satis- 
factory adjustment of the trimmers, 
etc. are: 

1. 0 to 1 milliampere meter, preferably 


with an extra 5 milliampere shunt 
resistor. 


. Zero center. 0 to 200 microamperes 


galvanometer and two 100,000 ohm 
resistors. 


- Rectifier type output meter of ap- 


proximately 0 to 2 volts R.M.S. 


- 65 ohm FM dummy antenna. 


400 ohm shortwave dummy antenna. 
200 mfd. AM dummy antenna. 
-1 mfd. LF. dummy. 


Accurately calibrated signal generator 
capable of supplying 0.5 to 100,000 
microvolts at the following frequen- 
cies, which constitute the order for 
adjusting and balancing the receiver: 
a. 455 ke I. F.’s and wave trap 
b. 4.3me _ I.F.’s and discriminator 
ce. 600 ke oscillator 
d. 1500 ke antenna, R.F. and osc. 
and loop 
ose. rock-in 
ose. 
ose. 
ose. 
ant. 


e. 600 ke 
f. 1500 ke 
g. 6me 
h. 18 me 
i. 15 me 
j. 43 me osc. 2nd R.F. & 1st R.F. 
k. 48 me ose. 2nd R.F. & 1st R.F 
l. repeat 43 & 48 mec adjustment 

and slightly rock-in variable 

The antenna circuit has no adjust- 

ments for FM and is expressly de- 

signed for the Pilot FM-AM dipole 

antenna #110-7. 

The zero center galvanometer is used 

to set the discriminator secondary 

trimmer and the FM oscillator trim- 
mer and padder. 

The 0 to 1 milliampere meter for 4.3 

me LF. & FM R.F. trimmers and 

padders. 

The AC output meter across the voice 

coil and only for AM adjustments. 

The volume control should be on full 

for all final AM adjustments. 


R.F. 
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HOWARD'S 


“High C44. pERFORMANCE! 


$164.50 Complete with 


crystal and tubes, less speaker. 10” P M Howard- 
Jensen speaker with cabinet $12.50 


Howard receivers are reliable receivers made by America’s 
Oldest Radio Manufacturer. The Howard 490 has 14 tubes, 
2 stages of R F preselection, calibrated band spread, air- 
tuned I F transformers, variable I F selectivity, tempera- 
ture compensated oscillator, split stator ceramic insulated 
tuning condensers, variable fidelity audio, 8 watts push pull 
output, automatic noise limiter and tunes from 540 Ke to 


43 Mc. 


Send in your order. Ill make prompt shipment on these 
sets or anything else you may need. 


If you want to trade in your old receiver or any spare equip- 
ment and it is nationally known—I'll give you top trade-in 
allowance. Write me before you make any deal! 

No need to pay all of it now—I offer you the lowest 6% 
plan available on any nationally known receiver, xmtr, or 
parts shown in any catalog or advertisement at the lowest 


price shown. LET’S GET ACQUAINTED. 




















FREE 


A big U.S. map measuring 3% ft x 
4% ft, in two colors. Shows time 
zones, amateur zones, monitoring 
stations and principal cities. 15c to 
my 70 watt xmtr kit @ cover packing and postage brings 
$35.00. Write for de- one to you. 

tails now! & 


GET MY BIG ILLUSTRATED 
CATALOG. It shows everything | 
carry in stock—receivers, xmtrs, 
parts, supplies, accessories. Many of 
them new and exclusive. 


Investigate my own 
WRL xmtr kits from 
15 watts on up. It will 
pay you. Special low 
prices — for instance 




















MODEL 435A 


A 7 tube receiver for 

short wave fans who | 

desire reception from , 

all over the world. Has 5 

4 bands from 540 Ke to § 

43 Mc, tuned R F on 

all bands, AVC “off- 

on” switch, A F gain 

control. ‘ 
Complete with tubes and speaker . 


MODEL 437A 


Finest of all moderately 

priced communications 

receivers. Has 9 tubes, 

all features of 435 A 

and 436 A plus crystal 

phasing control, two 

iron core transformers, 

I F stage, and noise 

limiter. Gets stations 

quickly. —. - 
Complete with tubes and speaker, less crystal 


Model 486 A also carried in stock as well as Howard 


accessories. Write for circular. 
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This diagram shows graphically the action taking place in a superheterodyne receiver. 


1. IMAGE RESPONSE 


N the basis of present practice in 
O superheterodyne design, when a re- 
ceiver is tuned to a given signal, the 
local oscillator is at a frequency the 
amount of the I.F. above the signal fre- 
quency. The difference in the oscillator and 
station frequencies is the nominal I.F. and 
signals of this frequency are amplified and 
transmitted to the second detector of the 
receiver for demodulation. Should a second 
incoming signal be present, whose frequency 
is above the frequency of the local oscillator 
by the amount of the same I.F., it will like- 
wise tend to combine with the oscillator and 
produce a difference beat which will appear 
in the I.F. system, and finally at the second 
detector stage. The interference is heard as 
a “whistle” or as mixture of modulations 
of both signals. In this case, considering the 
oscillator at a particular frequency, there 
is a signal below it, by the amount of the 
LF., and there is a signal above it by the 
amount of the IL.F. The undesired second 
signal when attenuated or when not allowed 
to mix with the oscillator, causes no inter- 
ference. However, if it is possible for this 
signal to reach the first detector stage, it 
will also beat with the local oscillator signal 
when tuning to the desired station. This 
condition is referred to as “image response.” 
It is a function of the degree of selectivity 
ahead of the input to the I.F. system. 
Effects of interference from this cause 
may be reduced by suppressing the strengths 
of the undesired local stations which are 
producing the images. This can be done by 
reducing the receiving antenna efficiency, or 
by using wave traps tuned to the “image” 
station. It must be noted, that harmonics of 
local broadcast stations, harmonics of the 
local oscillator, and stations operating out- 
side the limits of the standard broadcast 


“Service Department, RCA Manufacturing Co., Inc. 
Tilustrations courtesy ‘‘Radio Physics Course’’—An Ele- 


mentary Text Book on Electricity and Radio, by Alfred 
A. Ghirardi, E.F 
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band, oftentimes are sources of “image” in- 
terference. Particular attention must be 
— to the 1700 kc. Police Band, the 2000 
Amateur Band, and the 2500 ke. Police 
i in cities where image interference 
exists. Variation of the I.F. is another 
means of correcting the condition. 


Il. HARMONIC OF LF. 


When a signal is being received whose 
frequency is twice that of the nominal I.F.; 
or within a range of plus/minus 10 kc. of 
twice the I.F., there will appear in the out- 
put of the mixer stage a second order effect, 


LF. frequencies used at the present time, is 
limited, this interference does not become 
of general concern, but applies only to t! 
particular locality where the station is sit- 
uated. Realignment of the I.F. stages of any 
receiver affected, is the usual cure for 
trouble of this sort. It should be carefully 
noted and checked as to whether the signal 
operating at the second harmonic oi the 
I.F. is being picked up on the under-chassis 
wiring of the receiver, in addition to the 
antenna. In this case the whistle produced 
will be aggravated. In extreme cases, it is 
possible to eliminate the whistle by pro- 
viding a wave trap, tuned to the secon 
harmonic of the signal, and placed in th 
circuit feeding the mixer stage. 


Ill. DIRECT I.F. RESPONSE 


When there is a signal present in the re- 
ceiving locality, whose frequency is the 
same as that used for the I.F. of the re- 
ceiver, or near thereto, direct pickup of the 
signal may take place and interference will 
be reproduced. This interference is not 
affected by tuning of the receiver, inas- 
much as it has a frequency corresponding 
closely to the fixed I.F. resonant circuits 
It enters the receiver through the antenna 
and first stage in most cases, but may be 
introduced by direct induction to the LF. 
system. 

The degree of interference is related to 
the amount of I.F. attenuation provided in 
the pre-selector circuits ahead of the LF. 
system. It is usually evidenced in the form 
of a “birdie,” or in the form of a tone, 
depending on whether the interfering signal 
is using CW or ICW during its transmis- 
sion. The stations which are apt to give 
interference in the 450-470 kc. intermediate 
frequency range, are used for code com- 
munication and are generally coastal shore 
to ship stations. 

Wave traps in the antenna circuit tuned 
to the exact frequency of the interfering 


Many forms of radio interference occur, each arising 
from particular causes or circumstances, and each pro- 
ducing typical effects upon reception. Disturbances 
such as man-made and natural static are rather com- 
plex in nature, and are not subject to simple analysis 
nor cure. Other interference phenomena, however, 
which are associated with signals having definite wave 
character, frequency disposition, and intensity, and 
which bear a relation to receiver characteristics, may 
be examined conclusively. The more commonly experi- 
enced troubles of the latter type are treated herewith. 


or the difference between twice the signal 
frequency and the oscillator frequency. 
Whenever the signal frequency is twice the 
I.F., the normal I.F. will be produced in 
addition to the spurious I.F. which is due 
to the beat between the second harmonic of 
the signal and the, heterodyne oscillator. 
Since the standard I.F. and the extra LF. 
vary at different rates as the receiver is 
tuned, a whistle will be heard. Selectivity 
cannot discriminate against this type of 
whistle as only a single signal is involved. 
Since the number of cities having stations 
which operate on the second harmonic of 
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signal, are effective in reducing this type 
of interference. In some cases it is necessary 
to shift the LF., either up or down, to get 
away from the interfering station. Use ol 
an RCA Magic Wave Antenna_provides 
an attenuation of approximately 6/1 in the 
LF. range. 


IV. HARMONICS OF OSCILLATOR 


The presence of short wave code or short 
wave broadcast signals within the standard 
broadcast band is generally due to their 
combination with the upper harmonics of 
the receiver’s oscillator: the difference of 
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the station frequency and harmonic fre- 
quency being equal to the I.F. Spurious 
reception of this type is most prevalent on 
receivers employing loop antennas. 

Electrically, an antenna loop has the char- 
acter of a long line having several res- 
onances in addition to its fundamental tun- 
ing. The secondary resonance effects may 
fall into and provide substantial gain in 
causing an appreciable level of short wave 
signal to appear at the first stage. 

When this signal is of such a frequency 
as to combine with a harmonic of the oscil- 
lator, and produce I.F., reproduction takes 
place the same as with the fundamental 
signals. 

Proper treatment of this type of inter- 
ference should be along the line of (1) 
Orienting loop for minimum pickup of 
interfering SW station, (2) Re-aligning 
loop carefully, (3) Substituting conven- 
tional antenna coil for loop, (4) Decreasing 
oscillator excitation by shunting tickler sec- 
tion with a resistor, or taking turns off this 
same winding. 


V. COMBINATION OF 1.F. 


Two stations in the same locality having 
frequency assignments differing by the 
amount of the receiver I.F., may combine 
in the early stages of the receiver, forming 
a difference beat frequency, equal to the 
particular I.F. This combination usually 
occurs when the first tube in the receiver is 
the mixer stage. It is not uncommon, how- 
ever, for an undesired I.F. signal to form 
in an R.F. stage or possibly later in the I.F. 
stages, when the signals are of sufficient 
intensity or the later circuits are not com- 
pletely protected against signal pickup. The 
presence of an extra I.F. signal, such as 
brought about by this mixture of local sta- 
tions, causes a “whistle” or “birdie” to be 
reproduced when receiving carriers (not re- 
lated in frequency to interfering signals) 
over extensive sections of the tuning range. 
The “birdie” is created by the audible beat 
resulting from mixture at the second detec- 
tor of the normal I.F. and the superfluous 
LF. signals. The latter is a constant fre- 
quency, while the former varies with tuning. 
Therefore, a variable pitch audio note is 
produced. Zero beat is obtained at the point 
of exact tuning. 

Discrimination against this type of inter- 
ference is gained by providing ample selec- 
tivity ahead of the receiver stage which is 
susceptible to the mixing phenomena. 

For service, discrimination can be pro- 
vided at the frequency of one ‘of the inter- 
fering signals, preferably the strongest, by 
use of wavetrap or attenuator circuit, tuned 
to that particular frequency so as to sup- 
press its strength at the input of the sus- 
ceptible stage. In applying further practical 
remedies for this interference, it often is 
essential to reduce antenna efficiency by 
decreasing its length or adding a smail 
capacitor (50-200 mmf.) between it and 
the receiver input antenna terminal. If this 


treatment is not effective, back-door points 
of signal entry, such as under-chassis-wir- 
ing, grid leads and power circuits should 
be investigated. Shielding of the susceptible 
circuits, and filtering of the power line at 
the receiver with standard units, may be 
required. In some cases, each possible point 
of entry may be contributing a component 
of interfering signal and each must, there- 
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nearby receivers which are tuned to the 
1060 kc. station. 

Service procedure on cases of this nature 
should include one or more of the following 
measures: (1) Install filter in power circuit 
of receiver affected. (2) Install noise re- 
ducing antenna such as RCA Magic Wave 
type on receiver causing radiation. (3) Re 


align the radiating receiver to new IL.F. (4) 
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fore, be corrected separately before satis- 
factory performance can be obtained. Re- 
alignment of the circuits to a higher or 
lower I.F. will be beneficial. Change of 
alignment by 10 kc. can usually be accom- 
plished without serious effect on the re- 
ceiver. 

The fact that harmonics of the local sta- 
tions may subtract with each other or with 
fundamentals of the same stations, to pro- 
duce a beat of the nominal I.F., must be 
considered as possible causes for this type 
of interference. 


Vi. HETERODYNE OSCILLATOR 
RADIATION 


The tendency of the oscillator in a super- 
heterodyne to radiate over a limited area 
occasionally produces interference in an- 
other receiver, evidenced as a “whistle” 
appearing, disappearing and changing fre- 
quency at random. This interference be- 
comes prevalent and of consequence in 
localities where two popular stations are 
separated by the amount of customarily em- 
ployed intermediate frequencies (I.F.). For 
example, in a community having a station 
“A” at 600 kc. and another “B” at 1060 
ke., receivers using a 460 kc. when tuned 
to “A” will have an oscillator frequency 
at “B” which will cause interference on 


How “beats’’ are produced by the combination of slightly different frequencies. 
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Another illustration showing how a “beat" frequency is produced. 
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Position leads of radiating receiver to re- 
duce oscillator/antenna coupling. (5) Re- 
duce excitation of radiating oscillator. (6) 
See that good ground is attached to radiat- 
ing receiver. (7) Reduce size of antenna 
used with interfering receiver. (8) Com- 
pletely shield oscillator stage and filter its 
supply leads. 


Vil. CROSS-MODULATION WITHIN 
RECEIVER 


Two signals are said to be cross-modu- 
lated when the program of an undesired 
station is super- imposed upon the program 
of the station to which the receiver is tuned, 

As implied, the secondary modulation is 
directly associated with the carrier being 
received, and is not evidenced except when 
tuned to a carrier. In some cases, more than 
two or more stations may be causing cross- 
modulation on another. Occasionally, cross- 
modulation effects will produce extra re- 
sponses at random points on the dial, usually 
showing up as a mixture of two signals and 
their respective modulations. Cross-modula- 
tion may occur on TRF as well as Super- 
heterodyne receivers. Its basic cause is 
usually related to de-modulation of an ab- 
normally strong signal in the early stages 
of a receiver, and the tendency to re-modu- 
late on other carriers existent in the same 
circuits. Non- linearity of the circuit element 
or tube is, of course, essential to this 
process, The degree of susceptibility of the 
first stage to extraneous modulation is a 
matter of tube and circuit design. Tubes 
employed in the first stages of modern re- 
ceivers are of the variable-MU types which 
have an extended cut-off characteristic, 
enabling the application of a higher bias for 
reduction of signal strength, without in- 
creasing the susceptibility of the stage to 
detection or cross-modulation. Selectivity 
ahead of the first receiver stage goes a long 
way to avoid the presence of undesired 
signals on the grid of the first tube. In some 
receivers extra link circuits are included for 
this purpose. The amount of cross-modula- 
tion varies with the grid bias of the tube 
and since this bias is a function of the de- 
veloped automatic volume control voltage, 
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the cross-modulation is affected by the 
strength of the input signals. 

Where it is necessary to make a service 
investigation of cross-modulation, the iden- 
tity of the station causing interference 
should be established. Where a reasonable 
amount of selectivity is provided in the 
head-end of the receiver, an ordinary wave- 
trap having good attenuation, and tuned to 
ay frequency of the interfering signal, will 
he effective. It is possible, however, for the 
abnormal signal to enter the receiver on 
circuits other than the antenna input. These 
circuits may be the power line supply, direct 
pickup on the under-side of the chassis, 
direct pickup on the grid leads of the re- 
ceiver, direct pickup on the tubes of the 
receiver (if not shielded), and in some cases 
direct pickup either on the chassis or on the 
ground circuit where this is mutual to an 
R.F. circuit. A change of the voltage or 
operating characteristic of the stage affected 
is not usually beneticial, inasmuch as design 
determines the optimum point for the mini- 
mum of interference. The principal idea to 
be kept in mind when working on a receiver 
in an attempt to eliminate cross-modulation, 
is to protect the susceptible circuits and to 
reduce the level of the interfering signal 
voltage. 

The importance of filtering the power cir- 
cuit, having a short low R.F. impedance 
ground and elimination of ground circuits 
that are mutual to R.F. circuits, must not 
he minimized nor overlooked. In many 
cases, wavetraps will not be sufficient where 
used singly, but two or more may have to 
be employed. A parallel-tuned wavetrap in 
series with the antenna and a se ries-tuned 
wavetrap in shunt with the receiver input 
is the best combination for obtaining the 
prac attenuation against an interfering 
signal. 
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Vill. CROSS-MODULATION EXTERNAL 
TO RECEIVER 

This type of interference has become 
prominent in recent years, due to the trend 
of increase in power ratings of transmitting 
stations. When two radio waves of suffi- 
cient strength encounter any elevated sys- 
tem of electrical conductors in which sys- 
tem there is existent anything that causes 
partial rectification or detection, numerous 
new spurious radio frequencies are created 
which radiate from the system to nearby 
receiving antennas. When one of these in- 
terfering frequencies happens to fall on a 
desired station frequency, interference re- 
sults which no receiver can avoid. The 
interference has no relation to receiver de- 
sign and will be present on all types includ- 
ing the automotive, battery, A.C. or D.C. 
It is generally localized in a particular com- 
munity. The electrical system, whether it 
be power distribution, telephone system, or 
other aerial network of conductors and 
particularly any network or system which 
is resonant to the local station frequency, 
can produce this interference if it has a 
rectifying tendency. Rectification may occur 
from poor joints or contacts, special non- 
linear devices intermittent or poor contacts 
to earth or to other objects, and rectification 
due to chemical action at a joint or splice. 
The neutral or grounding system for power 
circuits is a frequent cause for generation 
of this type of interference. 

Wherever this trouble develops, it should 
be definitely identified by checking with 
various types of receivers, preferably the 
battery loop antenna type, so as to isolate 
the source and to determine the limit of the 
area affected. 

Most receivers suppress the 10,000 cycle 
beat from adjacent carriers either by limita- 
tion of fidelity, high degree of selectivity, 
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or by design of the loud speaker unit to 
prevent its reproduction of such a note. 
Filter circuits having sharp cut-off below 
10,000 cycles are sometimes provided in 
high-fidelity receivers for elimination of the 
beat. A very effective means of accomplish- 
ing the same end is through use of 
tertiary circuit, consisting of a parallel- 
tuned coil associated with the loudspeaker 
matching transformer. This coil is tun | to 
a frequency slightly below 10,000 cycles and 
gives a sharply defined attenuation and cut- 
off of high frequencies. 

High-fidelity receivers usually contain a 
control for reduction of selectivity which 
makes possible two degrees of fidelity. 
Where interference from an adjacent chan- 
nel beat note exists this control may be re- 
duced to effect its elimination. Tone controls 
also, are normally included on modern re- 
ceivers and are arranged to reduce the 
audio response at the higher audio frequen- 
cies, including the possible 10,000 cycle in- 
terference. 

Under ordinary conditions, the ten kilo- 
cycle beat is not frequently encountered, 
since the receivers subject to this inter- 
ference are usually in the higher-price 
brackets and elaborate filter protecti 
justified in the original design. Whe 
countered, however, there are two methods 
of treatment; the one being suppression of 
the adjacent channel causing interference 
with a sharply-tuned wavetrap; and 
second, reduction of the high frequen 
sponse in the audio system of the recci 
Precise alignment of the receiver m: 
be beneficial. 

When two signals occupy adjacent 
nels, separated as to carrier frequency }) 
10 ke., the side-band frequency of one sta- 
tion is very close to the side-hand frequency 
of the adjacent station. If either station 1s 
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modulating more than 5 kc. of audio range, 
the two side bands will overlap. In such a 
situation, if the side band of one signal 
enters the second detector stage along with 
the side band and carrier of the other 
signal, a peculiar combination of frequen- 
cies will result. The most troublesome fre- 
quency formed by this combination is that 
which is produced by the difference be- 
tween 10 ke. and the modulation frequency 
involved. For example, if the case is taken 
where a 3000 cycle note is modulating the 
adjacent undesired channel, it will produce 
an interfering side band which will be super- 
imposed upon the desired signal as a 7000 
cycle note, That is to say, the side bands 
of the adjacent channel station form a dif- 
ference beat against the carrier of the 
desired station, or the one to which the 
receiver is tuned. This beat will be in the 
audible range and will have the character 
of “inverted speech.” This means that 
modulation on the interfering station of low 
frequency will create an audible signal of 
10 ke. minus this frequency, or a resultant 
high frequency. High frequency modulation, 
conversely, produces a low frequency audio 
signal. 

Since this interference is an inversion of 
the adjacent channel modulation, it appears 
as an unintelligible mixture, commonly 


termed “monkey chatter.” Receiver selec- 
tivity discriminates against this type of 
interferenct. It is also limited by proper 
restriction of the high frequency audio 
response. The selectivity ahead of the sec- 
ond detector is, of course, the principal fac- 
tor in preventing response to the adjacent 
channel modulation. 

“Higher fidelity” receivers are generally 
the only types affected by “monkey chatter’ 
and their circuits are designed to afford 
the necessary protection ‘against same. A 
sharp cut-off filter circuit included in the 
audio system is common practice in the 
design of high fidelity instruments. Provi- 
sion of control for the high frequency end 
of the audio band and the ‘broadness of LF. 
tuning is also common in high fidelity de- 
sign. Over-modulation of the adjacent chan- 
nel station accentuates the interference due 
to “monkey chatter” because of the higher 
frequency side bands which are generated by 
such over-modulation. Over-modulation, 
however, is an unusual condition and should 
not be investigated as the most prominent 
cause for this type of interference. 

In general, “monkey chatter” interference 
will be more prevalent at more points on the 
tuning scale in localities where the number 
of popular stations is limited, and where 
such stations are at relatively great dis- 
tances. 
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Above—the RCA Automatic Record-Changer in operation: 


How Ft Works / 


New RCA Automatic 


Left—Playing the under side of record: Center—playing the top side: 


Right—Changing Records. 


Record- 
Changer 


This remarkable automatic record-changer plays both sides of the record. 


Either 


10- or 12-inch records may be played. The pick-up arm exerts un- 


usually light pressure on the record, thus prolonging its life. 
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General view of the Automatic Record-Changer, 
showing control buttons. 

REVOLUTIONARY new _ phono- 
A graph record-changer which will play 

both sides of a record without turn- 
ing it over was previewed by music 
dealers during the 40th Annual Music Mer- 
chants Convention recently in New York 
City. 

Demonstrated by its developer, B. R. 
Carson, RCA Victor design engineer, the 
new mechanism showed that it will do 
everything to make life easy for a music 
lover, except wipe the dinner crumbs from 
his vest. Labeled “The Magic Brain,” the 
new machine will play an uninterrupted two- 
hour concert of recorded music without the 
aid of human hands. It eliminates the neces- 
sity of turning records, does away with 
needle changing, and extends record life 
indefinitely, according to Mr. Carson. 

This revolutionary new type of automatic 
record-changer plays both sides of phono- 
graph records without turning them over. 
It is known as the “Magic Brain” with the 
Tandem Tone Arm, and was perfected in 
the research laboratory after four years of 
work. The new instrument provides two 
hours of uninterrupted music when the 
starting button is touched. Further, the 
Magic Brain eliminates the use of old 
fashioned needles, extends record life in- 
definitely, and sets a new standard in tone 
qui ility for home entertainment instruments. 

The Magic Brain is really a combination 
of several important developments, includ- 
ing the Tandem Tone Arm (shown in the 
foreground), the Magic Tone Cell (the 
pickup cartridge), the Flexible Tone Bridge 
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and the Jewel-Lite Scanner (replacing the 
needle). It is only necessary to stack the 
records on the automatic mechanism and 
press the starting button. 

The Tandem Tone Arm, which is actually 
two arms and two pickups, swings over auto- 
matically and plays the top side of the bot- 
tom record of the stack (there is no record 
on the turntable in this photo in order to 
show the mechanism more clearly) which 
has been dropped to the small turntable. 
After reaching the end of the record, the 
Tandem Tone Arm swings clear of the rec- 
ord while the direction of the turntable’s 
revolution is reversed. Then it rises far 
enough to make contact with the bottom 
side of the record. When the underside has 
been played, the Tandem Tone Arm swings 
away so that the record may be deposited 
gently into a felt-lined compartment 
(through the opening shown to the left), 
after which another record from the bottom 
of the stack drops into place. The cycle is 
repeated until all the records (in any num- 
ber up to 15) have been played. The Magic 
3rain then automatically shuts off. Records 
in any sequence, manual, automatic mech- 
anism, or drop mechanism, may be played. 

The controls of the Magic Brain are ex- 
ceedingly simple. The large lever above 
the hand in the picture adjusts the mecha- 
nism for playing either one or both sides of 
the records, A record may be rejected while 
playing by pushing the starting button. An 
on-off switch is the only other control on 


the panel. To adjust the drop mechanisn 
10- or 12-inch records, it is only necessar 
to turn the support shown to the { 


TECHNICAL DETAILS 

The RP-151 is an automatic record 
changer of revolutionary design. It will 
play a series of fifteen 10-inch or twelve 
12-inch records on both sides, or one sid 
at will. The pickup arm has two light 
sure, sapphire permanent-point, crystal 
ups mounted on one arm. One pickup p! 
the top side of each record; the other Di ck- 
up plays the bottom side. The turntabk 
rotates in reverse while the bottom si 
a record is being played. 

The mechanism has two motors. On 
motor is used solely to rotate the turntable 
the cycling motor drives the mechanism 
during the automatic record-changing 

There are three simple controls. 

1. A Record Support—Turn it one wa 
to load a stack of 10-inch records, the re- 
verse way to load 12-inch records. 

A Control Lever—Push the lever t 
m.. position, then back to the “two-side” 
position to play both sides of each record; 
pull it forward to play only the top side ot 
each record. 

3. A “Start-Reject” Button—Push the 
button to start the mechanism or to reject a 
— when the mechanism is operating 

he device uses a low-noise crystal pickup. 

This article prepared from data s f 
through the courtesy of RCA Mfg. ( 


cycie 


Wiring diagram of the RCA Automatic Record-Changer. 
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PRICES? 


No matter what happens to prices—here 
at Harrison our large scale purchasing 
and our tremendous stock enable us to 
continue to give you the lowest possible 
prices at all times. 
It pays to buy from Harrison! 


DELIVERY? 


With production facilities already great- 
ly overtaxed, deliveries are falling be- 
hind more every day. But, we anticipated 
this “Back-order Era” and placed pro- P 
tective orders many months ahead. hallicrafters Super Skyrider 
Right now we have more receivers, Model SX-28. “Tops” in performance. 15 
parts, tubes, etc., on hand than at any tubes, 2 r.f. stages, calibrated bandspread. 
time in our busy sixteen year history! ete. Covers .55 to 42 me. 
You get faster delivery from Harrison! ee 


TRIAL? 


When you buy anything from Harrison 
it has to be entirely satisfactory or you 
don’t keep it. Try out your next receiver 
for ten days without charge or obliga- 
tion by ordering it from us. 
You get 100% cooperation from Harrison! 


TRADE-IN? ’ hallicrafters Sky Buddy 
By fair dealing we have built up the . : : 
co 8 s i Model S-19-R. A six tuber that 
largest Reconditioned Receiver business i. aa ia te a 
in the world! We have a ready market moderate price. .545 to 44 
hallicrafters Sky Champion\ for your old set, and that means we can gt cee electrical 
Model S-20-R. Excellent value. Nine give you the very best trade-in allow- si * 


tubes. noise limiter, preselector stage, ance. (We also buy receivers, transmit- 
-545 to 44 mc, bandspread, etc. Socket ters, Ste., for cash.) 


for battery or vibro-pack operation. You get the best deal at Harrison! 


TERMS? 


Certainly! Charge Account or Easy Pay- a 
ment Plan. Buy your Receiver, trans- hallicrafters 














mitter, parts, etc., on our easier terms Super Defiant 
at lowest cost. Model SX-25. Has 
Your credit is good at Harrison! all the features 

of sets selling 


* 
for nearly 
GUARANTEE? twiee as 
2 - S much! 
hallicrafters\ Everything is “guaranteed,” but your 
Sky Traveler best guarantee is the integrity of the 
person with whom you deal. Here at > 4 
Model S-29. You Harrison we go far beyond the standard 
= ey warranty in order to please you! 
seit contained You get a square deal from Harrison! 
ey x any 
ll . . 
i decane I'll be looking for your order! 
pee ew —— a P 
oO -ome, ndspread, 
internal speaker, bat- BILL HARRISON, W2AVA 
tery recharger. (Send for my latest list of New and Recon- 
ditioned Receivers) 


It’s HARRISON por 
hallicrafters and SERVICE! 





HARRISON RADIO COM PANY 11 West Broadway, New York City 


Worth 2-6276 
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Appearance of the 70-watt amplifier. 


N unusual high-power amplifier, em- 
A bodying highly desirable features for 
public-address use, is the Model EX70 
amplifier. 
sriefly, the unit provides for four micro- 
phone and one phonograph inputs, with com- 
pression for microphone use and expansion 
on record reproduction. A unique tove- 
corrector circuit enables the frequency re- 
sponse to be varied in three separate bands; 
high register, middle register and bass. The 
normal output of 70 watts is obtained from 
two separate 35 watt channels, each with 
its own power-supply. 


MIXING AND FADING SCHEME 

The four microphone inputs each feed 
into a 6SF5 tube, which in turn feed into a 
single 6SF5 tube through a mixing and 
fading arrangement. As is shown in the 
schematic, the 250,000 ohm resistors in each 
volume control circuit prevent interaction at 
different control settings. The phonograph 
feeds into a 6OSF5 tube with volume control 
in the grid circuit, the output of which 
feeds into the third stage, a 6SJ7 tube. 

Remote control operation is obtained by 
varying the plate voltage on the input stages 
isolating networks preventing shorting B 
plus when any one remote control is turned 
down. The standard remote controller 
available for this model controls only two 
inputs, so that a changeover strip is pro- 
vided to make any of the five available for 
remote control. The remote volume con- 
trols are special taper megohm rheostats. 
Obviously, the phonograph channel utilizes 
a separate tube, instead of operating into 
the second stage through a volume control. 
in order to permit remote operation. This 
type of remote control is free from hum 
pickup and remote lines may be run several 
thousand feet, also not affecting frequency 
response, 


TONE-CORRECTOR CIRCUIT 


The output of the third stage feeds into 
the Tone-Corrector circuit, which is purely 
resistor-capacitive, using no inductive parts. 
The advantages for this type of circuit are 
greater uniformity—due to easily controlled 
circuit constants—thus lending itself to 
mass production methods; and the freedom 
from hum pickup prevalent in using induc- 
tive components in high gain circuits. 

The tone corrector employs two variable 
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controls—one for bass, one for treble. With 
the two controls in the middle or normal 
position, the amplifier has a flat response. 
Referring to the schematic —— ram of this 
circuit, the treble control, a center-tapped 
one-megohm potentiometer, cleans the .0005 
mf. condenser across the series half to give 
high frequency compensation, or across the 
lower half to shunt them. The degree of 
rise or shunt of the treble is controlled by 
the resistance in combination with the con- 
denser at any given setting. It can be seen 
that in the normal position the .0005 mf. 
condenser is shorted. This treble control 
gives a 12 db. rise or an attenuation of 25 
db. at 10,000 cycles. 

The bass control is a dual type, each sec- 
tion being two megohms total resistance. 
Increasing the resistance across the 03 mf. 
condenser results in a bass boost ; increasing 
the resistance across the .003 mf. condenser, 
results in bass attenuation. It can be seen 
that with a high resistance across the .03 mf. 
condenser, or full on of the bass control, 
the result is a bass compensation network, 
whereas full off, or high resistance across 
the .003 mf. condenser constitutes a series 
capacitance or bass attenuation circuit. Each 
section of this dual control is effective over 
only half of its rotafion, with a short over 
the other half, so that bass boost is inde- 
pendent of bass cut. In the normal position 
both condensers are shorted. This control 
gives a rise of 19 db. or attenuation of 25 
db. at 30 cycles. 

In this way the response of the amplifier 
is divided into three bands: bass, or 30 to 
400 cycles, controlled by the Bass control; 
Treble or 2,000 to 10,000 cycles, controlled 
by the Treble control; and the middle reg- 
ister, controlled by the Volume control. 


COMPRESSOR-EXPANDER FEATURE 

The schematic of the compressor-expand- 
er circuit is indicated in dotted lines. The 
microphone signal is picked off from the 
output of the second stage and fed to one 
of the two triodes of the 6SC7 tube. This 
in turn is rectified by one section of the 
6H6 to obtain the negative bias for the 
6SA7 variable mu tube. This tube is nor- 
mally biased at 8.4 volts. On full compres- 
sion this bias may be increased to 14 volts. 

The phonograph signal is picked off at the 
phonograph control and fed to the second 
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0-Watt 


Flexible 
Amplifier 


This amplifier is an unusually flexible 70-watt 
unit and it has five input channels. It has 
a Compressor-Expander-triple-range Tone-Con- 
trol—and two complete 35-watt Amplifier Chan- 
with a separate power-supply for each 
power amplifier channel. Remote control circuits 
are “built-in” for all channels. 

also features new straight-line expansion. 


The amplifier 


triode section of the 6SC7 tube. This is 
rectified by the 6H6 tube to obtain the — 
tive bias to control the 6SA7 tube. On full 
expansion the bias may become three volts. 
The compressor-expander control is in the 
form of a center-tapped one megohm po- 
tentiometer, allowing for normal in the 
center, compression in any desired degree 
to the left, and expansion to the right. 

The circuit has been carefully designed to 
prevent cutoff in compression, and to pro- 
vide expansion so that soft passages of 
symphony records are not affected, whereas 
expansion of 12 db. is provided on loud 
passages, subject to the position of the con- 
trol. 

The output of the 6SA7 tube is connected 
to a receptacle to permit coupling to the 
lower chassis. 

The input to the power section is fed into 
two controls, to form two separate power 
amplifiers. Each consists of a 6C5 tube, 
resistance coupled to a 6F6G tube, which is 
transformer coupled to a pair of 6L6G tubes 
in pushpull. Feedback in each channel is 
obtained by coupling the output back to the 
driver grid through an appropriate network. 

The output is available on terminal strips 
mounted on the rear of the chassis, one for 
each output amplifier and provides for im- 
pedances of 4, 8, 15, 250 and 500 ohms. 

Each power otput section has its own 
power-supply, a 5X4G supplying the B 
voltage and a 5W4 the separate bias supply. 

The B supply for the upper chassis 1S 
obtained from the two power-supplics, so 
arranged that if one fails the other will 
supply it. 

The arrangement of this amplifier makes 
it possible to use it either as two separate 
units, each feeding a number of speakers, 
or they may both be combined to form a 
single high-power amplifier. In addition, a 
modified binaural effect may be obtained by 
connecting a speaker to each output channel 
and placing these speakers at either sid 
of a stage. By manipulating the | 
channel controls sound can be mac 
“move” across the stage. When used ' 
microphones this feature is particu! 
striking, as sound following the actio1 
be made more realistic as it moves 
one side of the stage to the other. 


This article prepared from data si 
by courtesy of the David Bogen Co. 
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Diagram of the 70-watt Amplifier, together with diagram of power 
bass control, compressor-expander (indicated by dotted 


RADIO-CRAFT for NOV.-DEC., 1941 








-supply and bias rectifier hook-up. It features tone-correction, 
lines), and two complete 35-watt amplifier channels. 
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How to Sell 


SCHOOL SOUND SYSTEMS 


B. E. PHILIPPSEN 


The selling of P.A. sound systems to schools and colleges is a science today. 

In the accompanying article Mr. Philippsen gives some clear advice on “How 

to Approach School Supervisory Boards,” “How to Close the Sale,” and just 
what features should be emphasized in each step of the transaction. 





The P.A. Sound System is today an extremely valuable asset to every large school in the country. 
This application of sound amplifier apparatus represents a very fertile field for every Serviceman. 


“How 


and Wherefore” of School Sound Sys- 
tem selling today still looms as a ques- 
tion mark in the minds of many Service- 
men-Dealers. The average serviceman has 
looked too long on most jobs as a “one-two” 
deal. In radio service, where the service- 


| T is surprising to note that the 


man is dependent on his income from a 
large number of individual jobs, this is 
undoubtedly the most efficient way to render 
customer service and still be able to show 
a profit. 

Selling School Sound Systems is not a 
“one-two” job. On the contrary, it is more 
likely to be a protracted business deal, 
with the grand prize awarded to the best 
man. Most of us prefer to widen our basic 
knowledge of associated enterprises. Sell- 
ing School Sound Systems places demands 
on a type of technical salesman for which 
the serviceman, with certain easily acquired 
qualifications, is ideally adapted. In this 
article are presented the essentials for suc- 
cessful selling, divided into the following 
condensed headings. 

The Clue 

The Contact 
The Bidding 
The Closing 

This article should prove of special in- 
terest to both servicemen and service-deal- 
ers because it presents still another form 
of net income and tells how to go about 
getting it in the simplest straight-forward 
manner. While servicemen-dealers today 
sell a profit-boosting line of broadcast re- 
ceivers, there is still adequate room and 
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reason for adding other means of addi- 
tional income. The field of Sound ampli- 
fiers, as such a means, is so wide in its 
scope that to explain such a selling job in 
its entirety, would require a book length 
text. With an aim to provide a general 
background to the selling of Sound Sys- 
tems, this article therefore concerns itself 
mainly with School Sound Systems. Of 
course, it follows that many of the sugges- 
tions can likewise be applied to other Sound 
selling jobs of lesser or greater importance. 


THE CLUE 


There are forever among us, known or 
unknown to us, clues—or opportunities. 
The “live wire” businessman sees them, 
goes out after them and snares them. Op- 
portunities rarely walk into your store. So 
it is with School Sound Systems. As the 
head of a school, the principal in all prob- 
ability has little reason to know you are 
in business. He does get to know about 
you as you contact him—that IS your busi- 
ness. Should you, knowing that a given 
school is not equipped with sound, approach 
that principal out of a blue sky, as it were, 
and start talking sound to him? By all 
means, yes! Do it with all the possible en- 
thusiasm that you can muster but with 
the least possible anticipation of an imme- 
diate sale. Because of the very nature of 
the transaction and conditions involved, the 
instantaneous sale, even though the prin- 
cipal is favorably inclined, is out of the 
question. 

How can you find schools which are 
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possible prospects for a sound installation? 
There are various methods. The simplest 
is the daily newspaper. Watch for an- 
nouncements of contracts let for new school 
buildings, announcements that bids are in 
order for the addition of a new wing to 
the school building, etc. Of course word- 
of-mouth information, if known to be re- 
liable, is definitely faster and more valu- 
able. If one contractor has already won 
the bidding, see him immediately, find out 
if he is sub-letting the sound system in- 
stallation, if any has been included in the 
specifications.. 

Other good sources of information are 
the monthly building contractors’ maga- 
zines. Subscriptions to these are worth- 
while, but not essential if copies are ob- 
tainable at your public library. Visit your 
library first, select the one magazine with 
the greatest emphasis on listing new con- 
tracts in your part of the country. Do not 
expect to see five to ten new buildings 
lisied for your area. There may be just 
that many listed for the entire middle west, 
east or west coast. 

The third source of information is the 
bulletin board found in most local court- 
houses, city or town halls. Here are posted 
the dates for new bids on most municipal 
buildings including public schools and 
school additions. 

As mentioned above, blindly approach- 
ing a school principal on the subject of a 
sound system is recommended not for the 
purpose of an immediate sale but for the 
purpose of either planting the germ of an 
idea or giving growth to that germ. In 
addition, he now knows you, a_ valuable 
stepping stone to further the relationship 
which eventually grows and provides you 
with an advantage over your competitor 


THE CONTACT 


Whether you approach a contractor or 
school principal, let certain principles guide 
your manner and presentation. Remember 
first and foremost, that technical language, 
as it is spoken by two radio men in con- 
versation, is definitely out of the selling 
picture. Your prospect, the school principal, 
and the school board are human _ beings 
whose conversational knowledge ot sound 
systems extends no further than “loud- 
speaker” or “microphone system.” It is the 
common fault of many servicemen to will- 
ingly or unknowingly, impress on the 
age layman their superior knowledge by 
the use of high-sounding technical terms 
and phrases. Such improper use of words 
otherwise useful in the industry, | 
place in the approach to a successful sel ling 
venture. Should the principal, school bo ard 
member, or phy sics instructor volunteer 4 
question requiring a technical answer it is 
just good common sense for the servic “eman- 
dealer to boil it down to pure and simple 
essentials. Truly enough, the very same an- 
swer you give to the unknowing laym an can 
be ridiculed to high heaven by those of your 
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own group in the radio industry. More on 
this subject later. 

Personal appearance is very important: It 
goes Without saying that the neatest dressed 
man creates the most favorable impression. 


Reasons for wanting a School Sound 
System: What are the reasons for want- 
ing a School Sound System? That is the 
question which any school principal may 
put to you as you approach him on the 
subject. True enough he knows he can talk 
to his students in their respective class- 
rooms. But usually he is in a position to be 
enlightened beyond that point. Knowing the 
capabilities of your system places you in 
a decidedly favorable spot as the salesman. 
Concrete advantages to the school result 
from the sales features found in the school 
sound system. 

The principal must know and realize 
clearly that the more advantages found in 
his institution of learning, the greater the 
drawing power from a viewpoint of student 
enrollment. This is especially true in the 
case of private schools and colleges. It be- 
comes, then, your problem, to interpret to 
the principal or School board the enroll- 
ment inducement in terms of School ad- 
vantages. To substantiate your claims, cite 
the advantages of a competitive school over 
his own. Tell of their School Sound Sys- 
tem and the functions it is now perform- 
ing to the benefit of a more modern and 
advanced institution as compared to this 
one, not yet so equipped. As a review among 
ourselves, let us see what the modern school 
sound system can do every day to make any 
school a better, more interesting house of 
learning. 


Probably best known is its ability to 
allow the principal to personally deliver 
important messages to any room or group 
of rooms without sending some one person 
on the rounds as a messenger. Together 
with this may be installed the “Talk-Back” 
feature which permits the instructor to 
answer the query of the principal's office 
immediately and from anywhere in the 
class-room by merely talking at the loud- 
speaker. 

The sound system permits the entire stu- 
dent body or the civics class alone, without 
leaving their individual class-rooms, to hear 
eminent authors, statesmen and dignitaries 
as they are tuned in on the master built-in 
radio tuner. Likewise a visiting school au- 
thority may speak to all or any one school 
room from the principal’s office without 
having the students go to the main assembly 
or lecture hall. 


Music classes can be enhanced by tuning 
in the “Music Appreciation” programs 
broadcast on the national networks; like- 
wise Radio Homemakers Hours may 
achieve a similar purpose when they are 


a by an attentive “Domestic Science” 
class, 


In some schools the signal for class 
changes is a record of martial music, the 
impelling rhythm commanding students to 
orderly march from room to room. Fur- 
thermore the same built-in record player 
may furnish light, danceable tunes for 
school hops and noon-hour entertainment. 

The old-fashioned, strident fire alarm sys- 
tem is replaced by the tune of a well- 
known marching composition, heard in 
every class-room and every nook and cranny 
of the school. 

Using the same sound system, speakers 
can be placed in the school auditorium, 
field house, gymnasium or athletic field, 
thereby serving a dual purpose at only a 
fraction of the cost of individual sound sys- 
tems; yet this very feature permits all year 
round use for such affairs as Commence- 
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ment exercises, football and basketball 
games, field meets, etc. 


All of the above has been written to 
help the serviceman-dealer who in his first 
contact must sell the idea of the sound sys- 
tem to the school authorities. 


How to Answer Questions: It is quite 
probable, that, as frequently happens before 
any actual bids are submitted, a meeting of 
the school board will be held, with a purpose 
toward deciding just what is needed, how 
many rooms are to be sound-equipped ; how 
many speakers will give adequate coverage 
in the school auditorium, and any number 
of things which are only questions in the 
minds of those who are to spend the mon- 
ey. At these meetings, it is very likely that, 
if you are the accepted community authori- 
ty on Sound installations, you will be called 
to act as technical adviser. You will be 
bombarded with questions, simple and com- 
plex; the kind that can be answered im- 
mediately as well as those which require 
your careful research. It follows that in a 
position like this, you can establish yourself 
as the sound expert of the community. Like- 
wise, you can forevermore ruin your valu- 
able reputation. 

In a meeting of this kind, it is best to 
save your sales talk for the future; you 
may need it later. The mere fact that you 
have been called in as an expert proves that 
some one has confidence in your ability. 
By being present you have been placed in 
a position to instill that very same confi- 
dence in the other board members. Help- 
ful information in plain understandable 
English is what they demand. In the ordi- 
nary course of affairs you will not be asked 
actual technical questions. However, it may 
happen that before the meeting some one 
party has curiously paged through a mail 
order catalog and allowed his interest to 
roam to technical specifications. This is the 
fellow who invariably will ask, through the 
smoke of his cigar, “Will we need all the 
‘db.’s’ now or can we add more later on?” 
With a question like this out of a clear 
sky, it is difficult to know whether or not 
the individual is trying to phrase his ques- 
tion in the way he knows best, or does he 
know what he is talking about? In such a 
situation it is wise to be the diplomat. The 
man may be sincere after all; he may want 
to talk of power and firmly believe he is 
using the proper phraseology. So to avoid 
the “acute angle’ answer the question 
something like this: “Yes, if the school in- 
stalls a powerful enough system to begin 
with, a number of speakers can be added 
later without incurring the expense of ad- 
ditional amplifier equipment.” Notice that 
no attempt has been made to define the 
meaning of “db.” The idea is to avoid delv- 
ing into any out of the ordinary course of 
the conversation. By all means do not at- 
tempt to teach radio theory during the 
meeting. 

Generally it is best to keep yourself in the 
conversational background. If you are asked 
a question, answer it clearly, precisely and, 
I repeat, in plain non-technical English! li 
you feel a recommendation for the good of 
the school is appropriate, ask for the floor, 
state your expert opinion and be seated. 


THE BIDDING 


While in many smaller communities the 
sound installation job is merely given to the 
local serviceman-dealer without the for- 
mality of competitive bidding, most school 
installation jobs are secured by successful 
bidding. It is comparatively easy to secure 
the low bid and the resultant contract; it 
is exceedingly difficult to show a fair net 
profit on a bid, which, later you find was 
ten times lower than it needed to be. Past 
experience has proven, and very conclusive- 
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Big Profits 
FROM NEW BUSINESS 
SELLING GTC 


PORTA-POWER 
Kew ! 
GTC 


MODE! 
«gre 





FOR NON-ELECTRIFIED 
RURAL DISTRICTS 


Operates from 6-Volt 
Storage Battery 
Replaces “A” and “B” batteries in 1% 
volt portable or farm radios, having 
4, 5 or 6 tubes. Supplies 1% “A” 
and 90 volts “B.” Gives high quality 

reception at low cost operation. 


List price $13.50—COSTS YoU $8.10 


For R.E.A. DISTRICTS 
use these GTC 


PORTA-POWER 
MODELS 
to Convert Battery 


Radios to Power 
Line Operation 


660599 For 6 volt radi 
MODEL “P” vii Powered” 
Converts 98% of all 6 volt radios. Vibraa 


tor disturbance is eliminated. High 
fidelity performance assured. 


List price $15.00—COSTS You $9.00 


MODEL “‘L” 
For 2 volt radios 
Supplies “A” and 
“B” and “C” pow- 
er to 4 to 8 tube 
battery - operated 
radio sets using 
2 volt tubes. 
List price $11.00 
Costs You $6.60 
665999 For 1! it bl 
MODEL U or = rn 7 


Powers any 4 or 5 tube portable or farm 
radio using 1% volt tuves. Provides “A” 
and “B” power. List price $8.50. 


costs YOU $5.10 
MODEL ““G” 2" wourgerot 
For 1% volt radios of 4, 5, or 6 tubes 


requiring more power than Model “U” 
provides. List price $10.50. 


costs you $6.30 


Free Literature and Further 
Information on Request 


GENERAL TRANSFORMER CORP. 


1254 W. VAN BUEN ST CHICAGO, ILLINOIS 
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ly too, that too low a bid. has often been Measuring will be much easier if a piece 
f? DISPOSAL SALEX misinterpreted by School authorities as an of cardboard about 12 inches long and on 


indication of inferior merchandise. The inch wide is divided into quarter inch 1 
lowly one-dollar flat-rate charge for radio ings, numbered from one to ten or 
AMPLIFIERS & PARTS service to the public may entice more busi- all practical purposes this provides ; 
ness, but in school sound work you are deal- for measuring feet on the blueprint 
THIS sale comprises parts used in ing with a group of intellectual individuals, is quicker to read than interpolatin; 
the construction of Juke-Boxes; }| to whom long-lived performance ata slight- a standard 12 inch ruler. Using the ; 
made by well known amplifier manu- ly higher price spells low-cost operation of the amplifier in the building as ; 
facturers such as: Rauland and §| over a long term period! All of which— measure the distance from the exact 
Operadio. All equipment is recondi- summed up—just means that the cheapest tion of the speaker in each individual 
tioned and in perfect mechanical and }| price may prove the most costly in the long room to the amplifier. Remember t 
electrical condition. run. partitions and bear in mind that, w! 
. Getting down to basic instances, let us shortest distance on the blueprint m 
say that following the school board meet- pear to be along the walls, the actua 
ing, the school has decided to receive bids. can often be strung faster and far ier 
In a large institution the specifications will through air ventilator shafts. These. 
be available from the business office in course, are shown on the blueprint. Some 
typed or printed form. In the case of a thing that even the best of electrical , 
smaller school, the principal may merely tractors neglect to consider occasi 
tell you the requirements. In either event, the ceiling heights. This, obviously, 
they will include the number of classroom oversight; but it can happen to you unl 
speakers, the number for the auditorium, it is guarded against. If the distance be- 
the gymnasium, the athletic field, etc. If tween room speaker and amplifier is meas- 
possible at all, get these in printed or typed ured and the ceiling height omitte 1, _the 
form from the School. It will later elimi- final or total length of wire needed 1 be 
nate trouble of the sort which starts with in error to a serious degree. After each 
“You misunderstood me, I meant this—” individual measurement has been placed on 
paper, all are totaled. To this total add 10% 
of the length to handle unforeseen, but re- 
quired wire length. Where a speaker line 
or lines must be run out-of-doors and un- 
doubtedly underground, this will ir 
the use of lead-covered or conduit cat 
This must be listed separately, because of 
the difference in cost. 
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Tube 12 WATT PUSH-P' FULL 208 AMPLIFIER Obtain Blueprints: At this time it is for 
To 3 weed with one = io "2500 ohm dynamic speak- your own good to secure a set of building 
ers 16 ohm voice coi ay be changed over to use ° “J ? 
P.M. speakers. Input for inegnetio pickup. Variable blueprints. Should the School have only 
tone control. Schematic furnished to change unit over one set ask them to have duplicates made. 
to use crystal pickup, crystal microphone li ° . " : 
and P.M. speakers 7.95 If this meets with a pause and a frown, im- 
wee Weight 25 lbs. ° mediately offer to have it done if they will 
5 WATT PUSH-PULL 6B5 AMPLIFIER loan you the original set. And be absolutely 
‘eam yo Boy positive that the blueprints you receive are oe 5 ; . ' 
dynamic speakers 16 ohm voice coil. May be changed complete, up-to-date and show all recent ones 4 Itemized Bids: With the wire 
over to use P.M. speakers. Input for magnetic pickup. ‘ “99° . . > a ‘ ill > ] th 
Variable tone control. Schematic furnished to change and past building remodeling projects and computec is sti necessary to list the 
unit over to use crystal pickup, crystal ; 


microphone and P.M. speakers. additions. total number of speakers, baffles, projectors 
Shipping Weight 22 lbs. $8.95 With blueprints and specifications in your and trumpets. Mike and amplifier cabinet 
30 WATT PUSH- PULL sis AMPLIFIER hands anda thorough mental picture of the must also be indicated. This brings up the 


Tube complement 2—6Lé 1- 1—5Z3, individual rooms in your mind, return to subject of the itemized bid. Some are <ecid- 
amplifier as is, has input :*, caaeis sli, volume 


control, variable tone control. Supplies field current your shop and meditate. Don’t stop there edly against this form. It must be a reer 
to one or two 2500 ohm dynamic speakers, output but live with this job until it’s yours to ted, however, that an itemized bid submit- 
impedance 2.6, 3.2, 4, 5.3, 8, and 16 ohms. Full * 


30 watts output. Schematic ‘turnished to change unit work on. By all means do not put it on the ted to the school authorities carries witl 
over 0, ,use crvstal pickup and crystal, dynamic H] shelf, consoling yourself with the hope of it an air of fairness and responsibility 
to use P.M. speakers. $10 95 getting at it tomorrow, for tomorrow you Such procedure then, must, by its nature, 
one wee 00 ie 7 will hopelessly repeat to yourself the same promote confidence in your sincerity and 
All Amplifiers Less Tubes & Speakers. promise. Instead, keep at it; the same eve- honesty. Figure 1 shows a sample quotation. 
ning you take it home with you. Notice that it is specific as to the amount, 

JENSEN 10 INCH dee ; , , eect ‘ 
This is your opportunity to gain a high- model number and description of the pro- 
ELECTRO-DYNAMIC er reputation and greatly increase your posed apparatus. The total price is indicated 
SPEAKER yearly income by one single job. Get into in the lower right hand column. Ajiter the 
2500 OHM the feeling of playing a game—a game entire bid has been completed and typed in 
FIELD which you have every right to be engaged triplicate, it is good business procedure to 
vo oO in. A contest in which your very technical accompany it with a short letter to the 
‘ background has provided you with the nec- school. This brief should state the total 
EACH $2.69 essary confidence with which to succeed. price of the installation and refer to the 
Shtpping Weight 7 lbs. So, in the peace and calm of the evening, enclosed itemized bid. Before going fur- 
R.c.A. MAGNETIC spread out blueprints and specifications and _ ther, let’s clarify the reason for a triplicate 
PICK-UP HEAD plenty of paper and get down to work. | = copy of the bid. The original and one copy 
You've been told where the amplifier is are included with your letter. The remain- 
IMPEDANCE 8000 OHMS to be located. Mark, this location on the ing copy is for your files. When and if the 
Ship. weight 1 lb. EACH $1.89 blueprint with a penciled mark which later school places its order with you, it merely 
can be erased. Do likewise with all class- returns one copy to you while it still retains 
NATIONALLY ADVERTISED TUBES room and auditorium speakers. A scale of its original quotation for reference. This is 
(in sleeves) feet will usually be indicated on the blue- standard procedure with many business 
Ship. weight ea. 8 oz. Additional tubes 4 oz. ea. print. Use this to your advantage. The first firms and prevents much trouble later on 
task is measuring speaker wire needed. Sup- since each party is supplied with pertinent 

mory 7 = pose the scale indicates the blueprint is records. 


2A3 6a6 6cs drawn % inch to the foot. The question here arises as to labor costs. 
76 
5z3 

Each .49 Each .30 Each .25 


ORDERS SHIPPED SAME DAY AS “TypicaL Bin” Fic. 1 

cong a. goods — sent Ex- Prepared by Rex Radio & Sound Co., 1423 cad Denver, Colorado 

press collect if no money for Parcel For West Side High School, 1132 Fortney St., Mexicolo, Colorado; Burnsville, Colorad 
Post is included in remittance. Cus- 1 


Py - “ Model 621A, Farco Twenty-Room School Sound System Unit, complete $225.00 
tomers in Foreign countries are re- 20 Model 45, Jencor 12 in. Dynamic Speakers with built -in Exciters, @ $14.00 280.00 


quested to remit in U. S. currency or 20 Model Bz A; Walnut Finished Wall Baffles, @ $5.0 


4000 Ft. (40 Rolls, 100 Ft. Each) No. 19 Twisted Pair Telephone Wire, @ $2.00 . 
International Money Orders and in- Model X7T, Amer. Electro Dynamic Mike with 25 Ft. Cord ... 
clude enough money to ship goods Model SD28, Airco Microphone Desk Stand 
prepaid. Miscellaneous Hardware . 


PEERLESS RADIO Paplgmens Price 
AND SOUND CORP. 


25 S. JEFFERSON ST., CHICAGO, ILL. 
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of practical applica- 
tions. Will broadcast 











it 

A few other uses include 

pipe line tracer, amine reader, 
ng dog, etc. 

limited space. many other uses in’ this 


TRANSCASTERS Sry svatiable in Five models, 


all 
tested and ready to use. 
materials and workmansht; > ins r 











y., guaran as to 
so auainet < damage 


STANDARD MODEL Permits use "St earnone sor 
omal) Bs speaker as microphone, or any high ime 


magnetic or “> Pickup record pls 
POWERFUL not to be infused wit Fone tube toy: 


type —. ced _amaz' singly low. 

from a.c. a.c. Price, complete with. S$ 

tubes, ready” to use =" mike) . 3 2. 95 
Earphone Mike (Fig. A) ........5..- esc additional 


SENIOR MODEL 2; All eure. Can be used with all 
puitention, of 50 ab.” pr xk. a “Adjustable ‘frequency ney 


on een 1500 and 1750 ke. or if 

ferred bet’ 5 
fess tubes and mi 50 and 800 ke. Price $3. 50 
Set of 4 matched Tubes for Senior Model ++. $2.48 


DE LUXE MODEL TRANSCASTER-TRANS. 
ITT werful i in 

M ER that it will eanamie nich- fidelity” "muels 

without connection wires to oo — set. No 

sacrifice of quality or power. dl = a.c. or 

model but greater” done’ amp ii th 

Price (less tubes and mike) |. .> cation: $4. 95 





nm en eered especially for advanced = 
BE and professional uses. Employs two ex« 
trem: high-gain pre-amplifier stages ahead of thi 
udio ulated oscillator. wi ovetas 
microphone it will pick - ~~ § "transmit a whispe 
with mike conceal anyplace room. —* P Tor 

ial police work, for use with ——_ etc. 

Price, complete with 5 tu 
pl into any 4.c. r d.c. ‘Outlet Yiess 


SPECIAL 3-TUBE BATT. OPERATED 
TRANSCASTER ‘ive Uses newest | min 


niature 

Camera sine. comp. 4 light, Pri a. lets “a 
an ce, complete w 

tubes an a batteries (less mike) $20.00 


TRANSCASTER ACCESSORIES Dynamic Mt. 
rant . > As 925 ob! tet? = eo 
Pickup $2.45. - = 





TELEJECTOR 
RADIO'S MOST AMAZING ACCESSORY 


Picks wu telephone conversations without tapping 
wires. Merely place device near telephone instrument 
or wire and listen both sides of any telephone 
conversation through “he loud speaker of your radio. 
Works from Be or d.c. outlet. Coniplete 7 

A 9 





FROM 9 T 


30-pce. Radio Exper. Kit includes R.C.A. Tu 0° 
1-Tube B’cast rit (bat. op.) with an 
1-Tube Short Wave Kit (bat. op.) with tube |: 1.50 
2-Tube Elec. Transmitter Kit with tubes ...... : 
3Tube Bat. S.W. Kit with 4 coils and tubes .. 3.45 
3-Tube Elec. $.W. Kit with 4 coils and tubes .. 4.25 


FOR YOUNG MEN 


LAST MINUTE aeten FOR BOYS 





S-Tube Senior Space Explorer Kit, Beam 
Power, All-Electric.. metal tubes, dyn. spkr. 
Ol eer peprrrererOrrrefprrprreysF $15.35 
cations Kit with tubes 17.48 
Alar Relay 
operate from. ‘Tio Volts” A.c. or 
097 000cnanece cess cpeneeseesces 8.00 


Code Practice Oscillator with 2 Tubes Read 
to operate from 330 Yo! t ts A.C. uses eaty” 3.98 
“te is ¢ senna: to "sso 
i Soi is from 
meters and tubes (less earphone) ..... 6.50 


H.G. CISIN, Chief Engineer 
ALLIED ENGINEERING INSTITUTE 
Dept. 8 -80 

65 Warren St., New York, N. Y. 
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It is generally not considered worthwhile 
to enter the actual number of man-hours on 
the estimate or bid. Entering a flat sum as a 
part of your total bid is satisfactory. Es- 
tablishing the hourly labor charge is a local 
problem and may be governed by the local 
union or your own standards. The figures in 
the bid sheet shown in Figure I are merely 
numbers; obviously they are not to be ac- 
cepted as standards. Setting the selling 
price of individual items is entirely up to 
the serviceman-dealer. While the list price 
of, say the speakers, would be the ideal, 
it may be that in order to capture the sale 
you will be asked to “dicker.” 

It is not the purpose of this article to 
condone or condemn such practices. It is 
known, though, that the serviceman-dealer 
who painfully cuts prices and wins the bid, 
stands a rare opportunity of showing a 
profit in the end. 


THE CLOSING 


Assuming that the bid has been mailed to 
the school, there is little left to do. All bids 
must be in by a given date as set by the 
school board. Usually this is followed by 
a period of time varying from weeks to 
months until the next board meeting. At 
this gathering the bids are studied individu- 
ally and compared with others. You may be 
called in for consultation with a committee 
appointed by the school board. As has been 
mentioned before, price alone does not al- 
ways or entirely govern the awarding of the 
bid. Your high reputation may have in- 
fluenced the board members. You may be 
asked to change your bid with the requested 
innovations of merchandise from a standard 
of quantity or quality. Suppose after all of 
this seemingly lengthy procedure you are 
awarded the signed contract. 

This may or may not have a time limit 
attached. With no set time, it is entirely 
possible for you to carry on with your regu- 
lar service business without the need of ad- 
ditional help. However, time limit or not, 
it will be to your eventual advantage to get 
the installation in working order in as 
short a period as possible. After comple- 
tion, have the principal or his assistant op- 
erate the system with you acting as the 
friendly adviser. Allow him to throw 
switches by himself, “get the feel of it.” 
Explain tactfully any erroneous impressions 
which may later evolve into complaints of 
dissatisfaction. Remember, as in most cases, 
your payment will very likely be made 
promptly on approval of the system by the 
school board. 

Selling “Recorders”: Once your School 
Sound System is in operation and has given 
satisfactory service over a period of several 
months, it becomes an easy matter to ap- 
proach the school on other related items. A 
recorder is the most apt instrument for gen- 
eral school purposes, especially the voice 
and music classes. Offering a demonstra- 
tion and free voice records at a Parent- 
Teachers meeting is a most effective way of 
introducing accessories such as recorders. 

It has been the author’s purpose to set 
forth certain fundamentals essential to sell- 
ing School Sound Systems. Some of the 
methods will suggest others which may 
prove even more effective. In different com- 
munities, the bidding may be conducted in 
a somewhat different manner. Basically, 
though, all are similar. 

For those desiring deeper insight into the 
subject, the following is recommended; 
“The School Radio-Sound System” at 25 
cents. Available from the Federal Radio 
Education Committee, U. S. Office of Edu- 
cation, Washington, D. C. 


This article prepared through courtes y 
of Montgomery Ward & Co., Chicago, I 
smois. 
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New Direct-Coupied FM - AM 


AMPLIFIER MANUAL 


By A. C. SHANEY 


Chief Engineer, Amplifier Co. of America 




















































































































For the Layman, Serviceman 
Recordist and Engineer 


Regardless of whether you are interested in the finest 
type of phonograph reproduction, high fidelity recording, 
sound-on-film applications, FM or AM programs, you 
will find invaluable information in this practical handbook 
Written by the leading exponent of direct-coupled am 
plifiers who has spent more than 10 years improving and 
perfecting the famous Loftin-White circuit 













































Explains the theory and practical application of: 
Variable Speed Non-Overloading Push-Pull Expansion 
Non-Frequency Discriminating Scratch Suppression 
Push-Pull Balanced Direct-Coupled Amplification 
Push-Pull High-Frequency Equalization 
Push-Pull Low-Frequency Equalization 
Push-Pull Volume Compression 
Automatic Volume Limitation 
Automatic Volume Control 
Calibrated V.U. Indicator 
Audio Spectrum Control 
Remote Control 

































































If you are interested in the latest audio developments, 
you can’t afford to be without this complete compilation 
of authentic articles on Direct-Coupled Amplifiers. 32 
pages 8%” x11". Over 100 diagrams and illustrations. 











Priced to Cover Cost of 
Printing” and” Mailing 20€ 


Send Stamps or Coin 


AMPLIFIER CO. of AMERICA 


17 WEST 20TH STREET, NEW YORK, N. Y. 




































SAVE 15 50% 
FACTO RY-T0-YOU 


9 BANI e, 


DIAL SCALES) Z 


TUNING with SUPER 
BAND SPREAD Rapvio! 


untdh SPEAKER 


TUBES , PUSH 
T§ BUTTON TUNING, 
@ | MAGNA TENWA 


$5022 COMPLETE | 100? AERIAL: 
TRADE-IN READY TOPLAY 


of it . . . 20 times easier to tune. . . 10 times 
more sensitive than ordinary radios! Crystal-Clear 
High Fidelity Tone. Famous 30-day trial plan fully 
protects you and enables you to prove Midwest's amazing 
new 1942 Super Spread Band performance in your own 
home, without obligation. Write today. Your name on @ 
1¢ postal card will do.,, 
Bind fo for big FREE 1942 
Catalog, showing Radios, 
Radio - Phonos, Home { 
Recorders — from 
9 95 to $212.50. 


w 16 TUBES 


MIDWEST RADIO CORPORATION 
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<— THE OLD TYPE MANUALS— 
Bulky, heavy, hard to handle, 
space consuming, less USEFUL 
data despite greater number of 
pages. 














OUR NEW MANUAL—Lighter, 


> 








compact, easy to handle, takes 
half as much room on the shelf, 
more USEFUL information de- 
spite fewer namber of pages. 


MANUALS NOW READY! 





Fee eeeeceses ee eee ee eee eee eee eee eee eeeeeeee5 


RC-1041 
(Send remittance in form of check or money 
order; register your letter if you send cash.) 
FSS SF SSS SF SF SF SF SS SS SS SS SS SS SS SS Se eee eee ee ee 


& RADCRAFT PUBLICATIONS, INC., 25 West Broadway ! 
§ New York, N. Y. 4 
8 Gentlemen: Enclosed find my remittance of $10.00, for ! 
. which send me, POSTPAID, my copy of the RADIO : 
s CIRCUIT MANUAL—1941. r 
7 ' 
' Name ' 
' S 
t Address . 
: City State : 
' . 
a ' 
' ' 
4 | 
L a 
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AA New 
RAD 


The Only EDITED man 
Ever Published ! 
* 
DIRECTORY OF RECEIVERS 
MANUFACTURED IN 1940 
AND UP TO JUNE, 194) 
> 


OUTSTANDING FEA 


@ Contains data on more than 





@ 40% larger permit: 
1800 receiver models !—more of all inform on on 
than any other radio service (A few ble ca 
manual. cepted.) 

@ Only 736 pages!—less than @ LF. peaks MM superl 
half the bulk of any other cuits are displa 
manual and more than 1/3 black boxeilpne miss 
lighter. accurate, 

@ All information is EDITED!— © No space valioncomn 
all non-essential data deleted and tions and am receiver 
the balance checked and corre- plifiers, music 
lated with the schematics and struments, 100% 
sketches. ice Engineegmnual. 


A “CUSTOM - TAILORED” M 
FOR SERVICE ENGINEE 


VAL 








Here, at last, is a Service Manual deliberately PLANNED for the Si Engine 
stead of a mere hodge-podge collection of service data, as manuals Men in th 
this RADIO CIRCUIT MANUAL is an orderly compilation of dio diz 
and service information, carefully edited and uniformly presented @imaximu: 
venience of the busy Service Engineer. All time-consuming, non-es@mata hay 
weeded out, and the remaining information, vitally important to Bd and e' 
servicing of modern radio receivers, has been laid out in a logiai-readin; 
which cuts time from the day’s work. Because of this and other fediwhich ar 
evident upon first observation, it has been possible to list all informiipertainin 
given model on a single page. 

In 736 pages this Manual presents essential service data on over |8Miver moc 


more than any other existing service manual on the market! 


ONLY ONE MANUAL PER ‘R! 


The new technique used in compiling this RADIO CIRCUIT MAMIRI$1 m; 
possible to include in a single book all the new receiver models wig radio in 
can produce in a single year. This factor alone represents an iM saving 
Service Engineers. 








ORDER YOUR MANUAL oo 


IMMEDIATELY_WVOW! po 
ONLY tine MB. Next 


Circtll~loqo. * 


1 0 0 0 the on | 
XP 
—_ ticing 
— ticing 


RADCRAFT PUBLICATIG, IN 
25 W. BROADWAY YOR: 








Get your copy directly ‘from us by filling 
out and mailing the convenient coupon 
shown at left, or get it directly from your 
favorite distributor. 

736 pages; size 1354x10%x2 in. thick; 
loose leaf, leatheroid-covered stiff binder; 
net weight 6% Ibs. 
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Type of Service Manual! 
CIRCUIT MANUAL - 1941 












Vianu MORE INFORMATION IN HALF THE NUMBER OF PAGES 
! The value of a service manual is measured not by the number receivers whi i i i i 
of pages but by the amount of useful cw Soar: By Thus, in repair (no — ee eee Ss Oe ee Sare 
only 736 pages this Radio Circuit Manual covers over 200 sets or amplifiers, no electronic devices, etc.); by many 
(ERS receiver models MORE than does any other competitive months of hard work based on a definite plan of procedure 
1940 manual in twice the number of pages. and a clear understanding of the actual requirements of the 
HOW DID WE DO IT?... Service Engineer. There is no “dead weight” information 
194] . . . - By increasing the size of our page; by discarding non- to add bulk to this Manual. Every word counts. Every minute 


essential data and editing the balance; by listing only those of reading time is well spent. 
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SPECIAL NOTE 





To wide-awake 


Dealer- 
Servicemen 


Your Golden Opportunity 
is RIGHT NOW! 


Push the Meissner 


F-M CONVERTER 


For EXTRA Profits! 


Now is the time to cash in on Converter sales 
—before the sale of new set models with 
built-in F-M has a telling effect! The Meissner 
F-M Converter, conveniently connected to 
ANY radio set, gives the same performance at 
a third of the cost. Take one under your arm 
when you call on a service cust d 
strate the amazing quality of this new system 
—leave it on trial if you can’t walk away with 
a check! The radio public is rapidly becoming 
F-M minded—new stations are going up at a 
rapidly increasing rate—and they're going to 
demand F-M in a hurry! The best, simplest 
and most economical way is by using the 
Meissner F-M Converter with the present radio 
set. But PUSH IT NOW! 





F-M CONVERTER, Complete with tubes, 
Model 9-1047A. List Price . . . . $44.95 





ENSTRUCTION MANUAL 
ray = 1941 EDITION. 
Get your copy of this big 


new manual at once! 168 
pages, 82 by 11 inches, 
full of all the latest in re- 
ceiver circuits, complete in- 
structions on all Meissner 
kits and wired sets. Many 
pages of data on F-M; coil 
design, charts and tables. 


Only 50 cents Net 











Write for Free Complete Catalog! 
Dept. C-12 


**PRECISION-BUILT PRODUCTS" 





New Station WABC on Columbia 
Island, New York 


The transmitting equipment for the new 
Station WABC (opened officially Oct. 
18th) on Columbia Island in Long Island 
Sound was designed and manufactured to 
CBS specifications by the Federal Tele- 
graph unit of International Telephone & 
Radio Manufacturing Corporation, manu- 
facturing subsidiary of International Tele- 
phone and Telegraph Corporation. 


There are two complete and independent 
transmitters, the main broadcasting unit 
capable of delivering 50 Kw. 100 per cent 
modulated, and an auxiliary transmitter of 
5 Kw. which would go into service imme- 
diately should anything cause the main 
transmitter to fail and thus assure contin- 
uous service under any conceivable condi- 
tions. 

The water-cooled vacuum tubes, each 
with an anode dissipation rating of 40 Kw. 
are employed in the final radio frequency 
amplifier. The two tubes are capable of 
providing a 50 Kw. carrier and, at 100 per 
cent modulation, they deliver the necessary 
200 Kw. peak power. The filaments are A.C. 
heated, thus avoiding rotating machinery 
and additional maintenance. 

Because of the situation of the station on 
tiny Columbia Island, all frames, panels 
and component parts of the transmitters 
have been specially finished against any 
corrosive effects of salt air. 

The auxiliary transmitter is air cooled as 
insurance against any failure of water 

supply. 

An additional feature is provided to safe- 
guard continuity of operation at 50 Kw. The 
5 Kw. auxiliary unit can be used to provide 
driving power to the high power output 
amplifier in case trouble develops in the low 
power stages of the main transmitter. 

Certain portions of the equipment, prin- 
cipally the radio frequency oscillator and 
its associated low power amplifiers and the 
low level audio amplifiers, are provided in 
duplicate for both the main and auxiliary 
transmitters. This additional apparatus fur- 
ther insures continuity of service and sim- 
= the job of equipment maintenance. 

Each unit is complete with its individual 
power supply and is so arranged that the 
unit not in operation may be readily re- 
moved from the transmitter for mainte- 
nance. 

Because of the many automatic features, 
the control system is one of the most in- 
genious ever provided for radio broadcast- 
ing. All operating controls and indicator 
signals are centered at the control console. 

To assist airliners bound to and from 
LaGuardia Field, the height of the tower 
was kept to 410 feet above mean sea level, 
with an 85-foot circular steel ring hori- 

zontally-centered at the top. 

If power from the land should fail entirely, 
there is an auxiliary gasoline-driven genera- 
tor that can be switched in with a time lag 
of only three seconds. 

For bringing programs to the transmit- 
ter, there are two sub-sea transmission 
te each containing seven pairs of wires. 

They, too, are armored by layers of steel 
wire wrapping, and are designed to with- 
stand the ravages of the sea. 

If one of them should be cut by a ship’s 
anchor or other accident, the other would 
be nsed. If both should fail through some 
unforeseen disaster, there is an emergency 
cable fixed to a drum that can be unreeled 
from a boat and hooked up to the shore 
terminal. 

If all these should fail, there is still an 
ultra- high frequency transmitting and re- 
ceiving system linking the island and Co- 
lumbia’s studios in New York. 
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The Sky Champion represents one of the best values WSS 
ever offered in the communications field—has all the 

essential controls for good amateur reception. 9 tubes, 

4 bands, tunes from 545 ke. to 44 me. Band one 545 ke. to 

1720 ke. Band two 1760 me. to 5.2 me. Band three 5.3 me. 

to 15.6 me. Band four 15.3 me. to 44 me. Automatic noise 
limiter. AVC switch. Standby switch. Inertia bandspread tun- 
ing. Separate electrical bandspread. Beat frequency oscillator. 
Battery-Vibrapack, DC operation socket. Cabinet dimensions 
18%" long, 84%” high, 9°" deep. The Sky Ghampion (Model 
S-20R) $54.50, 


Tube line-up, 6SK7 RF amplifier, 
6K8 first detector—mixer H.F. Os- 
scillator, 6SK7 first IF amplifier, 
6SK7 second IF amplifier, 6SQ7 
second detector, AVC first stage of 
audio, 6F6G second audio output 
stage, 6H6 automatic noise limiter, 
6J5GT beat frequency oscillator, 
80 rectifier. 
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A “HIGH 


N this article and its accom- 
| panying photographs and dia- 

grams can be seen the results 

of the writer’s endeavor to 
create an amplifier ideally suited 
for the reproduction of musical 
programs, such as radio broadcasts and 
recordings, with a high degree of realism. 
The amplifier had to be more than just 
ordinarily good as its ultimate purpose was 
to please the discriminating music lover. 

After much experimenting with various 
types of resistance-coupled and transformer- 
coupled circuits, the circuit described herein 
was finally arrived at as filling this exact- 
ing requirement. 

In the tube_line-up, triodes are used 
throughout with the exception of the out- 
put stage which uses 6L6Gs in push-pull, 
with inverse feed-back. 

Thordarson Tru-fidelity audio transform- 
ers are used in the interstage and output 
stage and are largely responsible for the 
excellent results of which this amplifier is 
capable. These transformers have a fre- 
quency response of plus or minus ™% decibel 
from 30 to 15,000 cycles per second and 
have hum-buck construction, with heavy 
iron cases. The over-all gain of the ampli- 
fier is approximately 75 decibels. Power 
output is 15 watts at less than 2% distor- 
tion, although higher output is possible with 
an increase in distortion content. Let it be 
mentioned at this point that high power 
output was not considered an essential fac- 
tor during design; medium power output, 
with excellent fidelity, was the keynote. 
However, an output up to fifteen watts 
provides an adequate reserve for the han- 
dling of loud signal passages without no- 
ticeable distortion. 

While this amplifier is inherently simple, 
it incorporates certain features well worthy 
of consideration: For instance, the direct 
coupling of the first audio stage with the 
phase inverter tube is an innovation in it- 
self and is deserving of comment and will 
be discussed at length later in the text. 


FIRST AUDIO STAGE 

The first audio stage is a 6J5, self-biased, 
with no condenser from cathode to ground 
so as to take advantage of the small amount 
of degeneration occurring in the 2500 ohm 
bias resistor. The grid of this stage receives 
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General view at left—bottom view at right. 


EMILE J. ROME 


This excellent audio amplifier has a power out- 
put of 15 watts at less than 2% distortion. The 
over-all gain of the amplifier is 75 decibels. 


its signal from the volume control which 
is connected to a phono-radio switch. A 
high-frequency tone control, consisting of 
a .02 mf. condenser and a 150,000 ohm po- 
tentiometer, is connected from plate to 
ground of the 6J5. This tone control was 
incorporated for the purpose of attenuating 
high-frequency extraneous sounds and hiss 
from broadcast programs, when there is a 
predominance of such sounds, and for re- 
ducing surface noise (needle scratch) when 
playing worn phonograph records. Other- 
wise, use of the tone control is not recom- 
mended as it only defeats that which so 
much energy was exerted to attain—a flat 
output curve with extended high frequency 
response. The first audio stage is further 
discussed with the phase inverter as it is 
closely related to that stage because of the 
direct coupling employed. 

Following the phase inverter is a stage 
of push-pull 6J5s. Push-pull at this point 
was considered desirable for the elimina- 
tion of second harmonic distortion at high 
signal levels. Also, while the grids of the 
output stage are never operated positively, 
the use of feed-back doubles the signal volt- 
age required of the driver stage. A Thor- 
darson Tru-fidelity transformer couples 
this stage to the output stage. 


PUSH-PULL, BEAM POWER OUTPUT STAGE 

Two 6L6Gs, in push-pull arrangement, 
are utilized in the output stage, with 
16 2/3% inverse feed-back. This amount of 
feed-back was decided upon in order to 
reduce speaker resonance (boom) and dis- 
tortion to an absolute minimum and to 
flatten the frequency response of the output 
stage. This stage is coupled to the speaker 
voice coil by means of a Thordarson Tru- 
fidelity output transformer. The primary of 
this transformer is rated at 5000 ohms with 
appropriate taps for matching the speaker 
voice coil. However, inasmuch as the 6L6G 
output stage requires a load of 6600 ohms 
for proper operation, its rated impedances of 
the secondary taps had to be disregarded 
and a selection of taps for reflecting the 
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proper impedance from the speak- 
er voice coil to the plates of the 
6L6Gs had to be made. The fol- 
lowing formula is applicable in 
this instance: 


L*Z 
Zz: = ——— 
L? 


Where L* is the transformer primary rat- 

ing. 

L? is the proper load for the tubes 
used. 

Z is the voice coil impedance of 
the speaker used. 

Zx is the impedance of the taps nec- 
essary to effect a match. 


Thus, with a voice coil impedance of 10 
ohms and a required plate load of 6600 
ohms, we have, 


5000 
6600 


ha 2 = 7.5 ohms. 


By connecting the 10 ohm voice coil to the 
7.5 ohm taps of the output transformer 
secondary, a proper match is accomplished 
for the 6600 primary requirement. A way 
to check this is by determining the correct 
impedance ratio. For instance, with a 6600 
ohm plate load and a 10 ohm voice coil, 
the impedance ratio is 


6600 
= 660, 


10 
practically the same as with a 5000 ohm 
plate load and a 7.5 ohm voice coil. 
The output stage is flexible in that low- 


mu triodes (2A3s or any of their 6.3 volt 
counterparts) may be used instead of 6L6s 
in applications where it is desirable to have 
a low plate resistance output stage, such 
as working into a recorder cutter-head, 
etc. Or, where greater output is needed, 
parallel push-pull 6L6Gs (AB*) can be 
used. These changes in the output stage 
are possible without effecting the phase 
inverter stage or push-pull interstage, 
thereby retaining their features. Of course, 
the greater current drain of a parallel push- 
pull output stage will have to be taken into 
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consideration, as well as the proper plate 
load. 


PHASE INVERTER 

Direct coupling between the first audio 
stage and the phase inverter was made 
practical by matching the first audio stage 
plate operating voltage to the voltage proper 
for the phase inverter tube grid, which is 
100 volts. A study of the voltages in Figure 
3 reveals that the plate supply volts for the 
first audio stage is 250 volts. This tube 
draws 1 mil. (ma.) plate current, causing 
a 150 volt drop in the combination of R-2 
and R-3, developing an operating potential 
of 100 volts for its plate, and, by virtue of 
the direct coupling, the same potential for 
the grid of the phase inverter tube. This 
voltage automatically biases the 6J5 phase 
inverter tube to where its plate current is 
approximately 2 mils. This current causes 
a voltage drop of 102 volts across R-4 and 
a similar drop across R-5, leaving 158 volts 
as measured from plate to cathode of the 
phase inverter tube. Thus, it can be seen 
that the 362 volt plate supply for the phase 
inverter tube is fairly well divided between 
R-4, R-5 and the phase inverter tube itself. 
R-2 is the first stage plate resistor and R-3 
performs the dual function of filtering and 
dropping the voltage to the proper level 
at the point of the direct coupling, i.e., 100 
volts. 

While there is no gain in this phase in- 
verter, a redeeming feature is the fact that 
the inverted signals are always 180° out of 
phase, regardless of frequency, and no un- 
balanced condition will result from changed 
tube characteristics due to aging. 

The plate voltage supply for the phase 
inverter tube was selected purposely high 


in order to avoid too low a potential on 
the plate of the first audio stage. As can 
be observed, the plate voltage of the first 
audio stage and the cathode voltage of the 
phase inverter tube are practically the same, 
with the exception of a few volts of auto- 
matic bias that are developed in the phase 
inverter cathode resistor. This high volt- 
age is taken from the output stage plate 
supply where 375 volts are available. Ad- 
ditional filtering was required at this point 
to keep all traces of A.C. out of the phase 
inverter stage. This is adequately accom- 
plished by choke 1 and the 8 microfarad 
electrolytic condenser C-2. 

Care was exercised in selecting the phase 
inverter cathode resistor R-4 and the phase 
inverter plate resistor R-5 to be certain of 
obtaining as near a match as possible be- 
tween the two. This was done by measur- 
ing the resistance of six 50,000 ohm re- 
sistors with a sensitive ohmmeter, and 
choosing two that were identical in resist- 
ance value. Resistors selected at random 
may vary as much as 20%. 

The first audio stage and power, trans- 
former and filter section are not on the same 
chassis shown in the photograph in Figure 
1. They are on the tuner chassis which is 
used with this amplifier for the reception 
of radio broadcasts. The tuner is not shown. 
The power supply is conventional, as can 
be seen in the schematic diagram in Figure 
2. The phase inverter, push-pull driver stage 
and push-pull outlet stage are on the chas- 
sis pictured in Figure 1, and are within the 
dotted line portion of the schematic diagram 
in Figure 2. Heavy stranded filament wires 
are used to convey the filament current and 
voltage to the amplifier. Each filament wire 
is connected to two pins on the plus to 
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which they connect, and, correspondingly, 
two lugs on the plug socket are joined, to 
avoid the possibility of a voltage drop and 
consequent heating at this juncture. 


Parts List 
RESISTORS 
One 1.R.C., 2500 ohms, % watt, R-1 
Three 1.R.C., 50,000 ohms, %4 watt, ke2 2, R-4, R-5; 
me 1. R.C., 0.1 megohm, 14 watt, R-3, ; * Bi. ’R 12, 


R-6, R-7; 
R-9, R-10; 


wire wound, 


Two ik.c., 
One LR.C., 


0.5 megohm, % 

500 ohms, 1 watt, 

Two L.R.C., 20,000 ohms, % Bang 

One I.R.C., 25, 000 ohms, 25 watt, 
adjustable, R-14 

One LR.C., 200 ohms, 
justable, R- 15 


w > 


10 watt, wire wound, ad 


CONDENSERS 

One Aerovox type 2Gt ie ae dry electrolytic, 
8-8 mf., 450 tat 

Two Cornell- Dubilier nl ST. ‘6S1, 
600 V., C- 

Two Cornell ‘Dubie type DT-6P1, paper, 
600 V C-€ 

One Atha, type ; 284, paper, 

One RCA type 5212, 
WV DC., C-8; 

Two RCA type 12467, 
450 WV DC., C-9, C- 

One Aecrovox type PR5O, 
50 WV DC., C-11; 

One Aerovox 684, paper, .02 mf., 600 V., C-12; 


Tvuses 

Four RCA type 6J5; 
Two RCA type 6L6G; 
One RCA type 5T4. 


"paper, .01 mf., 
i Mt. 


1 mf., , 
dry electrolytic, 18 mf., 


200 V., C-7; 
450 


wet electrolytic, 30 mf., 
10; 


dry electrolytic, 50 mf., 


MISCELLANEOUS 

One Thordarson Choke type T-37C36, Choke 1; 

One Thordarson Choke type T-67C49, Choke 2: 

One Thordarson Tru-Fidelity Transformer, push- 
pull input, type T-2A42, T-1; 

One Thordarson Tru-Fidelity Transformer, 
pull output, type T-3821, T-2; 

Gus Thordarson Power T ransformer, type T-13R16 

200 ma. at 400-0-400 V.; 4 A. at 5 V.; 5.14 A 

7. T-3: 


push 


~ 2 megohm potentiometer, vol. control; 


One LR.C. 0.15 megohm poten., tone control. 
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Wiring diagram of the High-Quality Amplifier. 
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The circuit diagrams given above are explained in the text and the important 


role played by the coupling coil in radi 
discussed at length by the author. The loop 


© receiving circuits especially, are 
antennas used so widely on portable 


sets has required some fine ——s = properly solve the problem of the 


best type of coi 
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or the purpose. 


COIL 
COUPLING 
PROBLEMS 


L. V. SORENSEN 


The author explains in an easily understood 
manner, some of the problems met with in radio 
design, so far as the coils and coupling methods 
are concerned. Every student of radio techniqu: 
will find many valuable pointers in this article. 
Some of the topics are—Loop Antennas, Re- 
ducing Hum Modulation, Effect of High Im- 
pedance Primaries, Short-Wave Coils and 
R.F. Amplifiers. 


PART I 


signals and to discriminate against the undesired signals, but 

the methods by which these resonant circuits are coupled into 

the preceding and following tubes or circuits vary widely as 
conditions dictate. It is the purpose of this article to discuss the 
general methods used to couple tuned circuits into radio receivers, 
outline the general characteristics of each method, and to point out 
the limitations that influence the type and amount of coupling. 


F: ERY radio set employs resonant circuits to select the desired 


LOOP ANTENNAS 


A loop antenna is the outstanding example of a simple method 
of coupling a resonant circuit to a tube. The entire tuned circuit 
is directly connected between the grid and the cathode return of 
the first tube. Signal voltage is introduced into the loop by direct 
induction from the signal field existing in space. 

When the signal from the desired station is too weak for sat 

factory reception on a loop, it is necessary to couple an outs side 
peeee to the receiver. The most common method of coupling 
is to connect’ the antenna to a few turns of wire wound around re 
loop. When the loop is of relatively large diameter the coupling 
winding is frequently only a single turn, When the loop is sm ‘1 


up the manned inductance, the natin winding frequently hi 
several turns in place of the ‘single turn used on the larger diameter 
loops. This type of coupling is known as “low-impedance” coupling 
Its characteristics are: low gain at the low-frequency end of the 
tuning range, very much higher gain (often 5 to 8 times) at the 
high-frequency end of the tuning range, poor image-ratio, and 
considerable sensitivity (at the high-frequency end of the tuning 
range) to variations in antenna capacity. 

The principal limitation in the amount of this type of coupling 
that can be employed is the amount of capacity “reflected” from the 
antenna across the tuned circuit. When this “reflected” capacit 
becomes large enough to throw the circuit badly out of alignment 
with the other circuits in the receiver, a net loss in sensitivity 1s 
caused by further increases in coupling. Under such a condition 
of misalignment the image-ratio suffers very badly. In some sets 
an isolating condenser of limited capacity, say 50- to 100-mi 
may be connected in series with the coupling winding to limit the 
maximum capacity that may be reflected across the tuned circuit 
by antennas of unusually high capacity. 

A fairly common variation of the coupling winding just « 
scribed is to make the coupling conductive rather than induct 
In other words, instead of using a separate winding for 
antenna coupling, a part of the secondary is used for the dual 
function of coupling winding and for part of the tuned cir 
In construction, this is accomplished by putting a tap on the | 
winding one or more turns from the low-potential end of t 
coil, and connecting this tap to the antenna, either directly 
through an isolating condenser. The tapped loop may present 
some manufacturing advantages over the separate coupling win 
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times introducing “hum-modulation” into 
the received signal. Following the circuit 

Figure 1, it can easily be seen how this 
n oe of coupling the antenna to the loop 
introduces hum modulation in AC-DC sets. 


Reducing “Hum” Modulation: When 
the line plug is so connected that side “A” 
is connected to the “ungrounded” side * 
he power line, the A.C. line voltage is 
divided across Cl, C2, and C3 in series, 
Since only Cl has both terminals in the 
grid circuit this is the only condenser 
across which an A.C. voltage of power- 
line frequency can introduce hum into the 
grid circuit. A moment’s consideration 
of these three condensers in series will 
show that increasing the value of Cl, de- 
creasing the value of C2 or reducing the 
capacity of C3 (the capacity of antenna to 
ground) will reduce hum-modulation. Of 
course, the quickest and easiest method of 
reducing hum-modulation in the above case 
would be to reverse the line plug. Reversing 
the line plug, however, will have little ef- 
fect on hum voltages that the antenna may 
pick up from high-voltage power lines that 
may be in the neighborhood of the antenna. 
A.C, sets with the same type of coupling 
from antenna to loop may experience sim- 
ilar trouble but probably to a lesser de- 
gree, because the power line is not con- 
nected to the chassis, but is merely by- 
passed to it with a relatively small con- 
denser. 

If hum-modulation only when the antenna 
is connected i isa complaint on any receiver 
using the type of antenna ‘coupling shown 
in Figure 1, it is suggested that the an- 
tenna connection be removed from the tap 
on the loop and that a completely separate 
coupling winding be wound on the loop, 
right over the turns formerly included in 
the antenna circuit. 


This new winding should have the same 
number of turns as there were between the 
tap and the AVC end of the loop. The 
AVC end of the new coupling winding 
should be connected to chassis on an A.C. 
set, and to “B” minus on an A.C.-D.C. 
set. In the latter case, an isolating con- 
denser should be connected between the an- 
tenna_and the high-potential end of the 
coupling coil while in the former case no 
isolating condenser is necessary. It is very 
important that the coupling winding be 
located at the AVC end of the loop, where 
the capacity between the coupling winding 
and the loop adds virtually nothing to the 
circuit capacity on the loop. If the coupling 
winding is located at the grid end of the 
loop, the winding will add so much fixed 
capacity to the grid circuit, that it may 
be impossible to “trim” the loop to res- 
onance with the oscillator at the proper 
dial setting. 


Capacity-Coupled Antenna: Another 
scheme for coupling an antenna to a loop 
is to connect the antenna directly to the 
grid through a very small capacity—some- 
thing around 2 mmf. Such a scheme is 
ace simple but results in a poor 
image ratio. To prevent serious mistrack- 
in g at the high-frequency end of the band, 
it is essential that the wiring from the low- 
capacity coupling condenser to the antenna 
terminal or lead of the set have a relatively 
hi igh capacity to chassis, say 10 to 20 mmf. 

With such a capacity coupling from the 
low-capacity condenser to ground or chas- 
sis, little change is made in the effective 
grid-circuit capacity when the antenna is 
connected to the antenna post, but if the 
low- capacity coupling condenser is so placed 
that its lead to the antenna terminal has 
negligible capacity to ground, the maximum 
mistracking will result when an antenna 
is connected. 
RADIO-CRAFT 
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- OR WHY MR. VAN DROOL 


DROPPED Hs ‘SPOON IN THE SOUP 


iW happened during the 
dinner hour at the Van 
Drool mansion. 

Rich Mr. Van Drool 
was sipping soup in per- 
fect rhythm to the music 
of his super de luxe radio 
console. Suddenly came a 
noise like a firecracker as 
a midget condenser — 
which serviceman Wilbert 
Fixit had installed just the 
day before — exploded. 

Mr. Van Drool jumped, 

dropped his spoon and 

swore. What made him so 

mad, he said afterwards, was not chet he 
dropped his spoon in the soup, but that 
he burned his fingers getting it out. 

That experience taught Serviceman 
Fixit a lesson. No more midget dry elec- 
trolytics for him. He'd use big, full-sized 
replacements and play safe. One day, 
however, his jobber gave Wilbert a sam- 
ple Sprague Atom and some literature 
about it. 

“Guaranteed not to explode!” 
Wilbert as he read the 
“Phooey!” 

But Wilbert was a methodical man. He 
put the Atom under test. No matter what 
he did, it wouldn't explode. Although the 
condenser was only rated at 450 volts, 
he had to smack it with over 750 volts 
before it even broke down. Then Wilbert 
bought a dozen more Sprague Atoms and 
found they tested equally good. 

While he was testing them, Mr. Van 
Drool’s chauffeur dragged one of the 


snorted 
literature. 


No. C-1743 Streamline 

Cabinet Rack. These cabinets 

are made in five sizes varying in 

panel space from & 3/4" to 35”. Standard 
19” panel width. 


BUD PRODUCTS 


BUD Products are carefully de- 
signed and accurately built to 
precision standards. Only the fin- 
est materials are used 
manufacture. That’s why they are 
foremost in trouble-free, depend- 
able performance. 


upstairs radios into the 
shop. 

“The boss wants this 
fixed in an hour,” he ex- 
plained. “And no foolin’. 
He says it’s your last 
chance.” 

“Lordy,” groaned Wil- 
bert, after examining the 
set. “A three-section con- 
denser gone bad. It’ll take 
a week to get one from the 
factory.” 

Then he thought of his 
Sprague Atoms and the ST 
mounting strap the jobber 
had supplied with them. He 

could take two 8 mfd. 350 V. Atoms and a 
25 mfd. 25 V. Atom, strap ’em together—and 
the job would be done. It was the only thing 
Wilbert could do, so Wilbert did it. 

To his surprise the three Atoms when 
strapped together were actually smaller 
than the original three-section condenser. 
Also, his total net cost on the Atoms was 
only 96c. A duplicate unit would cost $1.20. 

What’s more, the Atoms stayed put. 

Mr. Van Drool was more than pleased— 
and that meant Wilbert was pleased, too. 
Today he uses Atoms for practically all of 
his replacements, big or little. 

“T save ’steen days by using Atoms,” is 
the way he puts it. “I save money, I save 
shoe leather, I save time, I save my good 
disposition—and I save customers. Best of 
all, Mr. Van Drool will never drop his spoon 
in the soup again.” 

Drooly yours, 


SPRAGUE PRODUCTS CO., 


North Adams, Mass. 


for dependable 
performance 


in their 


BUD Panels, Chassis and Cabinets are made 
in a large variety of sizes to fit all amateur 
and experimental applications. Your jobber 
will gladly assist you in making proper 
selection to fit your requirements. 








throughout 
guarantee of 
performance. 
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BUD COILS & CONDENSERS 


««« an efficient combination 
For tank-circuit team- 

work—use BUD Coils 

and Condensers. 
are made in many sizes 
for application in low, 
medium, and high-pow- 
er transmitters, BU D 
quality construction 


Wr rite for your copy of the No. 241 BUD Catalog. 


Both 


your 
efficient 





RADIO, INC. 


CLEVELAND, OHIO 
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SECTIONAL 
“STOCK BOY”’ 
CABINETS 
HELP YOU SELL 


=z 


Introducing the new Sylvania Add-a-Unit 
“Stock Boy”—custom built for radiotube 
merchandising. You can— 


Add shelf sections as needed. 


Dress up your store. 


Stock tubes for easy accessibility. Elimi- 
inate expensive store layout changes in- 
curred by built-in shelves. 


Heavy gauge steel . . coated with rich 
olive enamel . . surface will not crack, 
peel or chip . . all joints welded . . light 
weight. 


Each shelf holds from 70 to 140 (one row 
deep) tubes, or as many as 420 tubes by 
using the full capacity of the shelf. 


Ask your jobber how you can get them. 


Sylvania Set-Tested Radio Tubes 


HYGRADE SYLVANIA 
CORPORATION 


EMPORIUM, PA. 








In broadcast radio sets employing con- 
ventional antenna coils, the low-impedance 
primary was abandoned years ago in favor 
of high-impedance coupling to provide bet- 
ter image ratio, flatter gain characteristics 
from one end of the band to the other, and 
greater freedom from the de-tuning effects 
of antennas of different capacities. The 
same idea holds true in the better grades 
of sets employing loop antennas. These 
sets are employing high-impedance cou- 
pling in either of two forms: (1) a high- 
impedance primary of large diameter (per- 
haps 4 to 6 inches) coupled directly to the 
loop, or (2) a conventional high-imped- 
ance primary of the usual diameter coupled 
rather tightly to a small coil that is con- 
nected in series with the loop. 

In either case the net result is the same 
as a conventional high-impedance antenna 
coil having the same inductances, Q’s and 
coupling capacities. There is no question 
but what such a method of coupling an 
antenna to a loop gives better performance 
than the low-impedance couplings previ- 
ously described, but many designers have 
used the poorer coupling circuit because 
of its economy, and because of the fact 
that relatively few loop sets ever have an 
external antenna connected to them. 


Large-Loop Capacity Problem: In some 
sets that cover a rather large tuning range 
on each band, the distributed capacity of a 
large-diameter loop, comprising the entire 
inductance of the tuned circuit, is so high 
that the tuning range is seriously restricted. 
In such cases, an effective reduction in dis- 
tributed capacity can he obtained by sep- 
arating the inductance of the resonant 
circuit into two parts, putting approximate- 
ly half of the required inductance in the 
loop and the remainder in a small coil of 
low distributed capacity connected in series 
with the high side of the loop. If this in- 
ductance is mistakenly connected in the /ow 
side of the loop, virtually no advantage has 
been gained because the capacity of the 
loop to ground is still connected to the 
grid. When this capacity is connected to 
ground, however, with the small coil con- 
nected to the grid, the effective circuit ca- 
pacity is much lower and consequently the 
tuning ratio is greater. 

Sets of the better grade employing the 
above method of stretching the tuning ratio 
of the loop circuit, almost always have a 
high-impedance primary coupled loosely to 
the above mentioned small coil. Thus, when 
an outside antenna is connected to the 
receiver the loop circuit partakes of the 
desirable characteristics of an antenna coil 
with high-impedance primary, rather than 
the less desirable characteristics of the low- 
impedance coupling scheme that employs one 
or more coupling turns wound around the 
loop. 


ANTENNA COILS 


In general, all broadcast-band antenna 
coils of modern receivers employ high- 
impedance coupling for the same reasons as 
given in favor of such coupling in the better 
grade loop sets. The limiting factor in the 
amount of coupling that can be used is the 
amount of mistracking caused at the low- 
frequency end of the tuning range when 
antennas of different capacities are used, 
and by the amount of change in the ap- 
parent inductance of the tuned secondary 
as the low-frequency end of the tuning 
range is approached. This directly affects 
the tracking of an antenna coil with an 
R.F. or oscillator coil. 


Effect of High Impedance Primary: 
Mathematically, it can be shown that ac- 
tually a high-impedance primary (with an- 
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tenna connected) reflects a large capacit 
im Series with the tuned secondary, gi 
much the same effect as a padding 
denser in that circuit, and that the vi 
of that condenser becomes more dis stur 

to the normal tuning curve of the ci: 
as the resonant frequency of the pri 
circuit (primary inductance with ant 
capacity) approaches nearer to the 
frequency end of the tuning range, and 
the degree of coupling between the cir 
becomes greater. A reasonably good ¢ 
eral design specification for coupling 
high-impedance circuit is 15% magneti 
coupling and a primary resonant freque 
of about two-thirds of the lowest freque: 
to which the secondary will tune. 


In some instances, a little capacity cou 
pling is added to the high- impedance mag 
netic coupling for the purpose of changin 
the gain characteristics of the coil. Si 
the polarity of the magnetic coupling 
tween two coils can be reversed by revers 
ing either winding, there are two possible 
polarities of connections. 


With one of these polarities, the m 
netic coupling reinforces or aids the c 
pling provided by the coupling capacity 
while, with the other polarity, the magnetic 
coupling counteracts or opposes the 
pling produced by the coupling condens 


When the magnetic coupling aids th« 
capacity coupling, the general effect is t 
raise the gain all over the band, but most 
effectively at the high-frequency end. When 
the magnetic coupling opposes the capacity 
coupling there is a reduction of gain over 
the entire band but most effectively at some 
one point, which may accidentally be in 
the band in a poorly designed set (or on 
in which the coil has been accidental! 
hooked up incorrectly). 

This point of minimum response ma) 
be made to fall outside of the band at tl 
“ime age’ of some important frequency 
the band. When the latter is done the ima 
ratio is improved most at the one poi nt 
where cancellation of coupling is greatest 
but the beneficial effects of this opposition 
of couplings extend for a_ considerable 
range on either side of the cancellation fre- 
quency. This opposed coupling is most 
likely to be found in two-gang super-hetero- 
dynes where image ratio is seldom as good 
as may be desired. 


Short wave 


coils almost universally em 
ploy 


low-impedance coupling for several 
good reasons: (1) A high-impedance wind- 
ing for the range just higher than the 
broadcast band resonates in the broadcast 
band. If this resonance should accidentally 
fall at the frequency of a local station, the 
station, in all probability, would cause 
“cross-talk” on any station tuned in on 
the short wave band in question. (2) Low- 
impedance coupling makes a much better 
impedance match between a doublet an- 
tenna and the first tuned circuit. 


The limiting factor in the amount of 
low-impedance coupling that can be used 
on an antenna coil is the amount of mis- 
tracking caused by different antennas at 
the high-frequency end of the tuning range, 
and by the broadness of resonance of the 
antenna circuit when aligning with the 
standard 400-ohm dummy anténna. T! 
is especially important in sets having o1 
a two-gang condenser. If too many prim 
turns are used, the resistance of the dum: 
antenna is reflected into the tuned circuit 
in such an amount that the circuit becomes 
so broad that it is difficult to distinguish 
between the desired signal and the image, 
when the set is working on frequencies 
such as 16 to 18 mc. with a 456-kc. inter- 
mediate frequency and virtually impossible 
to pad at the low-frequency end. 
NOV.-DEC., 


for 1941 





R.F. AMPLIFIERS 


The types of coupling employed in R.F. 
amplifier stages probably vary more than 
the coupling in any other kind of a radio- 
frequency circuit. First, the two general 
classes of R.F. amplifiers, tuned and un- 
tuned, determine whether coils and coil 
couplings will be employed or not. 


The simplest coupling is resistance cou- 
pling, in much the same manner as a re- 
sistance-coupled audio amplifier with the 
exception that the values of the coupling 
resistances and condenser are usually con- 
siderably smaller than in audio circuits, 
and that a trap circuit (tuned to the inter- 
mediate frequency) is usually employed to 
keep out of the converter tube the noises 
arising in the R.F. tube at the intermediate 
frequency. If these noises are not sup- 
pressed by means of a wave-trap, the “sig- 
nal-to-noise” ratio suffers. Such a circuit 
is shown in Figure 2. 

Untuned R.F. amplifiers of more compli- 
cated design may be used to cover a greater 
band of frequencies, as in some All-lVave 
receivers. 

The most commonly used tuned R.F. 
coupling circuits are high-impedance cou- 
pling on the broadcast or long-wave bands 
and low-impedance coupling on the s/ort- 
wave bands. 


The high-impedance ‘circuit for R.F. 
pling has several versions: straight mag- 
ae coupling, magnetic plus capacity 
coupling, and capacity coupling (more fa- 
miliarly known as choke coupling). bog 
coupling circuits are shown respectively 1 
Figure 3, together with representative ex- 
amples of coils employing the coupling 
methods illustrated. 


The characteristic of the above type of 
coupling is a fairly flat curve of gain vs. 
frequency, especially in the circuit employ- 
ing combined magnetic and capacity cou- 
pling. All of these circuits yield better 
image ratios than low- impedance coupling, 
lut of these three the circuit employing 
only magnetic coupling yields better image 
ratios than either the combined magnetic 
and capacitive coupling or the straight 
capacitive coupling (except in the case 
where the magnetic coupling opposes the 
capacitive coupling for the specific purpose 
of improving the image ratio). 

In the design of such circuits, particular 
care should be exercised to see that the 
primary resonant frequency does not coin- 
cide with the intermediate ‘frequency of the 
receiver, because poor I.F. rejection results 
when this occurs. If the intermediate fre- 
quency is 456 kc. the primary resonance 
may be between the intermediate frequency 
and the low-frequency end of the broad- 
cast band, but such a primary resonant fre- 
quency requires very close control of coil 
constants and wiring capacities to keep 
the resonance at the desired denmeney. 
More uniform and more comfortable pro- 
duction will be experienced if the primary 
resonance is placed well below the interme- 
diate frequency, where a reasonable varia- 
tion of resonant frequency will have vir- 
tually no effect on the uniformity of the 
finished sets. 


cou- 


The coupling employed in a few broadcast 
R.F. circuits of low gain is of the low- 
impedance type, for reasons of economy and 
convenience. It is true that the image ratio 

btained is not as good as that obtained 
from a high-impedance circuit, but the 
image ratio of a complete set employing 
a stage of such low-impedance amplifica- 
tion is so much better than that of a set 
without a tuned R.F. stage that some de- 
signers use such low-impedance coupling for 
the economy that results. If they use high- 
impedance coupling they would unques- 
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tionably obtain a still better image ratio, 
but at the price of a primary of many 
turns of fine wire, and perhaps a mica by- 
pass condenser from the plate of the R.F. 
tube to plus “B” to cut the gain of the 
stage, instead of a low-impedance primary 
of a relatively few turns (10 to 20) of 
fairly heavy wire. 


The coupling employed on short-wave 


R.F, coils is almost universally of the low- | 


impedance type, in 
primary turns wound between the 
ondary turns, in an effort to obtain maxi- 
mum coupling and maximum gain. 

The characteristics of this type of cou- 
pling on short-wave R.F. coils are: maxi- 
mum gain at all frequencies, greatest gain 
at the high- frequency end of the tuning 
range, and image ratio inferior to high- 
impedance coupling. This type of coupling 
is used, however, in spite of this limitation, 
in order to achieve high gain. 

The limiting factor in the amount of 
coupling so employed is single- stage oscilla- 
tion in the R.F. tube and/or the amount of 
capacity reflected from the RF. plate cir- 
cuit across the following grid circuit. In 
order to see how single-stage oscillation is 
the limiting factor and how to adjust cou- 
pling to avoid this difficulty, first consider 
the circuit in Figure 4. 

Inspection of this circuit shows it to have 
a tuned circuit directly in its grid and plate 
circuits. If the frequency is anywhere in 
the range from 2 to 18 me. the gang con- 
denser is of normal size (365 to 410 mmf.), 
the coils are of normal “Q” design, and 
an A.C. tube operating at normal voltages 
is employed, this stage will oscillate as a 
tuned-grid-tuned-plate oscillator in exactly 
the same manner as the old tuned-grid- 
tuned-plate transmitters operated. 

Even with coupling between grid and 
plate circuit wiring reduced to zero by care- 
ful placement of parts, the capacity inside 
of the tube is enough to cause oscillation 
when the circuits are properly tracked. It 
is necessary to reduce the effective imped- 
ance in either the grid or the plate circuit 
of the R.F. tube to stop oscillation. This 
could be readily done by connecting the 
plate to some point part way down on the 
tuned circuit and, as a matter of fact, such 
an arrangement is sometimes used. The 
far more common method, however, is to 
keep the tuned circuit out of the high- 
voltage D.C. circuit, and merely to couple 
the plate to this tuned circuit by a sep- 
arate winding, such as shown in Figure 5 


Since the impedance of any tuned circuit 
is maximum for the highest inductance, it 
is obvious that the highest stage gain re- 
sults on the lowest-frequency band of a 
multiband short-wave receiver, unless steps 
are taken to prevent this inequality. The 
steps usually taken are to use a lower per- 
centage of coupling on the lower-frequency 
coil. For example, in a certain set the 5.5- 
to 18-mc. R.F. coil had three-fourths as 
many turns on the primary as on the sec- 
ondary, while on the 1.7- to 5.6-mc. band 
the R.F. primary had only one-third as 
many turns as the secondary. 


many cases with the 


This article prepared from data supplied by 
Meissner Mfg. Co. 


(To he concluded) 
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WASHBURNE NOW SALES 
ENGINEER 


R. D. Washburne, until last month Managing 
Editor of RADIO-CRAFT, is now connected 
with an Eastern radio manufacturing and engi- 
neering firm as sales engineer. 

Washburne was RADIO-CRAFT'S first 
menecion editor. He was continuously with 
the magazine since its inception in | 
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Reach por a 
DANDEE! 


@ If ever there was a condenser that could quali- 
fy as a so-called universal or general-utility 
electrolytic, it’s the new PRS 450-8 Aerovox 
Dandee. Why? Because it’s the most compact 
midget metal-can dry electrolytic on the mar- 
ket—a_ genuine hermetically-sealed job—full- 
rated capacity and voltage—colored polarity- 
indicating ends—spun-over jacket preventing 
shorts and grounds: in a word, a real good 
electrolytic to fit in tight places. 


And for your utmost convenience, these PRS 
450-8 Dandees come packed in individual car- 
tons and also in the five-to-the-box or ten-to- 
the-box cartons. Be sure to have a supply of 
these handy “universals” always on hand, 


Fisk for 
Copy 


Our latest catalog is 
yours for the ask- 
ing. Ask your job- 


CONDENSERS 
RESISTORS 


CPL altel 


ber—or write us 
direct. Also ask 
about a free sub- 
scription to the 
monthly Research 
Worker. 


In Canada: AEROVOX CANADA LTD., Hamilton, Ont 
EXPORT: 100 Varick St., N. Y., Cable ‘ARLAB’ 
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PHOTO-CELL RELAY 


L. M. DEZETTEL* 


The Service Man is frequently called upon to install photocells and relays 

for performing a number of industrial duties, such as counting the number 

of objects passing along a conveyor belt, smoke control, lighting control, 
burglar alarms, etc. This article tells how to do it. 


operated burglar alarm systems which 

appeared in the February, 1941, issue 
of Radio-Craft, many requests were re- 
ceived for the actual construction informa- 
tion on a photo-cell operated unit and de- 
tails of its use. 

We present here a little unit that can be 
built easily and that will work efficiently. 
It can be used for almost any number of 
applications such as counting, announcing, 
grading, safety control, smoke control, 
lighting control and as a burglar alarm. 

As shown in photo A, the unit is built 
into a small metal box measuring only 
5”x4”x2”, The box need not necessarily be 
made of metal or built that small. The 
photo-cell is mounted under the chassis in 
a position so that light reaches it through 
the 1%” round hole in the front apron. 
This is a simple way of keeping extension 
light from falling on the photo-cell. 

The parts are mounted according to wir- 
ing convenience and your choice as to loca- 
tion of terminal connections. In this model, 
the sensitivity control was located on the 
rear apron of the chassis. It need not be 
in a convenient location, as it is adjusted 
only once. The parts are available at radio 
mail order companies and are inexpensive. 

Notice the simplicity of the circuit dia- 
gram (Fig.l). Anyone who can wire a 
simple one tube receiver, can wire this unit. 
The usual precautions, such as careful sol- 
“Engineer Allied Radio Corporation, Chicago, Tlinois 
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F overated bur the article on photo-cell 


dering, short connections, etc., apply. Be 
sure to observe the proper polarity of the 
electrolytic condenser. Connect minus to the 
plate (No. 3 contact) and plus to the screen 
(No. 4 contact) of the 50L6GT tube socket. 
The filament voltages dropping resistor 
should not be mounted too close to the 
electrolytic condenser or it may melt the 
wax out of the condenser. 


HOW TO ADJUST UNIT 


Adjustment of the completed unit is sim- 
ple. Plug it into any 110-120 volt A.C. or 
D.C. supply. Allow a minute for the tube to 
warm up. Adjust the sensitivity control so 
that the relay armature just opens. This is 
a condition of near zero bias on the tube 
and consequently very little plate current 
—not quite enough to close the relay. When 
light falls on the photo-cell, D.C. current 
gets through the cell and a D.C. voltage 
appears at the grid, causing the tube plate 
current to increase, closing the relay. 

Using a single-pole, double-throw relay 
such as we do, there is a wide choice of 
operations to choose from. The relay con- 
tacts may be connected to close a circuit 
or open a circuit when light falls on the 
photo-cell. Also, a beam can be permanent- 
ly fixed to fall on the photo-cell and the 
contacts hooked up to either open or close 
a circuit when the beam is interrupted. 

The light source should be of a concen- 
trated type. The bulb should have a small 
filament. A 32 candlepower headlight is a 
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good source. There are several 110 v. bulbs 
on the market that are made for projection 
machines that will do nicely. A lens is 
used in front of the bulb to concentrate 
the light into a beam. 

Now that we have a photo-cell operated 
relay going, let’s see what we can do with it. 


COUNTING 


This unit may be used to count packages 
on a factory belt, people entering a doorway, 
etc. The beam of light is set up with the 
photo-cell unit opposite it so that package 
interrupts the beam as it passes down the 
line. The relay contacts are hooked up as 
in Fig. 2. Each time the beam is inter- 
rupted, the counter is actuated. 


ANNOUNCING 

The unit is especially useful for an- 
nouncing the entrance of a customer in a 
store. It is installed so that the beam of! 
light crosses the doorway. The circuit is 
the same as for the counter except that a 
chime or bell is used in place of the counte: 
and the voltage supply is 6 or 8 volts, A.C. 


GRADING 


For grading the color of paper, cloth, 
paint, etc., the unit is set up as in Fig. 3 
The beam is thrown down at the material 
and the relay unit set to receive some 0! 
the reflected light. The relay is replaced by 
a 0-10 ma. meter and the sensitivity contro! 
set for a reading of 5 ma. with everything 
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operating. If the material passing under 
the beam of light is all of the same color, 
the meter will remain at the 5 ma. reading. 
\f the color becomes lighter, the meter will 
read higher; if darker, meter reads lower. 


SAFETY CONTROL 

Here is an important application, yet it 
s simple to accomplish. The unit is used 
m power stamping machines to prevent the 
pplication of power if the hand is in the 
press. Install the light horizontally just in 
ront of the point of entrance of the metal 
being fed the machine. Use circuit Fig. 4. 
lt involves the use of a second relay, hav- 
ing contact points capable of carrying the 
urrent required to operate the machine. 


SMOKE CONTROL 

The photo-cell, installed as in Fig. 5 and 
using the meter as for grading will register 
the relative density of the smoke passing 
through the chimney breach. 


LIGHTING CONTROL 

The unit may be made to turn on lights 
in stores and factories or on outdoor signs 
as evening approaches. The relay unit is 
installed outdoors, but in glass so that it is 
weatherproof. It is positioned so that light 
irom the sky reaches the photo-cell. It can 
be adjusted so that if the sky light drops 


below a certain minimum, the relay will 
be actuated. It, in turn operates a power 
relay which turns on the lights. 


BURGLAR ALARM 

First we need an invisible light heam. The 
source is the same as mentioned, but it must 
be built into a light-tight box. An infra-red 
filter is fastened over the light exit. The 
human eye is not sensitive to infra-red light 
but a photo-cell is. The beam of light is 
installed to protect doorways, windows, etc., 
and a bell connected to the relay contacts 
as described for announcing. 


PARTS LIST 
CONDENSERS 


1—8 mf. 250 volt electrolytic 


RESISTORS 

1—50,000 ohm potentiometer 

1—20 megohm % watt carbon 

1—400 ohm 10 watt adjustable (adjust to 380 ohms) 
1—100 ohm 5 watt 


MISCELLANEOUS 

1—Amphenol octal socket 

1—Amphenol 4 prong 

1—-3 screw terminal strip 

1—Line cord and plug 

1—Potter-Brumfield 2500 ohm relay 
(type MRS-291) 


TUBES 
1--Cetron CE-T gas-filled, caesium photo-cell 
1—-Knight 50L6GT 


The drawing herewith shows several applications of the Photo-Cell Relay. 
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HAMMARLUND 
SHORT WAVE 
MANUAL 


JUST OFF THE PRESS 


TRANSMITTERS 
EXCITERS 
RECEIVERS 
POWER SUPPLIES 
ANTENNAS 
MODULATORS 


VERYTHING for the Amateur and the 

Experimenter will be found in this 
valuable little book. Its 32 pages are 
crammed with valuable information on 
constructing and operating short-wave 
transmitting and receiving apparatus. Writ- 
ten in simple language, the new Short Wave 
Manual will appeal to the beginner and old- 
timer alike. If your dealer doesn’t have 
the new manual in stock, send coupon be- 
low, with ten cents (coin or stamps) to 
cover mailing and your copy will be sent 
by return mail. 


GET YOUR COPY TODAY! 
HAMMARLUND MFG. CO., Ine. 
33 


424 W. St., N. Y. City 
Enclosed find i0¢ to cover mailing costs of manual. 
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M odetnizing 


A TEST SET 











Left—The general appearance 

of the ‘modernized’ test set 

is shown in the aw age 
a neat and effective job 


jacks of the 400-B on the panel for 
this purpose. The analyzer had fea- 
tured numerous switch-jacks in 
which a plug was inserted, in order 








HIS is the story of how an old Su- 

preme Model 400-B Diagnometer was 

rebuilt into a modern multi-purpose 

test set. While thousands of these ex- 
cellent old test sets must still be extant and 
waiting to be modernized, it is hoped that 
several small matters touched -upon will 
be of interest to readers desiring to modern- 
ize other test sets, or to construct a test set 
from odd parts. 


The Model 400-B was a rather elaborate 
set analyzer built around an A.C. Voltmeter, 
D.C. Voltmeter, and D.C. Milliammeter. 
Though more expensive to buy, an instru- 
ment having several meters is to be pre- 
ferred to a single, all-purpose meter. The 
meters are less likely to be damaged in use, 
and also it is sometimes desirable to measure 
two or more quantities at once. It was with 
this in mind that my eyes fell greedily upon 
the three Weston meters in the panel of 
the old 400-B. It immediately developed 
that the D.C. voltmeter did not function on 
any range. By connecting a galvanometer, 
which I already possessed, in parallel with 
it, it was demonstrated that the meter itself 
indicated current flow properly, and the 
trouble was soon discovered. One end of 
the low range resistor was burned or broken 
loose from its connecting lug, and had to 
be scraped and resoldered. 


The diagnometer, of ancient vintage, was 
rigidly designed and built for use as a 
plug-in analyzer of sets using the old four 
and five prong tubes, and could only be 
used with difficulty as a general purpose 
instrument. Study of the extremely involved 
circuit diagr ram, and of the instrument it- 
self (the wiring of which was in cable form, 
and plenty hard to follow), led me to decide 
I wanted no part of an attempt simply to 
revamp it. Finally I cut the wires, took 
every part out, unsoldered all connections, 
and laid the parts out on a table. The 
galvanometer previously mentioned was 
aioe out of its case and placed there too; 
it was desired to use the galvanometer as 
the balance indicator of a slide-back V.T. 
Voltmeter, and to build it with the other 
instruments into the oak case of the 400-B. 

Previous experience with multiple pur- 
pose instruments had led me to dislike the 
multi-pole switch as a means of changing 
ranges, and I determined to place the pin 
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to throw the various ranges of the 
instruments into the analyzer plug 
circuit. Only one of these switchjacks was 
retained. 


A.C. VOLTMETER 


The A.C. voltmeter is of the moving- 
van type. Although it draws considerable 
current, it is an excellent and reliable in- 
strument for measuring line and filament 
voltages, voltages at the various transform- 
er taps, etc. By this time I had long since 
given up trying to discover the circuits of 
the various instruments by following the 
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GRAVES 


Many Service Men do not find it possible to invest in 
new test instruments, and the author here describes 
how to modernize an old Supreme “Diagnometer.” 
This instrument, after being rebuilt as here described, 
permits all of the usual tests being made on Sets. 


circuit diagram of the 400-B; but a little 
experimentation with the galvanometer in 
an ohmmeter circuit revealed which wire- 

wound resistors were in the circuit of the 
A.C. voltmeter, and what their approximate 
value was. The circuit of the A.C. voltmeter 
is shown in Fig. 1 (the resistance values 

are only approximate; each one of these 
meters has its resistors especially cali- 

brated at the factory). I decided to place 
the voltmeter on the panel with five pin 
jacks, as shown. 


D.C. MILLIAMMETER 


The milliammeter is designed to give full 
scale deflection with a current of 25 mils. 
(ma.). Through a more sensitive meter 
would be better, I have found it quite satis- 
factory; the circuit of the D.C. voltmeter 
is arranged so that instrument may be used 
to give full-scale deflection on a current of 
one mil. The arrangement of the milliam- 
meter is shown in Fig. 2 


Wiring diagram of the modernized test set as worked out by the author. 
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OHMMETER CIRCUIT 


It was desired to use the D.C. voltmeter 
with the galvanometer to form a slide- 
back A.C.-D.C. V.T. voltmeter, but it was 
necessary that this should not interfere 
with the use of the D.C. voltmeter for its 
normal function. Moreover, it was desired 
to use the D.C. voltmeter as an ohmmeter, 
a function it had not previously performed. 
Also, it was necessary to build into the set 
a power-supply which would supply the 
ohmmeter as well as the V.T. voltmeter. 
Tubes, transformer, choke, condensers, 
meters, etc., would all have to go into the 
original case, together with the voltmeter 
and milliammeter already described. The 
voltmeter, ohmmeter, and V.T. voltmeter 
circuits were worked out as shown in Fig. 3. 

The ohmmeter circuit has three ranges: 
Low, center-scale equals 20 ohms; medium, 
center-scale equals 10,000 ohms; and high, 
center-scale equals 0.1 megohm, As the 
meter scale is not calibrated in ohms, a 
table was prepared having four columns, 
the first giving meter readings from 1 to 
100, and the other three giving the corre- 
sponding ohms for each of the three ranges. 
The first two ranges are “parallel ohm- 
meter” circuits, and as the resistances to be 
measured are thrown in parallel with (1), 
the twenty-ohm meter, or (2), the 10,000 
ohm resistor of the 10 volt scale, the num- 
bers in the first two “ohms” columns were 
determined by use of the formulae (1) 


reading 
Rx = 20-—__—_—_ and (2) 
100-reading 


reading 
Rx = 10,000 —___—_ 
100-reading 


The third range is a “series ohmmeter” 
circuit; in this case the resistance to be 
measured is thrown in series with the 100 
volt supply, the 100,000 ohm resistor of 
the voltmeter, and the 1 ma. meter. The 
“ohms” values in the high range column 
were determined by use of the formula 


100-reading 
Rx = 100,000 --_—__——_ 
reading 


In practice the ohmmeter is used as fol- 
lows: Sw. 2 is thrown to position 3, and 
R, is adjusted for full scale deflection of 
the meter. For low and medium ranges, the 
resistor to be measured is connected across 
the meter, or the 10 volt range, respectively, 
and the reading on the 100 scale noted. A 
glance at the table (which has been glued 
on the side of the case) reveals the corre- 
sponding ohms resistance. For the high 
resistance range, the adjustment to full scale 
deflection is made as before; Sw. 2 is then 
thrown back to position 2, and the resistance 
to be measured is connected across the pin 
jacks provided for this purpose. By ap- 
proaching to within 5% of scale length to 
the end of the scale, readings from 1 ohm 
to 2 megohms may be made. Ohmmeter 
accuracy depends on the same factors as 
does voltmeter accuracy, but also it becomes 
rapidly more difficult to read the ohmmeter 
properly as departure is made from center- 
scale. On this basis, this should be a more 
than ordinarily accurate ohmmeter. 


SLIDE-BACK V.T. VOLTMETER 


If you like the slide-back type of V.T. 
voltmeter this circuit may please you. It 
will be noted that R,, the zero-adjustment 
resistor of the ohmmeter circuit, also serves 
to supply the balancing voltage to the grid 
in the V.T. voltmeter circuit. With Sw. 2 
in position 1, the balancing voltage applied 
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NO ‘WONDER IT SAVES 
YOU TIME.. MONEY.. EFFORT! 


By acruat COUNT, 10,859 of the radio receiver models listed in the new IRC 
Volume Control Replacement Manual (Edition No. 3) call for one or more 
replacements that can be supplied from the 18 Type D Universal Controls, 
6 switches and 5 extra Tap-in Shafts included in the IRC Control Cabinet. 
In other words, Cabinet owners are equipped for fast, accurate control re- 
placement service on as high as 75% of all radio sets they are likely to be 
called upon to repair—and that isn’t all! 

Thanks to Tap-in Shafts, you can often use standard controls instead of 
more costly special replacements. What's more, Tap-in Shafts simplify in- 
stallations, especially in crowded chasses where they avoid removing other 
parts in order to insert the control. And remember! Type D Universal Con- 
trols themselves are small enough to fit in anywhere— 
large enough for utmost dependability. 


ASK YOUR JOBBER FOR THIS MANUAL! 
If you haven't already received your copy of the new IRC Volume 
Control Replacement Manual (Edition No. 3) ask your IRC jobber 
today. It’s a‘‘must’’ for every serviceman who makes volume control 
replacements. Larger—more te—easier to use tains more 
information and 35% more listings than ever before. 





INTERNATIONAL RESISTANCE CO. 
401 N. Broad Street, Philadelphia, Pa; 














Headset Headguarters} || 110 VOLTS A.C. 
CANNON-BALL§ || anvwicxe: 


: WITH 
Headsets are beauti- 
fully designed, light KATOLIGHT 
in weight, efficient. PLANTS 
Guaranteed to repro- Have special plant for operating portable 
duce with clarity and radio receivers and transmitters. Close volt- 
good volume. Write age regulation. FILTERED AND SHIELDED. 


Aa for folder T-28 illus- 400 WATT AC AMATEUR’S PRICES 

neavy uit nag. trating complete Can- $72.75 

nets greatly in- non-Ball Line. Other sizes up to 10,000 watts. 

ciency. Also converters, AC & DC generators, Diesels and 

Cc. F. CANNON COMPANY setensied Cnr Your Jobber’ 
SPRINGWATER, N.Y. KATOLIGHT 1 ELM ST., MANKATO, MINN. USA 
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Filter Point 


as nationally advertised 


35 tor 25¢ 


Minimum surface noise and little record 
wear; 15 perfect plays per needle, and nv 
breaking on automatic changers! Polished 
point; hi-fidelity assured. Be sure to t: 


4,000 Plays 


as nationally advertised 


$1.00 


A true gem of a needle for the discriminat- 
ing listener, guaranteed for 4000 perfect 
plays! Made of newly developed precious 
alloy; works fine with record-changers; 











All Duotone needles on sale at 
all dealers. If your dealer does 


uniform hi-fidelity. 


SSE 


not have them in stock order 
direct. 
* 


Jobbers! Write for circular de- 
scribing complete line with 
prices and discounts. 





DUOTONE COMPANY, 





them... NOW. 
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799 Broadway, New York, N. Y. 

















Popular Supreme Model 542 

and Model 543 in a Blitz- 
krieg dress—used by the 
army—and telephone com- 
panies—where hard knocks 
are the rule rather than the 
exception. Built for Punish- 
ment. Heavy steel cover pro- 
tects meter—snaps into 
place. Full protection with- 
out the inconvenience of the 
old style lid. Large, sturdy 
leather handle, but still 
small enough to slip in your 
pocket. Size 3%” x 6%” x 
2%". Wt. 2 lbs. 2 oz. See 
your jobber or Write Dept. 
RC-8 for information. 


Notice—Model 542-543 
Supreme Owners. You 
can secure this new 
type case for your pres- 
ent instrument at the 
emall cost of $2.25. 


SUPREME 


GREENWOOD, MISSISSIPPI,U.S.A 








by R, may be read on the D.C. voltmeter. 
The V.T. voltmeter is used as follows: With 
Sw. 2 in position 1, and with R, set to zero, 
the galvanometer is balanced by means of 
R,. Test prods are applied to the voltage to 
be measured, and R, is adjusted to bring 
the galvanometer back to zero; the value of 
the balancing voltage may then be read 
on the D.C. voltmeter. 

In the V.T. voltmeter circuit, Sw. 1 is a 
D.P.S.T. switch used for changing the in- 
put circuit for use on A.C. or D.C. This 
switch is in the circuit of the jack which 
gives access to the V.T. voltmeter input by 
means of plug and shielded cable. It should 
be noted that if the V.T. voltmeter is used 
in this way, the shielded cable tends to 
capacitatively short out R.F. voltages, and 
A.C, voltages of audio frequency only can 
be measured in this way. Also, for D.C. 
voltages, the test prod, which connects to 
the grid of the 24A, must be applied to the 
positive side of the voltages to be measured ; 
this is because the balancing voltage is in 
the form of a negative grid bias, and can 
only be used to balance a positive voltage. 

As the diagram shows, access to the V.T. 
voltmeter may also be had by means of 
ordinary test cords. The “tube on cable” 
method may also be used. A very good ar- 
rangement for this was given in the August, 
1941 issue of Radio-Craft, and a suitable 
circuit is shown in Fig. 5. 

The balancing circuit is a simple bridge, 
in which R, is the 30 ohm rheostat of the 
old 400-B converted for use as a poten- 
tiometer. The galvanometer gives full scale 
deflection on a current of 660 microamperes. 
A 1 ma. meter would serve just about as 
well. If a 1 ma. meter were used, the 0.1 
megohm resistor, Re, in the plate circuit of 
the 24A, could be reduced in value some- 
what, so as to give equal sensitivity. This 
resistor reduces the sensitivity of the circuit 
somewhat but serves to limit the plate cur- 
rent to a value such that the plate circuit 
meter cannot be injured. 

Whether the slide-back type of V.T. volt- 
meter is better or worse than other types, 
depends largely on the use to which the 
meter is put. The slide-back type is accurate, 
it has no calibration to maintain, and it 
has the advantage of measuring peak A.C. 
volts as well as D.C. volts. In this applica- 
tion, sensitivity is limited to voltages that 
can be read on the 100 volt scale of the 
D.C. voltmeter. The maximum range is 
about 40 volts; however, the range could 
be extended by changing the value of R, 
so as to allow a greater range of adjustment 
| of the balancing voltage. Also, if a 5 meg- 
ohm resistance is inserted in the lead to 
| the grid of 24A, the voltage measured will 
be double the reading obtained. 

The power supply for this unit should 
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furnish 2.5 volts for filaments, and apy 
mately 120 volts D.C. This voltage is n 
critical, and need only be such that R 
set the ohmmeter voltage to 100 volts. How- 
ever, good regulation is essential, as in most 
instrument power supplies. Also, a trans- 
former type power-supply is necessary it 
order to avoid accidental injury to meters, 
etc., through shorting to the power li 
Bringing out heavy, insulated wire ¢for 
the leads, and fastening it on securely so 
as not to depend on the fine wire for its 
support, a high voltage secondary oi fine 
enameled wire (taken from an old choke 
coil) was wound on by hand. One hundred 
turns were wound to the layer, and these 
were wound in groups of ten, so that no 
two turns in which a considerable diff 
ence of potential existed, would b 
proximity. Between layers, a thin pic 
paper, stuck on with shellac, and covered 
with the same liquid, was placed. 900 turns 
were used to give 150 volts A.C.; there is 
considerable loss in the winding, in the 
tube (27) used as a rectifier, and in the 
filter circuit, which has a very low capacity 
input. 
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MODERN PARTS for 
MODERN CIRCUITS 


THAT HAVE BEEN 


OPPORTUNITY AD-LETS Ts 


Advertisements in this section cost cents a word 
for each ertion. Name, address an initials must 
be included at the above rate. Cash should accom- 
pany ali adverti ts unless placed by 
an accredited advertising agency. No advertisement 
for less than ten words accepted. Ten percent dis- 
count six issues, twenty percent for twelve issues. 
Objectionable or misleading advertisements not ac- 
cepted. Advertisements for January, 1942, issue must 
reach us not later than November 25, 1941 


Radio-Craft © 25 W. B’way © New York, N. Y. 

















EDUCATIONAL COURSES 





CORRESPONDENCE Eeurees AND EDUCATIONAL 
books, slightly used. Rented. Exchanged. All sub 
jects. Satisfaction af, Cash paid for used courses. 
Complete details and bargain catalog FRED. Write Nelson 
Company, 500 Sherman, Dept. L-242, Chicago. 


FLUORESCENT LIGHTING 


24” FLUORESCENT BENCH Loent $1.49, LESS TUBE. 
Harold Davis, Jackson, Mississippi 


INSTRUCTION 

DRAFT HAS OPENED RADIO ANNOUNCING FOR 
you! Network announcer writes honest details. 

and holding job. Mike technique. Transcriptions. 

dure. Everything! Twenty mimeographed pages of price- 
less instruction, $1. Box 460, Elmira, N. Y. 

RADIO 
USED TECHNICAL counsas fue BOOKS BOUGHT, 


Sold, Rented, Catalog Free. Vernon Educational Ex- 
change, Summerville, % 


MATHEMATICS 
FOR RADIO 


AND COMMUNICATION 


by GEORGE F. MAEDEL, A.B., E.E. 
Chief Instructor, N.Y. School, RCA Institutes 























To master the technicalities of radio—to 
read engineering literature intelligently— 
you must have the mathematical ground- 
work covered by these absorbing books 
prepared for home study. Book I (314 pp.) 
covers the algebra, arithmetic, and geom- 
etry; Book II (329 pp.) covers the ad- 
vanced algebra, trigonometry, and complex 
numbers; necessary to read technical books 
and articles on radio. 

ete tt et ee ee ee | 
MAEDEL PUBLISHING HOUSE Room 117 
593 East 38 Street, Brooklyn, New York 


Send me Mathematics for Radio and Communica- 

tion as checked below. I enclose payment therefor 
ith the understanding that I may return the 

be 0k (8) within 5 days in good condition and my 
oney will be refunded. 


Name , 


Address 


Book I at $3.75 oles 3c postage 

Book II at $4.00 plus 3c postage 

Books I and II at $7.75 postage prepaid 
eS SB eS ee ee ee ee eee 
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The New RCA Model R-5é0- P 


Six New Radiola Models 


@ A NEW series of 1942 Radiolas consisting 

of four A.C.-D.C, table models, a phonograph- 
radio Electrola, and a battery-powered farm radio, 
has been announced. These new instruments are 
in addition to a number of Radiola models re- 
cently announced. 

The four new A.C.-D.C. table models, 
which are 2-band instruments, have 
5-tube superheterodyne chassis, and 
standing performance features. * They 
in smartly styled cabinets, two of 
two of matched woods. 

Approved by Fire Underwriters, the new in- 
struments employ a 5-inch dynamic loudspeaker, 
magnetite-core I.F. transformers for improved sén- 
sitivity, plug-in connection for record player at- 
tachment, built-in antennas, and many other fea- 
tures. Newly-styled clear vision dials make tuning 
unusually easy for such compact table models. 

Model 516 of the series is encased in a rich 
brown plastic cabinet of modern design, with a 
convenient carrying handle on the top. Like all 
the other new models, the straight-line dial is on 
the “nose” of the cabinet. The grill opening is 
hidden behind vertical louvre openings. Tuning 
and control knobs are large and easily handled. 

Model 517 is somewhat similar in style and 
appearance, except that the cabinet is of selected 
veneers. The grill louvres cross the front of the 
cabinet for almost its entire width, lending an 
unusual style note. 

Model 526 is a two-band instrument with a 
new station-spreader dial that “spreads out” the 
25- and 31-meter foreign bands o greatly sim- 
plified tuning of short-wave broadcasts, a feature 
heretofore confined to higher priced instruments. 
The cabinet is the same as that employed by 
the Model 516. 

Model 527 is similar to Model 5 
features and the station-sprez ader dial, but is 
housed in a two-tone wood cabinet of selected 
veneers. 


The new Electrola, Model R-560P, provides 
both first class radio entertainment and the world 
of enjoyment to be found in recorded music. The 
phonograph-radio provides excellent quality by 
the use of a specially designed audio circuit and 
a highly efficient dynamic loudspeaker. Either 10- 
or 12-inch records may be played with the lid 
closed. Five tubes are employed. The cabinet is 
of selected walnut and birch veneers, blended into 
a simplified, attractive styling. 

The new farm model Raciola is designated as 
Model B-50. Low drain tubes assure low oper- 
ating costs, while the superheterodyne circuit is 
highly selective and sensitive. An automatic volume 
control reduces blasting and fading. The cabinet, 
of walnut veneer, is styled to blend with prac- 
tically any type of surroundings, and is designed 
to contain the batteries. 


Knob Puller 


@ THE General Cement Mfg. Co. announces a 

very simple, low-price radio knob-puller. It 
somewhat resembles the wire insulation scraper 
with which radio men are familiar. This knob- 
puller will save a lot of time on the part of 
radio experimenters and service men and should 
be included in every tool kit. 


New Stromberg-Carlson FM 
Features 


@ HIGHLIGHTED by two unique FM engineer- 

ing developments, the 1942 line of the Strom- 
berg-Carlson Tel. Mfg. Company will be introduced 
shortly. 

The developments, incorporated in FM radios for 
the first time in the history of the industry are 
automatic “range shifting” and a simplified push- 
button control for both FM and standard broad- 
casting. Both developments were pioneered by the 
Stromberg-Carlson laboratories in Rochester, one 
of the most complete acoustical laboratories in the 
world. 

The new line shows a strong emphasis on “fre- 
quency modulation” receivers. It is expected that 
80% of the company’s v¢ yume during the coming 
season will be in FM radios. 

Four new chassis and twenty-six models are in- 
cluded in the 1942 line. Low priced receivers 
appear in two-tone plastics, with consoles and radio 
anmeahe in highly figured walnuts and 
mahoganies. 
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Another New Display 


to Add to Our Big 
List of Sales Helps 
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N ARK UP ONE for the Sylvania 
Advertising Department. When 
Resemary La Planche was named Miss 
California, she was picked for our big 
Football window display. Months after- 
ward, on September 7, she was named 
Miss America. So the Sylvania Radio 
Serviceman’s window display this Fall is 
a portrait of Miss America. 
Other Sales Helps by the dozen are 
yours FREE or at a modest cost. Get 
full information and samples of what 
you may want by writing Hygrade Syl- 
vania Corp., Dept. RC12, Emporium, Pa. 
Write today before you forget. 


Sylvania Helps You Sell—See Below 


- Miss America 16. 
Football Window 17. 
Display 18. 

. Counter displays 19. 

. Electric Clock 20. 
signs 

. Electric 
signs 

- Outdoor 
signs 

. Window cards 

. Personalized pos- 
tal cards . Large 

. Imprinted match service 
books kit 

. Imprinted tube 
stickers 


Technical manual 
Tube base charts 
Price cards 
Sylvania News 
Characteristics 
Sheets 
Interchangeable 
tube charts 
. Tube complement 
books 
3. Floor 
inet 


Window 21. 
metal 


model cab- 
and small 
carrying 


. Customer card in- 

. Business cards dex files 

. Doorknob hangers <6. Service 

2. Newspaper mats 27. 3-in-1 

. Store stationery forms 

. Billheads 3. Job record 

. Service hints (with 
booklets receipt) 


SYLVANIA 


SET-TESTED RADIO TUBES 


Also makers of Hygrade Lamp Bulbs, Hygrade 
Fluorescent Lamps, and Miralume Fluorescent 
Light Fixtures 


Garments 
business 


cards 
customer 
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exceeds the supply. 
FREE CATALOG AND 


Investigate the benefits of Midland 


through Midland career training. 


Dept. MR-10 
Power and Light Building 








CHASSIS 
CABINETS 
RACKS 
PANELS 


By Par-METAL 


“‘For Quality and Beauty” 


Whether you want a “standard” 
job or a De Luxe job—you'll find 
that every Par-Metal part has been 
accurately machined for easy as- 
sembly and smartly designed to 
give the finished job the look of 
commercially produced equipment. 


New Catalog No. 41 Send on Request 


PAR-METAL PRODUCTS CORP. 
8262 49th St., Long Island City, N. Y. 
Export Dept.: 100 Varick St., N. Y., N. Y., U.S.A. 
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Airline Radio training 


without delay. Send for your free copy of our profusely 
illustrated and colorful fifty-eight page catalog and training 
outline. A copy of Midland News containing many articles 
that will be of interest to you will be included. 

Find out for yourself what other men have accomplished 


MIDLAND RADIO and Television SCHOOLS, 


munic 
_— non Ease 


¢TO ALL YOUNG MEN OF AMERICA e 


Today, as never before, trained radio men are in 
great demand not only for service in the armed 
forces of Uncle Sam, but in many branches of indus- 
try such as the Air Transport and Broadcast Indus- 
tries. Midland training, supervised by instructors 
released to us by major Airlines and directed by a 
nine Airline Advisory Board, offers sound employ- 
ment opportunities to the foresighted, ambitious 
man. The demand for our qualified students far 


0 
NATIONAL 
MP Oration end c. 


WRITE TODAY! 


Kansas City, Missouri 
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Improved Phono-Amplifier 


@® WEBSTER-RAULAND’S new phono amplifier 

is designed to give better reproduction from 
phonograph records. Automatic volume expansion 
permits true fidelity expression of voice and music 
as recorded, particularly in bringing out the 
crescendo of the fuller passages and the dimin 
uendo of the softer tones. The unit is designed 
with vertical front panel and within _ specified 
dimensions to permit rack mounting if so de- 
sired. Incorporates such features as: automatic 
volume ‘expander up to 10 db.; dual fader-phono 
unit (permitting mixing and fading of two 
phonos); two separate tone controls, each increases 
or decreases treble and bass respectively, and 
master volume control with A.C. switch. 


20 Watt “Bantam” Portable P.A. 


@® A CHICAGO concern has introduced an im- 

proved 20-watt compact sound system that is 
exceptionally lightweight and ingeniously portable. 
Scientific , sound research has at last produced a 

“Bantam” unit with excellent distributed weight- 
balance, simplicity of design and operation, and 
elimination of speaker case rattling. 

It is easy to carry, easy to set up and use— 
with all the power needed for most performance. 
Schools, orchestras, carnivals, lecturers, and dem- 
onstrators will readily appreciate the remarkable 
and practical flexibility contained in a unit no 
larger than an average suitcase. 

The complete Allied Radio Corp. “Bantam” 
portable includes: 1 special 20-watt amplifier with 
tubes and built-in phono; 1 Shure crystal P.A. 
mike with 25-foot cable on desk stand; 2 10” 
elliptical speakers with 25-foot cables and plugs 
attached; —_ instructions. It’s housed in 
the most compact case available today; finished 
in brown air-luggage cloth; size 24” x 10314" x 
1034”; weighs only 40 Ibs. 

_ The rugged amplifier with phono ~ is housed 
in the center section of the case. It has 20 watts 
usable power output (26 watts peak) : hum is 
inaudible (55 db. below rated output). Output 
impedance, 4 and 8 ohms; supplies field excita- 
tion for two 2500-ohm speakers. Has three input 
channels, one for high-gain mike with individual 
control, two for phono with fader. Includes bass- 
treble tone control. Gain on mike is 127 db.; 
on on, pone, 2 70 db. Frequency senate is 50-10,000 
bes used are: 1 6SJ7, 6SC7, 1 5T4, 

2 6b, Line drain is 160 watts. ih fused for 
operation from 110-120 volts, 60 cycles A.C. 

R.P.I, licensed. 
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New 14-Tube “FM-AM” 
Phono-Radio Combination 


@® HOWARD RADIO COMPANY ann 
powerful new 14-tube FM-AM phono-rac udi 
bination, Victory Model 718FM-C. unes 


bands—-FM, AM, and two “short-wave” | 





Has three-gang tuning condensers, tuning eye, 


cial 12” Jensen Speaker, tuned RF on br 

band, and bass and treble tone control. Pus 
6V6 beam power output-——10 watts. Efficien 
matic record changer has light-weight pickuy 
is housed in richly finished Chippendale 
Cabinet. Has compartment for albums. 
37%” high, 35” wide, 814” deep. 


8% 





Noise Suppressor 


@ A NEW item has been 

of “Elim-O-Stat” 
known as the type AFL and is 
signed to eliminate radio interference create 
fluorescent lighting equipment. It is supplic 
a small, narrow metal case for channel mount 
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1—Top left—The renovated Stancor 10P cabinet makes this excellent housing for modulator B. 
2—Top right—A rear view of Modulator B. Note power connector for high voltage. 
3—Lower left—Modulator A showing extremely simple construction. 
4—Lower right—Bottom view of both modulators. Unit B on the left. 


Grid -Modulating the 


Compact Kilowatt Xmitter 


® THE compact kilowatt (Rapio & TELE- 

vision for April, 1941) utilizing 813’s 
was first introduced to show the tremendous 
possibilities of high-power beam-power 
tubes. Primarily a CW transmitter, the 
813’s offer medium-power phone operation 
hy the simplé expedient of adding a grid 
modulator. 

The primary objection to grid modulated 
transmitters has been the idea that it is 
difficult to adjust. Following this we hear 
disparaging remarks ahout the low efficiency 

grid-bias modulation as compared to 
plate and cathode modulation. While these 
complaints had some legitimate background 
prior to 1939, in OST for September, 1939, 
there appears an article entitled “Jncreased 
thut With Grid-Bias Modulation” by 
\. McCullough, W6CHE. This would 
not be the place to repeat a complete de- 
ription of a system well covered already 
Mr. McCullough’s article. Since OST 

1s available to every radio fan, if not on 
one's personal library shelf, we refer you 
to W6CHE’s article for the background 
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Larry LeKashman, W2IOP 


The author describes how to 
apply grid modulation to the 
“Compact Kilowatt” trans- 
mitter described in the April 
issue of this magazine. Sim- 
plicity of construction and 
lower cost are features of the 
modulation system described. 


necessary to handle the equipment covered 
in this description. There is no question 
that even the uninitiated could handle grid 
modulation, if the meat of the article re- 
ferred to is absorbed. 

To limit a grid modulator to any one 
transmitter is not sensible, in the light of 
the fact that each unit will find many appli- 
cations. Consequently the modulators de- 
scribed will find applications in more than 
the 813 type transmitter. Plate modulation 
of the compact kilowatt would obviously 
have defeated the small size of the trans- 
mitter and—in addition—is costly for high 
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power. Modulation of the screens would also 


be necessary and unless handled with ex 
treme care will cause poor quality and low 
audio efficiency. Cathode modulation sti 
requires in the neighborhood of 80 watts 
of audio which, if not fairly high priced, 
would still be quite large 


11 


construction is an out- 
argument for proponents of grid 
modulation and concurrently low-price gear 
is made possible. Modulator A comprises a 
6SJ7 resistance-coupled to a 6C5, resistance- 


The simplicity of 


standing 


coupled to a 6L6. This supplies all the audio 
required to grid-bias modulate the 813's at 
full input. The 
are mounted ona 7x 
operation at this particular installation was 
not a regular pro attempt was 
made to beautify the equipment other than 
doing a neat job. As a matter of fact, the 
modulator is kept in a drawer and only 
brought out when phone operation is de- 
sired. The modulator, unit B, in- 
cludes a substantial power-supply to operate 
a medium-power transmitter. 


relatively few ents 


compot 


11 chassis. Since phone 


edure » no 


second 
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Wiring diagrams for the “A” and "B" modulators described in the text by Mr. LeKashman. The circuits have been tested by the author. 
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Modulator B is mounted on a Stancor 
10P chassis and in a 10P cabinet. This elim- 
inates most of the mechanical work, a front 
panel being the only’constructional problem. 
The modulator is capable of the three types 

service illustrated for Modulator A. The 
617 resistance-coupled to a pair of 6L6’s 

elivers somewhat more audio than the un- 
sed modulator, because of the higher 
initial plate voltage. The power-supply is, 
addition, large enough to supply plate 

ltage for tubes such as the HY69 or 807. 

Included on the original model of the 
second unit is an additional switch, which 
makes it possible to cut out the power-sup- 
ply and switch the filaments and plate con- 
nections directly to an Amphenol connector 
on the back of the chassis. For portable 
work, where battery power is used, this is 
extremely convenient. Filaments are taken 
directly from the storage battery and the 


D.C. is “piped” in from the vibrator or 
motor-generator supply. A special cable 
with the necessary clips on the end is kept 
on hand at all times. This practical appli- 
cation of the modulator illustrates again the 
numerous advantages of unit construction 
Of course there is an equal number of 
builders who will feel such innovations 
superfluous. It is our contention, though, 
that all amateurs should design equipment, 
wherever possible, with an eye to “emer- 
gency” service. For that reason, in future 
transmitting articles you will see a mor 
prolific use of instantaneous heating filament 
tubes. 

Modulator B-. in conjunction with any 
battery-operated transmitter of 20 to 40 
watts will supply all the modulation neces- 
sary. While phone is not recommended in 
the field, there are times when lack of 
trained personnel makes its use necessary. 


Prize READERS’ EDITORIAL 


THOSE “HAM” VERIS AGAIN! 


@ EVER since the first short wave listener 

tuned in an amateur radio station there 
has been an almost ceaseless argument over 
whether amateur station owners should 
verify reports of short wave listeners. And 
ike all good arguments, this one has two 
sides. Many short wave fans believe that 
amateur station owners are a bunch of 
stuck-up, selfish, jealous prudes because 
they refuse to verify. Many amateurs be- 
lieve that most short wave fans are silly, 
thoughtless and also selfish. 

Amateur stations are operated “just for 
fun.” The only income an amateur has is 
what he earns by his daily labor, or is given 
him by some rich uncle, which is seldom 
the case. He is not allowed to derive one 


; PRIZE SET FOR BEST EDITORIAL 
This month the prize set awarded for the best 
readers’ editorial is a Motorola Model A-! "'Play- 
boy" Battery Portable. This is one of the finest 
Personal sets the editors have seen; it is fitted with 
2 self-contained loop antenna of special design. 
The tuning range is 550 to 1600 kilocycles. The set 
is fitted in a handsome metal case with chrome 
trim. It comprises a six tube superhet; the "A" 
batteries are standard flashlight cells, the "B" 
battery being a Minimax. An automatic switch turns 
on the set when the front cover containing the 
loop is opened. The set measures only 6!/, x 454 x 3! 
inches and weighs 4!4, Ibs. complete. This set is 
awarded through the courtesy of the Galvin Mfg. 
Corp., Chicago, Illinois. 
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cent from his radio broadcasting. To ask 
such a person to dig down in his jeans for 
postage and cards is asking a bit too much. 
This is especially true of many stations that 
get out far and wide, as the number of re- 
quests for cards from such stations reaches 
a staggering amount. This same amateur 
knows where his signal is going, as he is 
told that by the stations he “works,” He 
does not, like many broadcasting stations, 
have to depend on listeners’ reports to de- 
termine if he is getting out. The reports 
of listeners are seldom of value to him, 
while they are of value to short wave broad- 
casting stations. Thereiore, he should not he 
asked to pay the costs of verifying and he 
cannot spend money to write and tell the 
listener that he cannot verify. A short wave 
broadcasting station and an amateur station 
should be classified differently in regards 
to verifying. NO LISTENER SHOULD 
CONDEMN AN AMATEUR FOR NOT 
VERIFYING UNLESS HE HAS SENT 
SOMETHING TO DEFRAY THE 
COSTS OF VERIFYING. And he should 
not condemn all amateurs if he does send 
the price of a verification and gets nothing, 
because there are some had amateurs the 
same as there are some bad church-mem- 
bers and you cannot close churches or con- 
demn them for the few ineffective members 
they have. 

On the “other side” are many listeners 
who delight only in collecting verifications 
rather than listening to radio broadcasting. It 
is without a doubt a most fascinating hobby 
and should be helped whenever possible. 
Collecting verifications broadens one’s vi- 
sion, creates a hetter understanding between 
the people of the world and brings one a 
feeling of accomplishment. And no one was 
ever hurt following this hobby. 


Many listeners do not know the difference 
between a good report and a poor one. They 
do not know what an amateur would like 
to receive in the way of a report. Because 
of this, no amateur should condemn all 
listeners. Rather, he should, in his reply, 
explain to the listener what should have 
been written and then that listener will know 
what to send in his next report to an ama- 
teur. He should be told where he made his 
mistakes and how to correct them. 


ARTHUR J. GREEN, 
Pres. Int. Short Wave Club, 
East Liverpool, Ohio, 
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TO BUILD SPECIAL 
UNITS MORE EASILY 


A DIAL DESIGNED FOR 
INDIVIDUAL CALIBRATION 


TYPE ACN DIAL 
@ Dial bezel 
Tetulelleli= 
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@ In 
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@ Scale removable without ais; 
le lelslilsle Mill-16 hanism 


@ Employs Velvet Vernier Drive 


A UNIT COMBINATION 
OF COIL AND CONDENSER 
TYPE AR-16 COIL & TMK CONDENSER 


e@ P| 


Air spaced ils 


ig-in coils fit swivel mount 


i i 
yy plain col 


f ®msS OVaIK ible 
Low loss ¢ 


ut 


a) lalaeltie lil 


nstruct 


"Selle Mam atelale (latte 
felsiaiile aleiall 1! br Lite) 
Condenser mounts on panel, 
faslestiFMelaeiiclilelelimlaritiieliels; 


Condenser capacities to 250 
mmf 


AN INSULATED COUPLING 
THAT WORKS AROUND 
CORNERS 


TYPE TX-12 


r Wettellolsliti-miatiielilels) 
@ High quality flexible shafting. 


@ Fits 1,” shafts. 


NATIONAL COMPANY, INC. 
MALDEN No MASS. 
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Left—Front view—Left-hand knob is the first detector tuning; right-hand knob controls the regeneration. Center—ClI and LI are below shelf 
and C3 and L2 above. C2 is behind C3. Right—Below, Chassis view, showing placement of parts and tubes. Condenser is Cl (see diagram), 


“Recei-V erter’ — 


A Hi-Freg. Converter 


Howard Burgess 


This ingenious and useful converter may also be used as a superhet “receiver.” 
It employs 3 tubes and may be operated from the power-supply in a receiver, 
or from an auxiliary source of current. Coil and condenser data are given for 


@ IN the past few years any number of 

high frequency converters have appeared 
in all of the radio publications. Most of 
these perform equally well, depending upon 
the care given in their construction, and 
are ideal for the fellow who cannot afford a 
communications receiver built for the 
higher frequency bands. 

Since such a converter was under con- 
struction it was decided to add a second de- 
tector and an audio stage and thus make a 
full-fledged miniature superhet. It could 
then be used either as a converter or as a 
complete receiver. As the set was to be used 
only for ten meter work, no provisions were 
made for coil changing, which simplifies 
construction and allows much more com- 
pact mounting of parts. 

Of course the two problems foremost in 
using such a gadget as a complete receiver 
would be the lack of selectivity and sensi- 
tivity generally gained in the intermediate 
stages of a receiver. In the final model these 
were overcome to a surprising degree. 
Examination of the diagram in figure 1 will 
almost tell the complete story. Two tubes 
are used, a 6K8 in the R.F. section and a 
6N7 in the audio section. 

The input circuit is very conventional and 
is tuned to the desired frequency range. 
The oscillator, also quite conventional, is 
tuned to a frequency approximately 1500 
kilocycles lower or higher which means 
that the intermediate transformer must be 
of the 1500 ke. variety. This frequency was 
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operation of the device on 10 meters. 


chosen to reduce images as much as pos- 
sible and still match a standard broadcast 
receiver for converter use. The output of 
the LF. coil in turn feeds the detector which 
is one section of the 6N7. The second sec- 
tion which is used as a single stage of 
audio is resistance-coupled to the detector. 

The intermediate transformer is perhaps 
the most important part of the entire set. 
This must be revamped. The grade of coils 
used and the care with which it is reworked, 
will be the direct answer to the problems of 
sensitivity and selectivity. An iron core I.F. 
should be used to take advantage of the 
added gain obtainable with one of these. 
One of the oldest methods known is used 
to get still added gain and selectivity. That 
is controlled regeneration in the detector 
circuit. By using a regenerative second de- 
tector, both selectivity and sensitivity can 
be controlled to a very great extent. With 
the regeneration completely off the gain of 
the receiver is greatly reduced. When set 
near the point of oscillation the tuning be- 
comes quite sharp, and when pushed into 
continuous oscillation it forms a very good 
substitute beat oscillator for CW reception. 


Revamping the I.F. Transformer 
To revamp the I.F. transformer, first re- 
move the coils from the shield can and 
trace the leads to find the input and output 
coils. Two more coils will have to be added 
to fill our purpose. Each of these will con- 
sist of ten turns of Litz or #28 silk or 
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cotton covered wire. One of these must be 
wound close to the input I.F. coil and the 
other will be wound beside the output coil. 
These should not be placed between the 
original coils but rather on the outside, to- 
ward each end of the dowel. The one wound 
close to the output coi! will be the plate 
feed-back coil for detector regeneration. 
The other coil wound at the input will be 
used for coupling to a broadcast receiver 
when the unit is used as a converter. This 
coil is brought out to terminals which are 
left disconnected except for converter use. 
If the B.C. receiver has provisions for 
using a doublet antenna the link should be 
connected there. If not, one side is attached 
to the antenna post and the other lead 
grounded to the chassis. 

The parts are mounted on a small shelt- 
type chassis attached to the panel in the 
form of an inverted “L”. The shelf is bent 
from aluminum 5% x 4% inches in size 
The bend is made 2% inches from the end, 
leaving a shelf 2%4” by 4%”. The two tubes 
and the I.F. coil are mounted inverted under 
the shelf. Also beneath the shelf are the 
first detector tuning condenser and coil, th 
regeneration control and the headset and 
antenna connections. Above the shelf ar¢ 
mounted the other parts which include the 
resistors, condensers and oscillator tunin 
circuit. 

As the parts are mounted so compactly, 
any small change will affect the number ot 
turns on the coils so it is almost impossible 
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Wiring diagram of the "receiver-converter." The respective output terminals for connection to a regular broadcast receiver are shown, as 
well as the output terminals if the set is to be used as a “superhet” by itself. 


to give any definite data on coil sizes. In 
this particular case the first detector tuning 
coil was wound with eight turns of #24 
enamel wire on a 14” x 34” pillar insulator. 
The oscillator coil was made up of about 
5 turns of #12 wire wound on a 3%” x 1%4” 
pillar insulator and spaced the diameter of 
the wire. The plate coil is wound between 
these turns and is made of #20 solid push 
back wire. Winding the coils on this type 
of insulator gives a good low loss coil form 
which holds the coil rigid even under severe 
vibration. Windings of small wire are an- 
chored to soldering lugs bolted to each end 
of the form and the large wire is wound 
slightly smaller than the form and sprung 
while it is slid over the insulator. 


Aligning I.F. Section: To align the I.F. 
section, connect the headsets and turn the 
regeneration up until the second detector 
just oscillates. Then tune the plate circuit 
of the mixer tube until it comes to resonance. 
This is indicated by a sudden “plop” in 
the phones and the ceasing of oscillation. 
When regeneration is turned up farther, 
oscillation should start again. The I.F. does 
not have to be tuned to exactly 1500 kc. 
but to any nearby frequency which clears 
strong local stations. 


Used as Converter 

When used as a converter the two link 
terminals are coupled to the antenna input 
of your “broadcast” receiver. The broadcast 
receiver is then tuned to 1500 ke. A quick 
Way to tune the receiver on the nose is to 
turn the converter’s regeneration control 
full on. The detector section of 6N7 will 
oscillate on 1500 ke., giving a signal to 
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which the receiver is tuned. The regenera- 
tion is then backed down and the set is 
ready to go. For normal converter use this 
control is left at minimum. For greater 
selectivity the regeneration is pushed almost 
to the point of oscillation. If the broadcast 
receiver has no beat oscillator, CW signals 
can be received by pushing the regeneration 
just past the oscillation point. 


As a Receiver 
To use as a receiver the broadcast set is 
left disconnected and the phones are plugged 
in. For very strong local signals the re- 
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Inasmuch as RADIO & TELE- 
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merged magazine to the conclu- 
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October RADIO & TELEVISION, 
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two months. 
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generation is left near zero. To increase 
selectivity and sensitivity this control is ad- 
vanced and for greatest gain and almost 
single signal selectivity, the regeneration is 
pushed up to just below the point of oscil- 
lation. For CW reception the second de- 
tector is forced into the point of oscillation, 


Although built as an experiment, the re- 
sults are more than satisfactory. Even 
though it was not made to compete with 
larger receivers, it will put up a good scrap 
with some many times more elaborate than 
itself. With only a four foot antenna it 
gave good account of itself on some real dx. 
For those who do not care for it in such a 
compact form, this circuit should give even 
better results when spread out on a larger 
chassis. 


Parts List 


100 mmf. variable condenser 
15 mmf. variable condenser 
50 mmf. variable condenser 
100 mmf. mica 
.01 mf. paper condenser 
-1 mf. paper condenser 
250 mmf. mica 
.01 mf. paper 
500 mmf. mica 
C10 .25 mf. paper 
Cll .01 mf. paper (omit when screen is connected 
to plate oupely for 90 volt operation, C6 is suf- 
ficient) 
C12 .01 mf. paper 
R1 300 ohms % watt 
R2 50,000 ohms % watt 
R3 500 ohms % watt 
R4 50,000 ohms 1 watt (to be inserted at “X” 
if more than 90 volt plate supply is used) 
R5 2 or 3 megohm % watt 
R6 50,000 ohms variable resistance with switch 
“SW” 


R7 100,000 ohms % watt 

R8 500,000 ohms 4% watt 

T 1500 ke. iron core I.F. transformer 

L1, L2, L3. See text 

2 octal sockets, 2 phone jacks, 2 
4 terminal strips, %x M% 
% x 1 pillar insulator 


bar knobs, dial 
pillar insulator, 
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ANNOUNCING 
A NEW MASTER 


TELEPLEX 


To Teach You the Code 


The Master Teleplex Code Teacher has _ been 
streamlined to make it easier for you to learn 
the code. Yes, the same engineers who developed 
the original TELEPLEX have worked out an en- 
tirely new principle. This new machine records 
your sending visibly by a brand new method on a 
specially prepared tape and also sends back your 
own key work at any speed you wish. Thus you 
learn by hearing as well as seeing. There are 
NO PERFORATIONS—NO INK. Far superior 
to anything ever de- 

veloped. .. . A mar- 

vel of simplicity. 

Teleplex machines 

are used by practi- 

cally every school 

teaching the code. 

Regardless of 

whether you wish to 

learn code as a hob- 

by, a vocation, or to 

teach, you will sure- 

ly want to see this 

new Master Teleplex. 

We furnish you a complete course, including prac- 
tice messages, the new Master Teleplex plus a 
personal service on a money back guarantee. Low 
Cost. Easy terms. Special trial offer to any re- 
sponsible defense unit. Write for complete in- 
formation. 


TELEP LEX amy St. 


CcCOMPAN Y Jersey City, N. J. 


RADIO 


ENGINEERING, 


broadcasting, aviation and police radio, 
radio telegraphy and telephony. Morse 
railway accounting taught thoroughly. 

neering course equivalent to 3 years of college radio work. 
All expenses low. Catalog free. School established 1874 


The Dodge Institute, Turner St., Valparaiso, Ind. 
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servicing, marine 
telegraphy and 
48 weeks’ Engi- 


ANTENNA FOR CRAMPED 
SPACE 
® THE part of the equipment that supports 
the doublet is a fishing pole with the ends 
bent up. The lead-in wire is attached to 
(A) brass bolts, which bear on the copper 
rings (B). The lead-in wire is then taken 
off the rings and into the shack through 
the chimney. Commutator equipment can be 
installed for added rotation at end of pole 
(C) if desired —Clyde Moss, Jr. 
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STANDARDIZE YOUR TRANS- 
MITTER LINK COUPLING 
@IN amateur transmitter construction 

the link coupling used from stage to 
stage is usually a haphazard affair with 
no flexibility when it comes to changing 
coils for radical change of frequency. The 
writer recently installed a link coupling cas- 
cade after that shown in the sketch and 
now coils can be rapidly changed without 
disturbing the linking in the least. 

The system consists of a permanent link 
coil being soldered to each tank or grid 
coil socket as the case may dictate. An 
average of two turns of insulated hard 
drawn copper wire (No. 18) was fashioned 
as indicated with the terminals soldered to 
two spare terminals on the socket. The link 
coil was slightly larger than the coil and 
centered so the latter would slip in easily. 

It has been shown by experiment that a 
link of small diameter silk covered twisted 
gives as large a transfer of energy as any- 
thing the writer has ever used. Therefore 
if, between sockets, a link line of No. 24 
to No. 28 silk covered wire is used the feed- 
ing of energy from stage to stage will ap- 
proach maximum.—L. B. Robbins 
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WITH 


BLILEY 
CRYSTAL 
UNITS 


0-20-40-80-160 
METER BANDS 


TYPE B5 —This highly active erystal unit for the 
40 meter band has less than 4 cycles/me/°C drift, 
Price $4.80. 


TYPE LD2 —An efficient and powerful low drift 
crystal unit for the 80 or 160 meter band. Price $3 80, 
TYPE HF2 —Simplifies the construction of 5-, {0- 
and 20-meter transmitters. = 20 meters, 20 
C/me/°C. Price, 20 meters, $5.7 


TYPE BC3 —A ae, Dy mounted crystal 
with unusual activity and put. Drift 23 
C/me/°C. Price, 40, 80 or 180" moters, $3.35. 


BLILEY ELECTRIC CO. e ERIE, PA 
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Our wey t is fun while learning 


Why not 

ij learn to 

be an 

operator 

quickly 

and easily 

with the 

Ayers Automatic Code Machine all 

electric, 50,000 words practice tapes 
available, low monthly rental. 


TAPES FOR MAC AUTOS, RECORD- 
ING SLIPS AND RECORDING INKS 
Write 


AYERS AUTOMATIC CODE MACHINES 


711 Boylston St., Boston, Mass. 














SHORT WAVE CONVERTERS fo: 
CAR RADIOS 


Can be attached to any car 
‘adio. 


ece- ss, Covers. Ba 
1 


nge 
5.000 to 10,000 miles. List 
Price ..seeeseess «$26.95 


700 tong wave 


we 
ete. “Last Pr 

‘OLICE 

move 1 
condensers, 


Models UNIT: 
00-A 44 fixed 
S300 ne — 1600 to 
ocycles 
List Price a $12.50 
MODEL 800 Super Sensitive police converter with 
fixed condenser. Covers 500 to 2600 me. Two_ metal 
tubes, exceptional distance range. List Pric $15.95 
200 with variable condenser, covers 5% 
6000 kilocycles. List Price $17.95 
MODEL 500-A with varteiie condenser and ilumir 4 
1600 to 6000 Very sensitive a 
ae » Ad range. List Price $21. 3s 
obbers and Dealers Wanted 


ABC RADIO LABORATORIES BF inthtnadSier cel: PS 
| 1941 MODEL | 


NEW! * POCKET RADIO: 
WO TUBES NO BATTERIES NO PLUG-IK 
DURABLE PLASTIC CABINETS 


DUAL ANDS — MAGICTEN- 
NAaMIel RODIAL. Fits your 
t or purse—Wt. 6 ozs 
Small as cigarette packas e 
Receives standard & e 
short wave. PATENTED pow: 
ER RECTIFIER. No tubes, 
| age oo" an ‘Fatio easy tur- 
ing sli **MICRODIAL.” 
M. L. OF ILL. — “MIDGET RAD 510 WEKS FINE’! 
E YEAR SERVICE GUARANTEE! 
Sent complete ready to listen with inatructions & tir y 
es, hotels. in bed, 
cTRiciTy, NEEDED: 

SEND NO MONEY! Pay postman only $2.9 

age charges on arrival or send $2.99 (Check. M.O 

Cash) and yours will be sent postpai a. m 

USUAL LUE! ORDER NOW! FR 

“*MAGICTENNA’’—FLIMINATES OUTSIDE 

MIDGET RADIO CO., Dept. RT-12, Kearney, ‘Nebr. 


600-A & S00-A 
shown. 


dial covers 
metal tubes. 
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Radio Kinks 


COLOR CODED LEADS 

When I buy appliance wire, I save the 
small yellow metal tag that is found on the 
wire every few feet. Then I paint two of 
them the same color; two red, two green, 
etc. Before making cables, I place one of 
these at each end of the wire, thus insuring 
identification of each wire in a power cable, 
jnter-communication system, etc.—G. Chand- 
ler Robinson, 








Sn, 
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GREEN 





D.C. POWER-SUPPLY 

@ FOR some time the writer operated a 

low power transmitter using a power 
supply composed entirely of two five-to-one 
ratio audio transformers. Later it was tried 
out as a receiver power-supply and worked 
nicely. It used a Raytheon rectifying tube 
(no filament) but could be easily adapted 
for use with a modern rectifier by utilizing 
a suitable filament transformer. While the 
five-to-one transformers provided nearly 
400 volts of rectified current, two three-to- 
one transformers will give about 250 volts 
output at higher current rating. 

The trick in this hook-up is that the 
primaries of the two transformers are con- 
nected to the 110 A.C. line, in parallel with 
a limiting resistor in the form of a 25 to 
40 watt lamp in one line. Then the sec- 
ondaries are connected in series and center- 
tapped between them. 

With a 40 watt input (110 volts at ap- 
proximately 400 mils) the output will be 
approximately 400 volts ‘(using 5-to-1 
transformers) at about 60 mils; sufficient 
for operating a transmitter of less than 
that consumption—or a 6-tube receiver. 
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SEND NOW FOR THIS HANDY, NEW, 


RHEOSTATS Resist 





to cover 
handling 
cost 


Ee Kight uth, OHMITE 
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OH MITE Chui Loic (heulain 


Mil 


tw 


Solves any Ohm’s Law Problem 
with one setting of the slide. 


Everyone can use this remarkable Calculator! 
values are direct reading. No slide rule knowledge is 
necessary. Figures Amperes, Volts, Watts, Ohms—quickly, 
accurately. Scales on both sides cover the currents, re- 
sistances, wattages and voltages commonly used in radio, 
sound and electronic applications. Specially designed for 
you by Ohmite Engineers. Size 414” x 9”. Get your Cal- 


All 


At Your Jobber or Send the Coupon Today! 





4896 Flournoy St., Chicago, U. S. A. 


' 10¢ in coin enclosed. Send Ohm’s Law 
4 Calculator. 


/ OHMITE MANUFACTURING CO. 
' 
' 


(Please Print Clearly) 
Name 
Address 
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City 
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EASY TO READ! .: = 


the full-fledged amateur. 


he & & 
an IN Ww 


really made understandable. 


write direct to THORDARSON. 


ELECTRIC MFG. Co. 











“Transformer Specialists Since 1895 


156 PAGES! OVER 100 PICTURES! 


w w% W Takes you step-by-step through every- 
thing you need to know to be an amateur and 
have your own radio station. Written so any- 
one can easily follow the instructions, this 
textbook is a great help to the beginner or 


You can learn how to build your first 
transmitter and receiver—how to learn code 
—how to get your license—how to use your 
beginning equipment in building larger and 
more advanced rigs. Here is radio theory 


Bound in cloth and stamped in gold. Obtain 
a copy from your Radio Parts Distributor, or 


THORDARSON o«» 75¢ vores 


500 West Huron Street, Chicago 


m7 








Book REvIEW 


NEW GHIRARDI SERVICING BOOK—The new 
Ghirardi Handbook is a large volume of 710 
Pages, 8% x11 inches (manual size), bound in 
gold-lettered Fabrikoid with stiff covers. Pub- 
lished by Radio & Technical Publishing Co., New 
York City. Price $3.50. 

Now featured among the 
Pages of useful data are 386 


RADIO-CRAFT 


710 manual-sized 
pages of trouble 


for 


NOV.-DEC., 


“Case Histories” for over 4,600 models of re- 
ceivers and automatic record-changers (the larg- 
es’ “Case History’’ compilation ever published), 
a 50-page tabulation of the receiver “I-F Peaks” 
and alignment data for practically every known 
superhet receiver, 60-pages of tabulated data and 
charts compiled particularly for the auto-radio 
specialist, replacement and comparable battery 
specifications and data charts for 1,250 portable 
radio receiver models. Of special value is the 
most complete tube chart ever published—20 


1941 


pages long—giving for the first time anywhere, 
complete information on the characteristics, clas- 
sification, interchangeability and socket connec- 
tions of every type of American receiving tube. 

Included also among the remaining 180 pages 
are comprehensive trade directories of all manu- 
facturers related in any way to the radio in- 
dustry, and 53 more reference charts and graph 
presenting permanently useful data on a variety 
of important subjects such as ballast resistors, 
dial lamps, tube testing, magnet wire. 
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Photos at left show 
front and rear views 
of the 3-tube DX-er. 
Plug-in coils permit 
tuning in the various 
short-wave bands. 





@ FOR the beginner and experimenter 

who wants a receiver just a little bit 
better than the one or two tube battery set, 
we are presenting details on construction 
of a three tube “DX-er”. The title is right- 
fully applied, because this little set really 
steps out and picks up the DX stations, in- 
cluding the major short-wave stations of 
South America and Europe. 


As you will notice by the circuit, there 
is an R.F. stage, a regenerative detector 
stage, and a power amplifier stage, capable 
of operating a loud speaker on the more 
powerful stations. Battery requirements are 
very simple. Flashlight cells may be used 
for the “A” batteries, but a No. 6 dry cell 
will give much longer life. Two standard 
45 volt “B” batteries, connected in series, 
supply the plate voltage. Automatic biasing 
is used in this circuit, so that no “C” hat- 
tery is necessary. 


Let us take a look at the circuit diagram 
and see how really simple this set is. A 
INS5GT tube is used as R.F. amplifier. The 
antenna coil is a standard 4 prong, two 
winding plug-in coil. These coils are avail- 
able in sets of four to cover the entire short- 
wave band from 9.5 to 217 meters. A set of 
two coils is used to cover the broadcast 
band. Notice that the ground return (ter- 
minal 1) on the secondary of the coil con- 
nects through a 100,000 ohm resistor to the 
center arm of a 50,000 ohm potentiometer. 
Varying the potentiometer varies the bias 
and therefore the amplification of the 
IN5GT tube. The output of the R.F. tube is 
connected to an 8 mh. choke, which is capac- 
ity-coupled to the regenerative detector 
stage. The detector tube is the triode por- 
tion of a LHS5GT. The LHSGT tube has a 
diode element in it, but we do not use this 
in this circuit. The high mu triode portion 
of this tube makes an excellent regenerative 
detector. The detector coil is a four prong 
plug-in type, the same as is used in the R.F, 
stage. Proper connection to the coil socket 


*Engineer, Allied Radio Corporation 
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is important, and the numbering as shown 
in the circuit should be followed. A 140 mmf. 
variable condenser in each stage tunes the 
R.F. and detector coils. A vernier dial is 
used on the detector stage tuning condenser, 
as tuning in this stage is quite critical and 
must be done slowly. A small knob on the 
R.F. stage tuning condenser is sufficient 
there. Regeneration in a detector stage is 
controlled by a 50,000 ohm potentiometer 
which acts as a variable shunt on the tickler 
winding of the coil. The detector stage is 
capacity coupled to a 1C5GT power am- 
plifier tube to which a pair of earphones 


Radio 2 aginner 





ube DX-er 


with 


A Wallop! 


L. M. Dezettel, WOSFW* 


European short-wave stations are picked up 

easily on this 3-tube highly efficient receiver. 

Plug-in coils permit the different short-wave 

bands to be tuned in. An ideal battery-operated 
set for the beginner. 


or an inexpensive magnetic speaker may be 
connected. 

Before any work is begun on this set, 
you should make sure that you have all of 
the parts, as well as a suitable base and 
front panel. The baseboard is made of ply- 
wood and measures 7 inches by 14 inches, 
The panel in the model shown in the photo- 
graph was made of black crackle finish 
masonite, measuring 7 inches by 14 inches, 
Angle brackets are used to support the 
panel to the baseboard. 


tront 


Laying Out the Parts 

The layout of parts is quite important but 
can be estimated from the photograph of 
the back view. Drill the front panel and 
mount the two variable condensers and two 
potentiometers on it first. Fasten the eight 
Fahnestock clips to the baseboard, approxi- 
mately as shown in the photo. Fasten the 


Below is a wiring diagram of the 3-tube DX-er. 
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five sockets to the baseboard, locating them 
in a row as shown. Four prong base mount- 


ing sockets are used for the coils and octal - 
hase mounting sockets are used for the - . a SPRAGUE ATOM TYPES 


tubes. When mounting the sockets, be sure 
to keep in mind that you should have the 


shortest possible leads to each of the socket ‘ FOR BETTER, SMALLER, MORE 
terminals. The following arrangement will % ECONOMICAL REPLACEMENTS 


help: 
The R.F. coil socket on the right (back- | F - Of course you know Sprague ATOMS—the “blow-up proof” 
iew ' om should be faced so that the |; . midget dry electrolytic condensers that have literally made 
' larger, old-style condensers obsolete. But did you know there 

rom the back. To the left of the coil are five different ATOMS types—types that make these popu- 
. —— 2 lar midgets practically universal for any replacement job 
soc ket is the INSGT tube socket. The guide whether it be single-section, multi-capacity, lug-mounting, or 
pin slot should point in the direction of the |; calls for separate positive and negative leads? Did you know 
panel. The socket in the center is for the || -6e leading manufacturers specify ATOMS for equipment to be 
regenerative detector coil, the large pin ¥ shipped overseas—because ATOMS are so uniformly dependa- 
holes on this socket should be towards your ble under bad atmospheric conditions? And did you know 
left. The detector tube socket should have << that ATOMS are so rugged, they'll even stand up in many 
its guide pin slot pointing towards the back jobs where old style large dry and wet electrolytics were 

’ formerly specified? 


V 
lar : pin holes are towards you as you view 


and the power amplifier socket (the last 
one on the left) should have its guide pin / ) Play safe. Use Sprague Atoms in EVERY job. 


slot facing the panel. 4” No. 6 wood screws 
are used to fasten the Fahnestock clips and YOU SAVE THREE WAYS 
54” No. 4 wood screws are used for the Make up hard-to-get re- 


eee ~~ lati se placements by strapping 
sockets. The fixed tubular condensers, re aah hia” da 
; set sistors, and R.F. chokes are supported by gether with ST Mount, 

‘Gar in . x a . ing Straps — suppliec 
all of their own wire leads. ; ; nat Varn tad tie 
. and A careful job of soldering is necessary ‘ combined Atoms ectual- 
s i . . . " i ae . . ly smaller, often cheap- 
 ply- if continued good results are to be expected ; an, eal Gals on octane. 
ches, from this, or any other set. Acid core solder | | f You save time—money 


or acid liquid should never be used when — 


ry be 








hoto- 


finish soldering electrical connections. Rosin core 
aches, solder will not corrode the connections, and SPRAGU r CONDENSERS 
front it is just as easy to use if the soldering 
iron is applied to the connection, and only 7 ; 
a small mo of solder is allowed to flow 4 F Sprague Products Company 
into the connection. Connections to the ‘ <— North Adams, Mass. 
nt but Fahnestock clips may be made by means of 
ph of soldering lugs or the ends of the wire may 
1 and be fastened under the wood screws. The 3 
id two megohm resistor and .0001 mfd. mica con- 
eight denser are connected to the 1H5GT tube 
proxi- right at the grid cap. Make all connections Marne 
en the as short and direct as possible. Short con- Ni SELF-BALANCING 
nections are important at the very short , ew DRIFT-CORRECTING 


— DIRECT-COUPLED AMPLIFIERS 


Let’s connect an antenna and ground to " FOR DISCRIMINATING MUSIC LOVERS 

the receiver. The antenna should be a single cae 

wire, 75 to 100 feet long and well insulated. Designed by A.C, Shoney 

The ground can be a good connection to a 

coll water pipe or to a 6 foot metal rod 

driven into moist earth. Connect an “A” These new amplifiers bridge the gap between the labo- 

and “B” battery, and earphones to the six | ratory and the home, and make available for the first 

seeuiliaiie th ron ig pe a d time, extraordinary equipment at less than ordinary 
munals on the back. If you lave used a | | prices. Built in a new way, without interstage coupling 

volume control with a built-on switch, as condensers or transformers. Although specifically de- 

recommended, rotating the volume control signed to meet the strictest requirements of profes- 

knob will turn the sct on. Set the volume | | Sone! sound engineers, these direct-coupled amplifiors 

; embody all desirable features sought by the most dis- 
criminating music lovers. Send for Literoture. 








control at its maximum point (all the way 
to the right). Turn the regeneration control 
until a dull thud is heard (which is where 
oscillation begins) and let it set, tem- : 

porarily, at this point. Rotate the detector WY W. 20TH STREET, NEW YORK, N. oa 
tuning condenser slowly, and at the same 
time turn the R.F. tuning condenser back = 


and forth, until a station is heard. Use The Greatest Book Value Ever Do you need 


broadcast band coils for the first trial. You + gh Bday ae 
should hear several squeals as the detector amend AUATESR COURSE BIN DING POSTS? 


tuning condenser passes over the stations. pRB 


Action assures € mtact af 


WI n y quick connectior 
en you have one of them tuned in, re- . AN) Aluminum Type 


Manufactured in nf iin 
duce th F | t Wa f t 42¢ 
sqi 1eal be ren a until the nven ions n e turnin “B Body, Bakelite Top Type 8! 
SYUCe s o f rou reduce re regenera- Ty 
: . 5 ° ~ p pes CP NP. ALI. BRASS—STAIN- 
tion control, a slight re-setting of the detec- Patented or Unpatented LESS ay EP SSPiL AS TEST "ROVEN Ly 
CORROSIVE at 28c h. 















































tor tuning condenser is required. A Ww 
,0iN e have been successfully selling inventions, 
will be { d : I t patented and unpatented, since 1924. Write us, Manufacturers and Seaters Liberal 
‘| be foun where the stations come in if you have a practical, useful idea for sale. mipnpciging 


wit maximum volume. If it is too loud, and By tte yd poo Ld 1d X, L. RADIO LABORATORIES 
sounds distorted, reduce the volume control. Dept. 109 Barrister Building, Washington, 0.c. Bd = 
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Electrical Experiments 





A Mercury Vapor Sun Lamp 


Appearance of the Mercury Vapor Sun 
Lamp, as built by the author. 


@ THE construction of a vapor sun lamp 
is a comparatively simple task, provided 
the builder understands the basic theory. It 
is the purpose of this paper to present the 
theory, and then give the details for making 
a mercury vapor sun lamp, using one of the 
least expensive bulbs on the market. 
Basically, the light from a mercury vapor 
lamp is due to the vaporization of the mer- 
cury in the bulb. Some means must be pro- 


How 


vided in the bulb for heating the mercury 
so that it vaporizes. The methods used by 
the various manufacturers are, of course, 
not all alike. Perhaps the simplest way of 
vaporizing the mercury is with the use of a 
filament in the bulb which is heated to in- 
candescence. The heat given off by the 
filament is sufficient to vaporize the mercury, 
which forms an arc between the electrodes 
of the bulb. The voltage drop between elec- 
trodes is approximately 15 volts, and it is 
for this reason that the lamp cannot be used 
directly across a 115 volt line. 


The bulb used by the writer is a Sperti 
Mercolite, number 40TC, and may be pur- 
chased at any large electrical or department 
store for about $6.00. It draws a current of 
5 amperes, and since the voltage drop 
through it is about 15 volts, it is necessary 
to use a limiting resistor in series with it, 
if it is desired to use the 115 volt A.C. sup- 
ply. The voltage drop across the resistor 
must be 100 volts (115-15), and since the 
current is 5 amperes, the power consumed 
in the resistor is 100 « 5 or 500 watts. It 
was found that a resistor, such as is used 
in a radiant heater, rated 115 volts at 660 
watts, served the purpose, and could be 
purchased for $0.25. 

The physical construction of the lamp can 
be made to suit the builder’s requirements. 
An intermediate base type socket is required 
for holding the bulb, and a standard base 
for holding the limiting resistor. A small 
reading lamp was purchased by the writer 





MERCOLITE . 


th 








115 VOLTS 
660 WATTS 

















Wiring diagram of the Sun Lamp. 


which proved very handy for mounting the 
bulb and resistor. This was accomplished by 
removing the standard base socket in the 
head of the lamp and placing the inter- 
mediate base there instead. The shade of 
the lamp is long enough to accommodate 
the mercury bulb. At the base of the lamp 
the socket for the resistor was mounted by 
drilling through the base and attaching the 
socket with screws. The resistor should be 
mounted so that it does not come in con- 
tact with any wires or other equipment, as 
it becomes very hot when the bulb is being 
used. The actual construction can be scen 
in the photograph. 

Herewith is the 
Petrucelly, Jr. 

“Sun glasses should be used for the eyes 
for protection when the sun lamp is used. 
These may be obtained at the place that 
supplies the Mercolite bulb.” 


wiring diagram.—!’. 
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FIBRE OR HARO 
RUBBER OR BAKELITE 


FIG. I 
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FIG. 4 




















FIG.6 
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@® MERCURY cup switches are not so 

widely used today in the laboratory or 
for time clocks and other devices as they 
once were, but many times the experimenter 
will find them extremely handy and a few 
hints on their construction are given here- 
with. Fig. 1 shows how a simple fire alarm 
mercury switch can be made from a fiber 
or other insulating tube. An adjustable con- 
tact screw is mounted in a brass or otlier 
threaded piece at the top of the tube, so 
that the lower end of the screw can be 
raised so as to just fail to make contact with 
the mercury. When the room temperature 
rises, the mercury will expand and cause 
it to rise so as to make contact with the 
upper screw, thus closing the circuit and 
sounding an alarm. The column of mer- 
cury need only be about 1/16 to % of an 
inch in diameter and an inch or two in 
length. Figs. 2, 3 and 4 show how to rig 
up an old electric bell (telegraph sounder 
or similar magnet system) so as to act as 
a circuit-breaker. Mercury cups made of 
brass or possibly glass are arranged as 
shown, and at Fig. 2 a single-contact break 
is made. At Fig. 3 a “U” shaped wire mem- 
ber supported in a piece of insulation (fiber, 


The average electrical experimenter may not 
have used mercury switches very much, if at 
all, but they frequently serve a very useful 
purpose. As the diagram shows, mercury cup 
contacts prove most useful for circuit inter- 
rupters and emergency or special switches. 
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PRACTICAL CHRISTMAS GIFTS 
FOR THE WHOLE FAMILY 


Unusually attractive 16 page Holida 

fully illustrated and lithographed wit 

covering each subject. 
The Story of Jesus 
Bible Stories 


books beauti- 
complete text 


Old Testament Stories 
ew Testament Stories 


BYg xX Wa ecccsee ‘aihiniasaminaioaies for 40c 
A Christmas Day with Longfellow 
A Christmas Day with Tennyson 
A Christmas Day with Whittier 
Size BY KK Wiareeccrssssesseeee nove 3 for 30c 
The Secret of a Menor Day 
Hark the Herald Angels Sing 
He Leadeth Me 
| Need Thee Every Hour 
Nearer My God to Thee 
The Lord Is My ne 
Size 6% x 4'/... 6 for 50c 
All 13 books gareel post prepaid ; $1.00 
hristmas Candle Lights by Noma. Fitted with 


2. 
C 

G.E. Mazda Lamps. Candles in different colors. 8 
Candle Lights completely wired, packed in an at- 





ve Christmas box, 


ready to use, parcel post 
prepaid. siihenniesananeitenie sadaseccenesias-oueniobeled 1.00 
Crystalite Reflectors (P), an unusually attractive 
Christmas Tree ornament fitted with G. E. T-4 Mazda 





ps. Each Crystalite is made up of a center 
dome-shaped cut glass in different colors to which 
9 cut glass. petals in contrasting colors are clamped. 
Packed 8 in a carton. | Box $i. 
Shakespeare miniature set of 10 ‘books (P), wun- 
abridged, page size 3'/4"'x2!/2", in clear readable 
type, flexible cover of genuine leather in different 
colors, titles embossed in silver.. Annes Te 
Same as above in dull finished walnut rack... 
{A most suitable Christmas, Birthday, or 
ation Gift.) 

U. S. Spotlite for photography (6 
silver reflector. Fitted with power bul Westinghouse 
S I! bulb, 6 ft. rubber cord, fits into any AC-DC 
house socket and on any tripod with standard head 


2.50 
Gradu- 


with 9" nickel 


Same lamp as described above (6) with SG. E. 
| (750 c.p.) flashlight bulb. Black crackle finish 30 
U. S. Signal Corps Tripod (6), 


for surveyors, one 
piece, made of hardwood with 


bronze head and 





MG ek a PERE 1.95 
eS. Adjustable tripod (6), made of selected 
st ht grained hardwood, fitted with sturdy 

s. Adjustable from 44-88", with standard head 
C to fit any camera.... 3.00 
(When ordered with any of the above described 
___ |, SSNs 2.00 


Tuch-Rite (P) typewriter touch system teacher (rec- 
ommended by the U. S. office of Education, Wash- 
ngton, ot . 2.00 
Imperial Health Brace (P), with 2 sowed in flexible 


steel reinforcements. For men and women, any 
SD dviddacnsebieenedbeenensens iin ceenaweree 2. 
for boys and girls, any size 1.50 


When ordering, please specify for men or women, 
and give chest measurement under arms.) 


Jiffy Therapeutic Face Massager (P), with rubber 
cord to plug’ into any AC-DC house socket... 1.00 
Sun-Mite Sr. (P) Ultra-Violet health lamp. Table 


model, 2 carbons, goggles. 


and six foot cord to 
plug into any AC-D 2.95 


house socket. 


Sun-Mite Jr. (P) same as above with screw base. 

Sturdy Jiffy magazine binders (P) 
(a) My Ri s¥ with 2" back fits s RADIO NEWS, 
CRAFT Ss nieesksiatiunans 06 


(b) IO I ith 3" Back’ fits POPULAR 
oA avi fl Clit 17 


, 5 
with 3° back fits READER'S 


Sky Pilot World Time Clock (P) instantly indicates 
time in all 24 zones throughout the world. Invalu- 
able for Radio Amateurs and Short Wave Listen- 
ers . 5.97 
Add-O-Matic adding macKine (6) all metal, 5 col- 
umns, with complete instruction book, ($! 1.95 value) 
your . 6.95 
Arithmometer adding “machine P), in leather case, 
all metal, fits vest pocket—suitable for office, store, 
and home. Adds, subtracts, and multiplies 2.50 
8” slide rule with flat magnifier (P) in pocket case = 
Same as above with 36 page instruction book. 

0" slide rule with omental round magnifier 4 


white enameled, in fine black leatherette case. 
Same as above with 36 page instruction book. 
3% Page instruction book only (P) ° 4s 
Lawrence Secret Code Slide Rules (P) compile 


instruction books. | set—35ce, 2 sets 
— aes motor (3) Brand new, 5,000 R 





letter (P) appears after the 
‘a an item, it means Parcel Post Prepaid 
- When a number ( ) appears after any item, 
_ ude in your remittance, the proper express charges 
a the number of pounds your purchase represents. 
Yhen such amounts are not included in your remit- 


. we will ship express charges collect. 

GOLD SHIELD PRODUCTS 
(Dept. RC1141) 

350 Greenwich St., New York City 


(Write to us on any reconditioned fractional h.p. 
Mofors you need. 
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etc.) dips into the mercury cups and opens 
or closes the circuits. At Fig. 4 a double 
pole switch is shown and here the block of 
fiber (or other insulation) mounted on the 
armature of the bell makes or breaks contact 
by means of two U-shaped wires dipping 
into mercury cups. The arcing at the sur- 
face of the mercury may be partly obliter- 
ated by placing a little oil on top of the 
mercury. 

Fig. 5 shows a laboratory type of mer- 
cury switch which often comes in handy; 
these switches have been made with as many 
as a dozen contacts and more. The central 
member is made of fibre or other insulating 
material and the lower edge of the upright 
may either be wedge-shaped and the switch 
simply allowed to rock back and forth in a 
“V” shaped slot cut in the base, or it may 
be arranged with pivots on either end. This 
switch rests at an angle on either one side 
or the other of the hase, as the diagram 
indicates, and the U-shaped copper or other 
wires make contact in the mercury cups. 
Various arrangements of the switch conduc- 
tors may be worked out by the ingenious 
experimenter, so that a great number of 
time-saving and intricate connections may 
be made by one throw of the switch, the 
switch being actuated either manually or by 
a set of magnets from a bell or telegraph 
sounder. 

Fig. 6 shows a simple four-way pole- 
changing switch for manual operation. The 
fiber block containing the two U-shaped 
wire members may be placed in the mercury 
cups so as to connect 1 and 3, also 2 and 4; 
if the switch is turned 90 degrees and then 
placed in the cups, which are laid out on a 
square as shown, wires 1 and 2 will be 
joined together and also 3 and 4, thus re- 
versing the polarity of the circuit. 





A SIMPLE SET OF TEST PRONGS 
@ THESE test prongs have the advantage 

of being flexible and can be spread to 
make any contact necessary in making cir- 
cuit tests. 

Cut two pieces of “tongue and groove” 
flooring so their grooves will come together 
when the pieces are matched. 

Bare the ends of a long piece of double 
stranded electric cord. To one end attach 
two clips. To the opposite ends solder on 
two lengths of heavy string solder. 

Place the insulated part of the cord 
the groove of one piece of wood and bring 
the other against it and bind with electric 
tape. 

This completes the test prongs as shown; 
they will be found mighty handy in making 
continuity and voltage tests around any 
radio circuit.—L. B. Robbins. 





*A SIMPLE SET OF” 
TEST PRONGS ~ 







TWO STRIPS OF 
TONGUE AND 
GROOVED WOOD 







INSULATED WIRES 


TWO LENGTHS OF STRING SQOLOER 
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2 
HERE /T Js... 


the new Hallicrafters SX-32—the 
communications receiver I know 
you'll want! 

13 tubes. Frequency coverage from 
500 ke. to 40 mc. Adjustable noise 
limiter. Push-Pull high fidelity, 
audio output. 6 bands. Crystal 
phasing. Two stages of pre-selec- 
tion. AVC BFD switch. 

Get the best in short-wave recep- 
tion! Your outmoded receiver is 
worth a liberal trade-in allowance 
from me, so drop me a line here 
at Butler and get my free esti- 
mate! Rock-hottom terms (fi- 
nanced by me to save you money) 
PLUS my liberal trade-in allow- 
ance make any receiver in my 
stock—the world’s largest—with- 
in your easy reach, 
































































































































Drop me a line today! 


Bob Henry 


a WSARA 


HENRY 












































RADIO SHOP 
BUTLER, MISSOURI 
WORLD'S LARGEST DISTRIBUTOR OF AMATEUR RECEIVERS 
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MODEL 432-A 


The Outstanding Tube Tester Value .. . 









































Checks all type tubes including Loctals, 
Bantam Jr., 1.4 volt Miniatures, Gaseous 
Rectifier, Ballast, High Voltage Series, etc. 
Filament Voltages from 1.1 to 110 volts. 
Direct Reading GOOD-BAD Meter Scale. 
Professional-appearing case with accessory 
compartment large enough for carrying 
Model 789 AC-DC Pocket Volt-Ohm-Milliam- 
meter, thereby giving the serviceman com- 
plete testing facilities for calle in the field. 

. Model 482-A with compartment, Deal- 
er Net Price . . . . $20.73. Model 432-A in 
case less compartment . . . . $19.65. Model 
739, Dealer Net Price... . $10.89. 
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TO RECEIVER 
DOUBLET (NPUT 








WOODEN BASE } 


The illustration at the 

















left shows the simple 
method of erecting 
and connecting the 
end-fed Zepp aerial 
for receiving purposes. 
How to tune it is ex- 
plained in the accom- 
panying article. 











@ IN an earlier article I sought to point 

out the advantages possessed by Zeppelin- 
type antennas for reception as compared to 
doublets or random-length wires. This dealt 
with an antenna combination for top per- 
formance in the larger short-wave broadcast 
bands and the ten and twenty meter ama- 
teur radiophone bands. 

As pointed out, the chief advantages of 
the Zepp, especially the type fed in the cen- 
ter (also called “tuned doublet’), is its 
ability to resonate efficiently over a consid- 
erably wider band of frequencies than the 
doublet, and to operate on harmonics of the 
fundamental frequency (the frequency for 
which it is cut). 

Center-feed was chosen for the purpose 
of resonating in the short wave broadcast 
bands because, as these bands do not occur 
in harmonic relation, its property of a more 
balanced resonance than the end-fed Zepp 
at frequencies slightly lower or higher than 
the frequency for which it is cut, or its 
harmonic frequencies, made it to be pre- 
ferred. 

A Zepp antenna for coverage of the ama- 
teur bands is a different proposition. The 
bands lie in quite good harmonic relation, 
and so one end-fed Zepp approximately 69 
feet long (flat-top only) will operate efh- 
ciently on the 40, 20 and 10 meter ham 
hands. By use of feeders about 66 fect in 
length it is also possible to use the antenna 
as a Hertz on 80 and a Marconi on 160, 
resonating it in each band for best signal- 
to-noise ratio. (The 160 meter case is sub- 
ject to exception as will be pointed out.) 

Also, those interested in BCB DX can, 
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with a little experimentation, get the an- 
tenna to resonate in the broadcast band as 
a Marconi with a consequent improvement 
in reception. 

Now, a few words on present amateur 
band DX listening may not be out of order. 
Recently ham DX has been much curtailed ; 
in fact, English-speaking foreign stations 
in the ham bands are rare indeed. One still 
has our Pacific islands and other posses- 
sions to hunt for, but these are none too 
plentiful either. 


S.W.L.'s Learn Spanish! 

South American ‘phone hams are still 
pounding through on the 20 and 40 meter 
bands, however, and the short wave lis- 
teners who have acquainted themselves with 
the Castilian alphabet and numerals are still 
adding to their DX logs. I know of many 
who never knew a word of Spanish before 
and who are growing quite proficient at the 
language, through their DX listening. 
Along this point also, it might be pointed 
out that our government has urged Ameri- 
cans in general to become more familiar 
with the Spanish tongue, in line with pro- 
moting closer Latin-American relations. 

Of course, to learn a language fluently 
requires an able instructor. But a short wave 
receiver and a textbook can do a pretty fair 
job. 

Anyway, not to digress further, there are 
still many DX stations in the ham bands to 
be logged by those who specialize in this 
branch of listening. Then, too, there is the 
embryo ham, who is just getting acquainted 
with the amateur frequencies and is learning 


RADIO-CRAFT 


fimateur Radio 





END-FED 


Zepp 


for Receiving 


R. H. Newkirk, W9BRD 


Many valuable pointers are given by the author 
in this interesting article, describing the use 
of a simple antenna which will markedly im- 
prove your reception. Details of the proper 
tuning unit to use are also given. 


his code by daily amateur band sessions. 

The antenna described here will be rec- 
ognized by hams, as an ordinary Zepp. This 
type of “skywire” is perhaps the most wide- 
ly used antenna on the 20 and 40 meter 
bands for amateur transmitting—and it 
makes just as good a receiving system as 
transmitting. It is used here at W9BRD 
for both purposes and, as is shown in Fig. 
2F, G, H and I, it can also be used to 
advantage in the short wave broadcast bands 
for reception. As has been said before, a 
Zepp meant only for receiving can be much 
less elaborate than one for transmitting. 
The insulation problem is minimized and 
wire size is unimportant. 

The feed-line should be close to 66 feet 
in length, if tuning is to conform with that 
given in this article. Other lengths will 
require considerable cut-and-try experimen- 
tation in the tuning unit, in order to obtain 
resonance. Bending the feed-line when 
necessary should not cause complications if 
not carried to excess. Wooden spreaders or 
others of insulation material should space 
the feeders approximately four inches apart, 
from the end of the flat-top to the tuning 
unit. Other pointers on construction of 
Zepp feeders can be found in the article on 
the “‘Center-fed Zepp for Receiving.” (See 
June issue of this magazine.) 


Tuning Unit 

Now for the tuning unit. It is dia- 
grammed in Fig. 3 and pictured in Fig. 4. 
The coil, L, is wound of No. 12 enameled 
wire, self-supporting. Its diameter is ap- 
proximately 2 inches. The clips extending 
from each end of the coil are used to “short 
out” the necessary turns when a smaller 
coil is desired. Three values of L are used; 
35, 15 and 5 turns. Hence, L consists of 35 
turns, close-wound, with provision made 
for shorting out portions of the coil. The 
enamel should be scraped clean from a sec- 
tion of the wire 10 turns from each end, 
and also 15 turns from each end. At these 
points the winding should be spaced a bit 
to enable the clips to grip. In the center of 
the coil should be a space just wide enough 
to admit the link coil, L2 The link coil 
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could be wound around L but the spacing 
permits variation of coupling between the 
unit and the receiver by simply pulling L, 


in and out. All of the attractive items listed here are brand new. ALL are in PERFECT WORKING ORDER. In many 
The link coil connects to the doublet in- ba a oe parts alone total more than the price we are asking. 100% satisfaction guaranteed or your money 
put of the receiver, and consists of three ORDER “FROM THIS PAGE. Use the convenient coupon below. Include sufficient extra remittance for parcel 


charges, else order shipped express, collect. Any excess will be refunded. C.0.D. shipments require 20% 
turns of insulated wire of any size, about deposit. & full 5 order, deduct 2% discount. Send money order, certified check, new U. 


stamps. No C.. 0.D. to foreign countries. 
1% inches in diameter. The smaller the 
wire the better, since less spacing will be ORDER TODAY LIMITED QUANTITIES PROMPT SHIPMENTS ASSURED 


necessary in the center of L. THE RADIUM SPINTHARISCOPE 
The condenser, C, may be any variable WORLDS DESTROYED BEFORE YOUR EY 
ivi ri i = th i jentifi 
receiving type condenser with a capacity An He yy yy ig yg SHY A oe oe 


ef at least 200 mmf. If you use one with ace uallls structible. Yet the SPINTHARISCOPE, demonstrates that radium actually destroys 














° is ld a most + sight. You 
side trimmers, open these as far as possible, _ i ¢ thousands of 
so that a low minimum capacity can be , > ist jash wit of me Sow i one atom o dium. As each radium 
: i ingle-pol si ad at the terrifi Y 
obtained The = gle Le single throw — 2 5 Seal at aes iphe. rays ‘cabnnined in ane ‘SPINTHARISCOPE. The magnify ing lene 
switch, SW, 1S used to detach the reflecting, “ A: of the instrument makes these flash 
“ ” . . . 
r “dummy” feeder, when it is desired to 
resonate the antenna for reception in the miy for a, few, minutes, 
80, 25 and 31 meter bands. The feeders con- 7 RS I gg eg 


never. stopping. Thus. the Radium. in 


. ° . NTHARISCOPE, ‘ed, 
nect to the tuning unit at the points 4 will o outlive you and many succeeding 


generation 
marked X. Our SPINTHARISCOPE actually contains a smal! quantity of radium. 


, = you to 1 
Normally, on 160 meters, one would tune |] destruction of ‘thousands of worlds (atoms are miniature worlds), by 
ae ° 2 simply looking through the Jens of the instrument. 

135 feet or so of wire against ground as a as RIGHT ORE Y¥' : 
Marconi. But this antenna can be tuned to Item No. 148. Price, Postpaid... 


The RADIUM SPINTHARISCOPE, 
this band in the same manner as a Zepp, VARIABLE SPEED UNIVERSAL MOTOR AMAZING BLACK LIGHT!! 


i i <i y is Powerful 250-Watt Ultra-Violet Bulb 
using a coil of approximately 35 turns. This oon 280 VELTS. 04. Of OF. owerfu att Ultra-Vielet Bulb 
provides good reception in the 1.7 mc. band || Made tor Dictaphone machines by American Gramophone tical source of ultra-violet 
ions. but the antenna is not operating as an 


for general experi- 
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pone orthodox Zepp. Whether or not it operates : Sondn ‘trom’ both RF EW. 
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ride but it is much simpler to adjust in this case. lay j . standard lamp socket. Made 


° ° ° J with special filter glass per- 
neter Those especially interested in 160 meter ‘. ee ™.. $1.55 mitting only ultra-violet 


° ° ° rays to come through. Brings 
d it reception can determine this for themselves. i out beautiful opalescent hues 


m as _Tuning and adjusting a Zepp for recep- || POWERFUL ALL-PURPOSE INDUCTION MOTOR rials. Swell’ for “amateur 
BRD tion was discussed in the article previously os oo = | ae USES tain unique Hehting rete aes DiRT: ete 10 ab 
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. ' ° ° fee Grinders, Motion Picture 
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foca ength, ground gna Current consumption few cents a month 
: P . . . polished objective lens and 2 | Complete with base switch and 8 ft. power cord. Ship- 
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diagrams, 
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reps 
. Learn ent how to test radio parts, 
trace circuits, repair all types of radio 
sets using modern methods and equipment. 


RADIO REPAIRING SIMPLIFIED 


home-study cov 


Lessons 
243 Practical r 

Cinte ceryicing transmitter 

nationa de" ense. 
oop en 210 ——- lessons will ive bn » the 
ng needed. Includes extra. information 

on short-wave, television, signal-tracing. 

nd auto radios. You y examine the 
complete course-book, containing all the 
lessons and review questions, in your 
own home without any risk or obligation. 
PR RACTICAL INSTRUCTIONS 

ar, 


The lessons are practical, interesting, easy to master 
and us 


Size: 81/2x11” 
Printed in 1941 


learning important practical facts and 
& radio work as an expert. 


SATISFACTION 
GUARANTEED 
first 


studied, ok al Take advantage of our 
—e repairing *‘no risk’’ trial offer. 
ave Send only 25c¢ now. 

repaired 100 F rx You will receive the 
Robert C. Hammel, complete Radio Course 
ai Davenport, Tow Book for 10 days ex- 
= amination. Begin your 
“] started to re-§ Tadio study or review 
jpair radios when without obligation. If 

you are pleased the 
complete Course Man- 
ual is yours to keep 
for only $2.50, full 
ger AE price. Send coupon 
Montreal, Canada. with 25c now—use the 
first lessons this week. 


25c TRIAL ORDER COUPON 
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SUPREME PUBLICATIONS, 328 S. Jefferson St., Chicago, tI!. 

Ship the complete “Radio Course Book” for 10 days 
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I must be satisfied or you will refund my money in full. 
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awaits the far-thinking individual 
who prepares now for the in- 
creased pay positions in the 
Army, Navy, or Commercial 
Communications field. A serious 
shortage of trained code opera- 
tors in each of these fields is your 
guarantee of a promising future 
—if you are properly trained. 
BE SMART—start your training 
NOW right in your own home. 
Learn code the practical way, the 
easy way—the famous CANDLER 
way! 

THIS COUPON ENTITLES YOU TO 
YOUR FREE COPY OF THE FAS- 
CINATING 52-PAGE BOOK OF 
FACTS. SEND FOR IT NOW! 
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CANDLER SYSTEM coer Any. ae $112 
BOX 928, DENVER, COLORA 


Please rush me my free copy of the 52-page BOOK OF 
FACTS, I understand I will not be obligated in any way. 
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The pictures above and 
at the left show Henry 
J. Mennella, W2ALF of 
Brooklyn, N. Y., and his 
efficient-looking ama- 
teur radio station. 


“Honor” Plague warded 
To Henty 9. Mennelle, W2ALF 


@ HERE is station photo of W2ALF. The 

transmitter is a home-made affair, con- 
sisting of a 6L6 xtal oscillator, 809 buffer 
and a pair of HK54’s; push-pull “final” is 
Class “C”; amplifier running 400 watts 
input. 

The xtal, buffer and “final” stage each 
have their own plate power-supplies, and 
also a heavy duty bias supply for the final 
stage. 

All grid and plate circuits are individually 


Here is the new "Award of 
Honor" Plaque which meas- 
ures 5”x7” in size. It is 
handsomely executed in colors 
on metal, and is framed, 
ready to hang on the wall. 
The name of the winner will 
be suitably inscribed. 


in 
Note These Important Rules 


a eh 


Attach a brief description not 
longer than 300 words, describ- 
ing the general line-up of the 
apparatus employed, the size, 
type and number of tubes, the 
type of circuit used, name of 
commercial transmitter—if not 
home-made, watts rating of the 
station, whether for c.w. or 
phone or both, etc., also name 
of receiver. 

State briefly the number of 
continents worked, the total num- 
ber of stations logged or con- 
tacted, and other features of 
general interest. Mention the 
type of aerial system and what 
type of break-in relay system, if 
any. 

Important — Enclose a good 
Fiteness ‘do of yourself, if your 

ikeness does not appear in the 
picture! 

You do not have to be a 
reader of RADIO & TELEVISION 
in order to enter the contest. 

Address all photos and station 
descriptions to pores Ham Sta- 
tion Photo Contest, c/o RADIO 
& TELEVISION, 25 Nest Broad- 

way, New York, N. Y. 
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For Best HAM Station Photo 


metered; the output of the final terminates 
in an antenna impedance-matching network. 

The receiver is a home-made 6 tube super- 
heterodyne. To the left of the receiver in 
the photo, is a freq-meter monitor and freq. 
standard, using the Browning circuit. 

Directly above the monitor is a home- 
made audio oscillator, used for group code 
practice purposes. The “mill” shown is a 
Remington Portable—Henry J. Mennella, 
706 Berkely Place, Brooklyn, N. Y. 
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